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<Start of Change 1>
[bookmark: _Toc61182535][bookmark: _Toc75242562][bookmark: _Toc106201221][bookmark: _Toc82595008][bookmark: _Toc89955039][bookmark: _Toc124155722][bookmark: _Toc115191074][bookmark: _Toc98773462][bookmark: _Toc122012903][bookmark: _Toc76544908][bookmark: _Toc58862542][bookmark: _Toc74961651][bookmark: _Toc45884274][bookmark: _Toc66727848][bookmark: _Toc37272028][bookmark: _Toc36644974][bookmark: _Toc53182297][bookmark: _Toc29809599][bookmark: _Toc58860038][bookmark: _Toc21099801]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AAS	Active Antenna System
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
ATG 		Air-To-Ground
AWGN	Additive White Gaussian Noise

<End of Change 1>
<Start of Change 2>

[bookmark: _Toc45884305][bookmark: _Toc29809630][bookmark: _Toc53182328][bookmark: _Toc74961682][bookmark: _Toc21099832][bookmark: _Toc37272059][bookmark: _Toc61182566][bookmark: _Toc138881963][bookmark: _Toc89955070][bookmark: _Toc137397720][bookmark: _Toc82595039][bookmark: _Toc115191105][bookmark: _Toc124155753][bookmark: _Toc122012934][bookmark: _Toc58860069][bookmark: _Toc36645005][bookmark: _Toc106201252][bookmark: _Toc131537513][bookmark: _Toc75242593][bookmark: _Toc98773493][bookmark: _Toc66727879][bookmark: _Toc76544939][bookmark: _Toc58862573]4.6	Manufacturer declarations
The following BS declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for the conducted requirements testing of the BS type 1-C and BS type 1-H.
For the BS type 1-H declarations required for the radiated requirements testing, refer to TS 38.141-2 [3].
Table 4.6-1 Manufacturer declarations for BS type 1-C and BS type 1-H conducted test requirements
	Declaration identifier
	Declaration
	Description
	Applicability

	
	
	
	BS type 1-C
	BS type 1-H

	D.122
	PUSCH repetition type A
	Declaration of support PUSCH repetition type A
	x
	x

	D.1xx
	Air-to-ground scenario
	Declaration of air-to-ground scenario support, i.e., ATG support or no ATG support
	x
	x



<End of Change 21>


<Start of Change 32>
[bookmark: _Toc89955345][bookmark: _Toc137398003][bookmark: _Toc138882246][bookmark: _Toc98773772][bookmark: _Toc74961955][bookmark: _Toc61182837][bookmark: _Toc131537796][bookmark: _Toc29809891][bookmark: _Toc76545211][bookmark: _Toc66728151][bookmark: _Toc124156036][bookmark: _Toc75242865][bookmark: _Toc58860340][bookmark: _Toc115191387][bookmark: _Toc36645276][bookmark: _Toc106201533][bookmark: _Toc53182599][bookmark: _Toc37272330][bookmark: _Toc58862844][bookmark: _Toc45884576][bookmark: _Toc122013217][bookmark: _Toc82595314]8.1.2.1	Applicability of PUSCH performance requirements
8.1.2.x1	Applicability of PUSCH performance requirements for ATG scenario
Unless otherwise stated, PUSCH requirement tests in clause 8.2.1, 8.2.2 and 8.2.3 with 1Tx test cases shall apply only for the BS declared to be supported (see D.1XX in table 4.6-1). 
Unless otherwise stated, PUSCH requirement tests in clause [8.2.x] shall apply only for the BS declared to be supported (see D.1XX in table 4.6-1). 
8.1.2.x1.1	Applicability of requirements with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns including new TDD pattern (e.g., 30D4S6U, S= 14G) for ATG scenario, only one of the supported TDD UL-DL patterns shall be used for all tests.
Note: For PUSCH Performance test cases, FRCs are not expected to be defined for the special slots, unless otherwise stated.
8.1.2.x1.2	Applicability of requirements for different MCSs
Unless otherwise stated, PUSCH requirement tests with 256QAM in clause 8.2.x shall apply only for the BS declared to be supported (see D.1XX in table 4.6-1).  A BS that declares to support 256QAM, and passes the test with 256QAM and the test with 64QAM in clause 8.2.1, the PUSCH requirement tests with 64QAM in clause 8.2.x can be skipped.
8.1.2.x2	Applicability of PUCCH performance requirements for ATG scenario
Unless otherwise stated, PUCCH requirement tests in clauses 8.3.1 to 8.3.6 shall apply only for the BS declared to be supported (see D.1XX in table 4.6-1).
8.1.2.x3	Applicability of PRACH performance requirements for ATG scenario
Unless otherwise stated, PRACH requirement tests in clauses 8.4.1.5 shall apply only for the BS declared to be supported (see D.1XX in table 4.6-1).

<End of Change 32>
