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	Reason for change:
	In the WF R4-2305925, RAN4 has agreed to update the following NTN frequency range for both TS 38.101-5 and TS 38.108.
	Frequency range designation
	Corresponding frequency range 

	FR1-NTN1
	410 MHz – 7125 MHz

	FR2-NTN2
	17300 MHz – 30000 MHz

	NOTE 1: [NTN bands within this frequency range are regarded as a FR1 band when references from other specifications.]
NOTE 2: [NTN bands within this frequency range are regarded as a FR2 band when references from other specifications.]




	
	

	Summary of change:
	To introduce NTN suffix for NTN frequency range definition.

	
	

	Consequences if not approved:
	Current NTN frequency range definition in TS 38.101-5 is not aligned with the latest RAN4’s agreement in WF R4-2305925.
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<<Start of Change>>
[bookmark: _Toc97562266][bookmark: _Toc104122493][bookmark: _Toc104205444][bookmark: _Toc104206651][bookmark: _Toc104503611][bookmark: _Toc106127533][bookmark: _Toc123057898][bookmark: _Toc124255193][bookmark: _Toc124255384][bookmark: _Toc124255521][bookmark: _Toc131688359][bookmark: _Toc137373001][bookmark: _Toc138884944][bookmark: _Toc145689761][bookmark: _Toc155376480]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present Release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future Releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NTN satellite can operate according to this version of the specification are identified as described in Table 5.1-1.
Table 5.1-1: Definition of NTN frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1-NTN1
	410 MHz – 7125 MHz

	NOTE 1:   [NTN bands within this frequency range are regarded as a FR1 band when references from other specifications.]



The present specification covers FR1-NTN operating bands.
[bookmark: _Toc97562267][bookmark: _Toc104122494][bookmark: _Toc104205445][bookmark: _Toc104206652][bookmark: _Toc104503612][bookmark: _Toc106127534][bookmark: _Toc123057899][bookmark: _Toc124255194][bookmark: _Toc124255385][bookmark: _Toc124255522][bookmark: _Toc131688360][bookmark: _Toc137373002][bookmark: _Toc138884945][bookmark: _Toc145689762][bookmark: _Toc155376481]5.2	Operating bands
[bookmark: _Toc97562268][bookmark: _Toc104122495][bookmark: _Toc104205446][bookmark: _Toc104206653][bookmark: _Toc104503613][bookmark: _Toc106127535][bookmark: _Toc123057900][bookmark: _Toc124255195][bookmark: _Toc124255386][bookmark: _Toc124255523][bookmark: _Toc131688361][bookmark: _Toc137373003][bookmark: _Toc138884946][bookmark: _Toc145689763][bookmark: _Toc155376482]5.2.1	General
NTN satellite covers FR1-NTN operating bands in the present specification.
[bookmark: _Toc97562269][bookmark: _Toc104122496][bookmark: _Toc104205447][bookmark: _Toc104206654][bookmark: _Toc104503614][bookmark: _Toc106127536][bookmark: _Toc123057901][bookmark: _Toc124255196][bookmark: _Toc124255387][bookmark: _Toc124255524][bookmark: _Toc131688362][bookmark: _Toc137373004][bookmark: _Toc138884947][bookmark: _Toc145689764][bookmark: _Toc155376483]5.2.2	Operating bands with conducted requirements
NTN satellite is designed to operate in the operating bands defined in Table 5.2.2-1.
Table 5.2.2-1: NTN satellite bands in FR1-NTN
	NTN satellite operating band
	Uplink (UL) operating band
Satellite Access Node receive / UE transmit
FUL,low   –  FUL,high
	Downlink (DL) operating band
Satellite Access Node transmit / UE receive
FDL,low   –  FDL,high 
	Duplex mode

	n256
	1980 MHz – 2010 MHz
	2170 MHz – 2200 MHz
	FDD

	n255
	1626.5 MHz – 1660.5 MHz
	1525 MHz – 1559 MHz
	FDD

	n254
	1610 – 1626.5 MHz
	2483.5 – 2500 MHz
	FDD

	NOTE: 	NTN satellite bands are numbered in descending order from n256.
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