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1. Introduction

The basket WI for Rel.18 High power UE (power class m with 1<m<3) for a single FR1 band in UL of Dual Connectivity (DC) combinations of x bands (x=1,2,3, 4 for y=1 or x=1, 2 for y=2) LTE inter-band CA (xDL/1UL) and y bands NR inter-band CA (yDL/1UL) including the support of  DC_8B_n78A was approved during RAN#102[1].
In this text proposal, we provide the corresponding TP to the TR.
There is no pending lower order fallbacks in the same meeting.
2. References

[1]
RP‑233977, “
Revised WID on High power UE (power class m with 1<m<3) for a single FR1 band in UL of Dual Connectivity (DC) combinations of x bands (x=1,2,3, 4 for y=1 or x=1, 2 for y=2) LTE inter-band CA (xDL/1UL) and y bands NR inter-band CA (yDL/1UL)”, Ericsson, RAN#102
3. Text proposal to 38.898
5.x
DC_8_n78

5.x.1
Configuration for DC
Table 5.x.1-1: Inter-band EN-DC configurations within FR1 (three bands)

	N-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	Single UL allowed
	DL interruption allowed

(Note 14)

	DC_8A_n78A7,24
DC_8B_n78A7, 21
	DC_8A_n78A24, 21 

DC_8B_n78A
	No
	No

	NOTE 21:
Minimum requirements for PC2 are applicable for this uplink EN-DC configuration in this downlink/uplink EN-DC configuration with 1Tx antenna connector in each band.
NOTE 22: The PC2 Uplink EN-DC configuration supported in Table 6.2B.1.3-1 is applicable to the same EN-DC configuration without additional indication of NOTE 21.


Note that based on NOTE 22, the UL PC2 DC_8B_n78A will be supported by the DL DC_8B_n78A without additional indication of NOTE 21.
5.x.2
Maximum output power for DC
Table 5.x.2-1: Maximum output power for inter-band EN-DC (two bands)
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance

(dB)
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_8B_n78A
	266
	+2/-3
	23
	+2/-3

	NOTE 6: 
The UE supports PC3 within E-UTRA cell group, and supports either PC3 or PC2 within NR cell group. Power class support within each individual cell group is signaled separately by the UE.


5.x.3
REFSENS requirements for DC

As PC2 support for DC_8A_n78A had already been specified in the current spec, the MSD for IMD4 of DC_8B_n78A can be added accordingly as in Table below.
Table 5.x.3-1: : MSD test points for PCell due to dual uplink operation for PC2 EN-DC in NR FR1 (two bands)

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_8A_n78A
DC_8B_n78A
DC_8A_n78(2A)
	8
	897.5
	5
	25
	942.5
	15.5
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	N/A


Regarding the triple beat issue, as based on the analysis for PC3 captured in TR 37.718-11-11, since the two bands in the UL DC_8B_n78A are not in the same band group or belong to adjacent band groups, it can be concluded that there is no triple beat issue, and no additional MSD is needed.
5.x.4
∆TIB and ∆RIB values
There is no change by comparing to the values for PC3 DC, so this section is omitted.
<End of Text Proposal>
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