

	
3GPP TSG-WG4 Meeting #110	R4-2402291
 Athens, Greece, 26 February – 1 March, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.106
	CR
	0060
	rev
	 
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR to 38.106: Repeater output power requirements

	
	

	Source to WG:
	NEC

	Source to TSG:
	R4

	
	

	Work item code:
	NR_netcon_repeater-Core
	
	Date:
	2024-2-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Passband power shall be used to specify the NCR-Fwd  rated output power limits. However, carrier power is used for current NCR-Fwd type 1-H rated output power limits. 
Note for the joint transmission of NCR-FWD and NCR-MT joint transmission shall be applied to NCR type 1-C UL.
Pmax,c,TABC and Prated,c,TABC shall be used for NCR-MT type 1-H minimum requirements.

	
	

	Summary of change:
	Tables for repeater type 1-C and NCR-FWD type 1-C UL rated output power limits, NCR-Fwd 1-H DL rated output power limits, NCR-Fwd 1-H UL rated output power limits are corrected.
Minimum requirement for NCR-MT type 1-C and NCR-MT type 1-H are corrected.

	
	

	Consequences if not approved:
	Repeater output power limits and minimum requirements are not correct.

	
	

	Clauses affected:
	6.2.1, 6.2.2, 6.2.3.1.1, 6.2.3.1.2, 6.2.3.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






[bookmark: _Toc61177981][bookmark: _Toc61178453][bookmark: _Toc67916521][bookmark: _Toc74669958][bookmark: _Toc76543606][bookmark: _Toc82624266][bookmark: _Toc90417005][bookmark: _Toc106771350][bookmark: _Toc115185425][bookmark: _Toc123046428][bookmark: _Toc124156693][bookmark: _Toc104311006][bookmark: _Toc106126707][bookmark: _Toc106177020][bookmark: _Toc114242188][bookmark: _Toc123044132][bookmark: _Toc124157771][bookmark: _Toc124259694][bookmark: _Toc130584765][bookmark: _Toc137464421][bookmark: _Toc138884090]--------------Start of change-------------
[bookmark: _Toc97737194][bookmark: _Toc106094093][bookmark: _Toc114252868][bookmark: _Toc123045996][bookmark: _Toc124157537][bookmark: _Toc124258930][bookmark: _Toc124259074][bookmark: _Toc130585831][bookmark: _Toc130586842][bookmark: _Toc137462008][bookmark: _Toc138883817][bookmark: _Toc138883961][bookmark: _Toc145426858][bookmark: _Toc155428018][bookmark: _Toc155781036]6.2	Repeater output power
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The repeater conducted output power requirement is at the antenna connector.
The rated passband output power of the repeater type 1-C  and NCR-FWD type 1-C shall be as specified in table 6.2.1-1 and table 6.2.1-2.
Table 6.2.1-1: Repeater type 1-C and NCR-FWD type 1-C DL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Medium Range repeater
	≤ 38 dBm + X, Note 2

	Local Area repeater
	≤ 24 dBm + X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-2: Repeater type 1-C and NCR-FWD type 1-C UL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Local Area repeater
	≤ 24 dBm+ X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))
NOTE 3:	For joint transmission of NCR-FWD and NCR-MT, Prated,p,AC shall apply to the total power of NCR-FWD and NCR-MT.



The rated passband output power of the NCR-Fwd 1-H shall be as specified in table 6.2.1-3 and table 6.2.1-4.
Table 6.2.1-3: NCR-Fwd type 1-H DL rated output power limits for NCR classes
	Repeater class
	Prated,p,sysPrated,c,sys
	Prated,p,TABCPrated,c,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Medium Range NCR
	≤ 38 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 38 dBm+ X (NOTE 2)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,c,sysPrated,c,sys or Prated,p,TABCPrated,c,TABC of the Wide Area NCR-Fwd.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-4: NCR-Fwd type 1-H UL rated output power limits for NCR classes
	Repeater class
	Prated,p,sysPrated,c,sys
	Prated,p,TABCPrated,c,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2, 3)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,p,sysPrated,c,sys or Prated,p,TABCPrated,c,TABC of the Wide Area NCR.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))
NOTE 3:	For joint transmission of NCR-FWD and NCR-MT, Prated,p,sysPrated,c,sys  or Prated,p,TABC shall apply to the total power of NCR-FWD and NCR-MT. 
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The requirements shall apply with NR signals in the passband of the repeater at:
	The lowest input power (Pin,p,AC) that produces the rated passband output power (Prated,p,AC).
Up to:
	The lowest input power (Pin,p,AC)  that produces the rated passband output power (Prated,p,AC), plus 10dB
In normal conditions, the measured output power, Pmax,p,AC shall remain within +2 dB and -2 dB of the rated passband output power Prated,p,AC, declared by the manufacturer.
In extreme conditions, the measured output power, Pmax,p,AC shall remain within +2.5 dB and -2.5 dB of the rated passband output power Prated,p,AC, declared by the manufacturer.

[bookmark: _Toc155428021][bookmark: _Toc155781039]6.2.3	Minimum requirement for NCR
[bookmark: _Toc155428022][bookmark: _Toc155781040]6.2.3.1	Minimum requirement for NCR-Fwd
[bookmark: _Toc155428023][bookmark: _Toc155781041]6.2.3.1.1	Minimum requirement for NCR-Fwd type 1-C
The requirements shall apply with NR signals in the passband of the NCR-Fwd at:
	The lowest input power (Pin,p,AC) that produces the rated passband output power (Prated,p,AC).
Up to:
	The lowest input power (Pin,p,AC)  that produces the rated passband output power (Prated,p,AC), plus 10dB
In normal conditions, the measured output power, Pmax,p,AC shall remain within +2 dB and -2 dB of the rated passband output power Prated,p,AC, declared by the manufacturer.
In extreme conditions, the measured output power, Pmax,p,AC shall remain within +2.5 dB and -2.5 dB of the rated passband output power Prated,p,AC, declared by the manufacturer.
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The requirements shall apply with NR signals in the passband of the NCR-Fwd at:
	The lowest input power (Pin,p,TABC) that produces the rated passband output power (Prated,p,TABC).
Up to:
	The lowest input power (Pin,p,TABC)  that produces the rated passband output power (Prated,p,TABC), plus 10dB
In normal conditions, the measured output power, Pmax,p,TABC shall remain within +2 dB and -2 dB of the rated passband output power Prated,p,TABC, declared by the manufacturer.
In extreme conditions, the measured output power, Pmax,p,TABC shall remain within +2.5 dB and -2.5 dB of the rated passband output power Prated,p,TABC, declared by the manufacturer.
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The NCR-MT conducted output power requirement is at antenna connector for NCR-MT type 1-C, or at TAB connector for NCR-MT type 1-H.
The rated carrier output power of the NCR-MT type 1-C shall be as specified in table 6.2.3.2.1-1.
Table 6.2.3.2.1-1: NCR-MT type 1-C UL transmission classes rated output power limits
	Repeater class
	Prated,c,AC

	Wide Area NCR-MT
	(Note)

	Local Area NCR-MT
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,AC rated output power of the Wide Area NCR-MT.



The rated carrier output power of the NCR-MT type 1-H shall be as specified in table 6.2.3.2.1-2.
Table 6.2.3.2.1-2: NCR-MT type 1-H UL transmission classes rated output power limits
	Repeater class
	Prated,c,sys
	Prated,c,TABC

	Wide Area NCR-MT
	(Note 1)
	(Note 1)

	Local Area NCR-MT2,3
	≤ 24 dBm +10log(NTXU,counted)
	≤ 24 dBm

	NOTE 1:	There is no upper limit for the Prated,c,AC rated output power of the Wide Area NCR-MT.
NOTE 2:	LA MT cannot exceed highest power class for that band as specified in TS 38.101-1.
NOTE 3:	NTXU,counted = min(NTXU,active ,4)



[bookmark: _Toc155428027][bookmark: _Toc155781045]6.2.3.2.2	Minimum requirement for NCR-MT type 1-C and NCR-MT type 1-H
In normal conditions, Pmax,c,AC or Pmax,c,TABC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,AC or Prated,c,TABC, declared by the manufacturer.
In extreme conditions, Pmax,c,AC or Pmax,c,TABC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,AC or Prated,c,TABC, declared by the manufacturer.
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