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------------------------------------------------------------- START CHANGE ------------------------------------------------------
[bookmark: _Toc73962798][bookmark: _Toc75259975][bookmark: _Toc75275516][bookmark: _Toc75276027][bookmark: _Toc76541526][bookmark: _Toc82437295][bookmark: _Toc89944661][bookmark: _Toc98753679][bookmark: _Toc106180665][bookmark: _Toc114150702][bookmark: _Toc124151105][bookmark: _Toc124151625][bookmark: _Toc124152145][bookmark: _Toc130396677][bookmark: _Toc130397197][bookmark: _Toc137558301][bookmark: _Toc138862126][bookmark: _Toc145532183][bookmark: _Toc155318462]6.2.2	Minimum requirement
The minimum requirement IAB type 1-H applies per single-band connector, or per multi-band connector supporting transmission in the operating band.
The minimum requirement for IAB-DU is defined in TS 38.174 [2], clause 6.2.2.
The minimum requirement for IAB-MT is defined in TS 38.174 [2], clause 6.2.2.
The minimum requirement for mIAB-MT is defined in TS 38.174 [2], clause 6.2.1B.
[bookmark: _Toc73962822][bookmark: _Toc75259999][bookmark: _Toc75275540][bookmark: _Toc75276051][bookmark: _Toc76541550][bookmark: _Toc82437319][bookmark: _Toc89944685][bookmark: _Toc98753703][bookmark: _Toc106180689][bookmark: _Toc114150726][bookmark: _Toc124151129][bookmark: _Toc124151649][bookmark: _Toc124152169][bookmark: _Toc130396701][bookmark: _Toc130397221][bookmark: _Toc137558325][bookmark: _Toc138862150][bookmark: _Toc145532207][bookmark: _Toc155318486]6.3.2.1.2	Minimum requirement
The IAB-MT total power dynamic range is defined in TS 38.174 [2], clause 6.3.2.1.2.
The mIAB-MT total power dynamic range is defined in TS 38.174 [2], clause 6.3.2.1.2B.
[bookmark: _Toc73962827][bookmark: _Toc75260004][bookmark: _Toc75275545][bookmark: _Toc75276056][bookmark: _Toc76541555][bookmark: _Toc82437324][bookmark: _Toc89944690][bookmark: _Toc98753708][bookmark: _Toc106180694][bookmark: _Toc114150731][bookmark: _Toc124151134][bookmark: _Toc124151654][bookmark: _Toc124152174][bookmark: _Toc130396706][bookmark: _Toc130397226][bookmark: _Toc137558330][bookmark: _Toc138862155][bookmark: _Toc145532212][bookmark: _Toc155318491]6.3.2.1.5	Test requirements
The ΔP between the power measured in step 4 and step 6 of clause 6.3.2.1.4.2 shall be according to Table 6.3.2.1.5-1 for IAB-MT and Table 6.3.2.1.5-2 for mIAB-MT  :
Table 6.3.2.1.5-1: IAB-MT Output power dynamics test requirements.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement

	Wide area
	≤ 40MHz
	10 log(Maximum RB) -1.2 < ΔP ≤ 10 log(Maximum RB) + 11.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) -1.5 < ΔP ≤ 10 log(Maximum RB) + 11.5

	Local area
	≤ 40MHz
	10 log(Maximum RB) +3.8 < ΔP ≤ 10 log(Maximum RB) + 15.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) +3.5 < ΔP ≤ 10 log(Maximum RB) + 16.5



Table 6.3.2.1.5-2: mIAB-MT Output power dynamics test requirements.
	mIAB-MT Type
	IAB-MT channel bandwidth
	Requirement

	Local area
	≤ 40MHz
	-10 log(Maximum RB) +10log10 (BWChannel /20) -73-6.5-0.7 < ΔP ≤-10 log(Maximum RB) +10log10 (BWChannel /20)-73 + 6.5 + 0.7

	
	40MHz < BW ≤ 100MHz
	-10 log(Maximum RB) +10log10 (BWChannel /20) -73-6.5-1 < ΔP ≤-10 log(Maximum RB) +10log10 (BWChannel /20)-73 + 6.5 + 1
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