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<Start of Change 1>
[bookmark: _Toc97737174][bookmark: _Toc106094064][bookmark: _Toc114252839][bookmark: _Toc123045967][bookmark: _Toc124157508][bookmark: _Toc124258901][bookmark: _Toc124259045][bookmark: _Toc130585802][bookmark: _Toc130586813][bookmark: _Toc137461979][bookmark: _Toc138883788][bookmark: _Toc138883932][bookmark: _Toc145426829][bookmark: _Toc155427973][bookmark: _Toc155780991]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[unchanged parts removed]
[27]	3GPP TS 38.306: “NR; User Equipment (UE) radio access capabilities”.
[28]	3GPP TR 38.901: "Study on channel model for frequencies from 0.5 to 100 GHz"

<End of Change 1>
<Start of Change 2>
[bookmark: _Toc74583699][bookmark: _Toc76542512][bookmark: _Toc82450494][bookmark: _Toc82451143][bookmark: _Toc89949532][bookmark: _Toc98755921][bookmark: _Toc98763513][bookmark: _Toc106184442][bookmark: _Toc130402465][bookmark: _Toc137555016][bookmark: _Toc138854078][bookmark: _Toc138946759][bookmark: _Toc145531488]Annex C (normative): 
Propagation conditions

[bookmark: _Toc75276417][bookmark: _Toc75275907][bookmark: _Toc75260364][bookmark: _Toc73963186][bookmark: _Toc82450495][bookmark: _Toc82451144][bookmark: _Toc89949533][bookmark: _Toc98755922][bookmark: _Toc98763514][bookmark: _Toc106184443][bookmark: _Toc130402466][bookmark: _Toc137555017][bookmark: _Toc138854079][bookmark: _Toc138946760][bookmark: _Toc145531489]C.1		Static propagation condition
The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading or multi-paths exist for this propagation model.
[bookmark: _Toc75276418][bookmark: _Toc75275908][bookmark: _Toc75260365][bookmark: _Toc73963187][bookmark: _Toc82450496][bookmark: _Toc82451145][bookmark: _Toc89949534][bookmark: _Toc98755923][bookmark: _Toc98763515][bookmark: _Toc106184444][bookmark: _Toc130402467][bookmark: _Toc137555018][bookmark: _Toc138854080][bookmark: _Toc138946761][bookmark: _Toc145531490]C.1.1	NCR-MT receiver with 2RX
For 1 port transmission the channel matrix is defined in the frequency domain by:
[image: ].
For 2 port transmission the channel matrix is defined in the frequency domain by:
[image: ].
For 4 port transmission the channel matrix is defined in the frequency domain by:
[image: ]
For 8 port transmission the channel matrix is defined in the frequency domain by:
[image: ]

[bookmark: _Toc75276419][bookmark: _Toc75275909][bookmark: _Toc75260366][bookmark: _Toc73963188][bookmark: _Toc82450497][bookmark: _Toc82451146][bookmark: _Toc89949535][bookmark: _Toc98755924][bookmark: _Toc98763516][bookmark: _Toc106184445][bookmark: _Toc130402468][bookmark: _Toc137555019][bookmark: _Toc138854081][bookmark: _Toc138946762][bookmark: _Toc145531491]C.2	Multi-path fading propagation conditions
[bookmark: _Toc75276420][bookmark: _Toc75275910][bookmark: _Toc82450498][bookmark: _Toc82451147][bookmark: _Toc89949536][bookmark: _Toc98755925][bookmark: _Toc98763517][bookmark: _Toc106184446][bookmark: _Toc130402469][bookmark: _Toc137555020][bookmark: _Toc138854082][bookmark: _Toc138946763][bookmark: _Toc145531492]C.2.1	General
The multipath propagation conditions consist of several parts:
-	A delay profile in the form of a "tapped delay-line", characterized by a number of taps at fixed positions on a sampling grid. The profile can be further characterized by the r.m.s. delay spread and the maximum delay spanned by the taps.
-	A combination of channel model parameters that include the Delay profile and the Doppler spectrum that is characterized by a classical spectrum shape and a maximum Doppler frequency.
-	Different models are used for FR1 (410 MHz - 7.125 GHz) and FR2 (24.25 GHz – 52.6 GHz).
[bookmark: _Toc75276421][bookmark: _Toc75275911][bookmark: _Toc75260367][bookmark: _Toc73963189][bookmark: _Toc82450499][bookmark: _Toc82451148][bookmark: _Toc89949537][bookmark: _Toc98755926][bookmark: _Toc98763518][bookmark: _Toc106184447][bookmark: _Toc130402470][bookmark: _Toc137555021][bookmark: _Toc138854083][bookmark: _Toc138946764][bookmark: _Toc145531493]C.2.2	Delay profiles
[bookmark: _Toc75276422][bookmark: _Toc75275912][bookmark: _Toc82450500][bookmark: _Toc82451149][bookmark: _Toc89949538][bookmark: _Toc98755927][bookmark: _Toc98763519][bookmark: _Toc106184448][bookmark: _Toc130402471][bookmark: _Toc137555022][bookmark: _Toc138854084][bookmark: _Toc138946765][bookmark: _Toc145531494]C.2.2.1	General
The delay profiles are simplified from the TR 38.901 [28] TDL models. The simplification steps are shown below for information. These steps are only used when new delay profiles are created. Otherwise, the delay profiles specified in C.2.2.1 can be used as such.
-	Step 1: Use the original TDL model from TR 38.901 [28].
-	Step 2: Re-order the taps in ascending delays.
-	Step 3: Perform delay scaling according to the procedure described in clause 7.7.3 in TR 38.901 [28].
-	Step 4: Apply the quantization to the delay resolution 5 ns. This is done simply by rounding the tap delays to the nearest multiple of the delay resolution.
-	Step 5: If multiple taps are rounded to the same delay bin, merge them by calculating their linear power sum.
-	Step 6: If there are more than 12 taps in the quantized model, merge the taps as follows:
-	Find the weakest tap from all taps (both merged and unmerged taps are considered):
-	If there are two or more taps having the same value and are the weakest, select the tap with the smallest delay as the weakest tap.
-	When the weakest tap is the first delay tap, merge taps as follows:
-	Update the power of the first delay tap as the linear power sum of the weakest tap and the second delay tap.
-	Remove the second delay tap.
-	When the weakest tap is the last delay tap, merge taps as follows:
-	Update the power of the last delay tap as the linear power sum of the second-to-last tap and the last tap.
-	Remove the second-to-last tap.
-	Otherwise:
-	For each side of the weakest tap, identify the neighbour tap that has the smaller delay difference to the weakest tap.
-	When the delay difference between the weakest tap and the identified neighbour tap on one side equals the delay difference between the weakest tap and the identified neighbour tap on the other side.
-	Select the neighbour tap that is weaker in power for merging.
-	Otherwise, select the neighbour tap that has smaller delay difference for merging.
-	To merge, the power of the merged tap is the linear sum of the power of the weakest tap and the selected tap.
-	When the selected tap is the first tap, the location of the merged tap is the location of the first tap. The weakest tap is removed.
-	When the selected tap is the last tap, the location of the merged tap is the location of the last tap. The weakest tap is removed.
-	Otherwise, the location of the merged tap is based on the average delay of the weakest tap and selected tap. If the average delay is on the sampling grid, the location of the merged tap is the average delay. Otherwise, the location of the merged tap is rounded towards the direction of the selected tap (e.g. 10 ns & 20 ns  15 ns, 10 ns & 25 ns  20 ns, if 25 ns had higher or equal power; 15 ns, if 10 ns had higher power). The weakest tap and the selected tap are removed.
-	Repeat step 6 until the final number of taps is 12.
-	Step 7: Round the amplitudes of taps to one decimal (e.g. -8.78 dB  -8.8 dB)
-	Step 8: If the delay spread has slightly changed due to the tap merge, adjust the final delay spread by increasing or decreasing the power of the last tap so that the delay spread is corrected.
-	Step 9: Re-normalize the highest tap to 0 dB.
NOTE 1:	Some values of the delay profile created by the simplification steps may differ from the values in tables C.2.2.2-2, C.2.2.2-3, and C.2.1.1-4 for the corresponding model.
NOTE 2:	For Step 5 and Step 6, the power values are expressed in the linear domain using 6 digits of precision. The operations are in the linear domain.
[bookmark: _Toc75276423][bookmark: _Toc75275913][bookmark: _Toc75260368][bookmark: _Toc73963190][bookmark: _Toc82450501][bookmark: _Toc82451150][bookmark: _Toc89949539][bookmark: _Toc98755928][bookmark: _Toc98763520][bookmark: _Toc106184449][bookmark: _Toc130402472][bookmark: _Toc137555023][bookmark: _Toc138854085][bookmark: _Toc138946766][bookmark: _Toc145531495]C.2.2.2	Delay profiles for FR1
The delay profiles for FR1 are selected to be representative of low, medium and high delay spread environment. The resulting model parameters are specified in C.2.2.2-1 and the tapped delay line models are specified in tables C.2.2.2-2 ~ table C.2.2.2-4.
Table C.2.2.2-1: Delay profiles for NR channel models
	Model
	Number of 
channel taps
	Delay spread
(r.m.s.)
	Maximum excess tap delay (span)
	Delay resolution

	TDLA30
	12
	30 ns
	290 ns
	5 ns

	TDLB100
	12
	100 ns
	480 ns
	5 ns

	TDLC300
	12
	300 ns
	2595 ns
	5 ns



Table C.2.2.2-2: TDLA30 (DS = 30 ns)
	Tap #
	Delay (ns)
	Power (dB)
	Fading distribution

	1
	0
	-15.5
	

	2
	10
	0
	

	3
	15
	-5.1
	

	4
	20
	-5.1
	

	5
	25
	-9.6
	

	6
	50
	-8.2
	Rayleigh

	7
	65
	-13.1
	

	 8
	75
	-11.5
	

	9
	105
	-11.0
	

	10
	135
	-16.2
	

	11
	150
	-16.6
	

	12
	290
	-26.2
	



Table C.2.2.2-3: TDLB100 (DS = 100ns)
	Tap #
	Delay (ns)
	Power (dB)
	Fading distribution

	1
	0
	0
	

	2
	10
	-2.2
	

	3
	20
	-0.6
	

	4
	30
	-0.6
	

	5
	35
	-0.3
	

	6
	45
	-1.2
	Rayleigh

	7
	55
	-5.9
	

	8
	120
	-2.2
	

	9
	170
	-0.8
	

	10
	245
	-6.3
	

	11
	330
	-7.5
	

	12
	480
	-7.1
	



Table C.2.2.2-4: TDLC300 (DS = 300 ns)
	Tap #
	Delay (ns)
	Power (dB)
	Fading distribution

	1
	0
	-6.9
	

	2
	65
	0
	

	3
	70
	-7.7
	

	4
	190
	-2.5
	

	5
	195
	-2.4
	

	6
	200
	-9.9
	Rayleigh

	7
	240
	-8.0
	

	8
	325
	-6.6
	

	9
	520
	-7.1
	

	10
	1045
	-13.0
	

	11
	1510
	-14.2
	

	12
	2595
	-16.0
	



[bookmark: _Toc75276424][bookmark: _Toc75275914][bookmark: _Toc75260369][bookmark: _Toc73963191][bookmark: _Toc82450502][bookmark: _Toc82451151][bookmark: _Toc89949540][bookmark: _Toc98755929][bookmark: _Toc98763521][bookmark: _Toc106184450][bookmark: _Toc130402473][bookmark: _Toc137555024][bookmark: _Toc138854086][bookmark: _Toc138946767][bookmark: _Toc145531496]C.2.3	Combinations of channel model parameters
The propagation conditions used for the performance measurements in multi-path fading environment are indicated as a combination of a channel model name and a maximum Doppler frequency, i.e., TDLA<DS>-<Doppler>, TDLB<DS>-<Doppler> or TDLC<DS>-<Doppler> where '<DS>' indicates the desired delay spread and '<Doppler>' indicates the maximum Doppler frequency (Hz).
Table C.2.3-1 show the propagation conditions that are used for the performance measurements in multi-path fading environment for low, medium and high Doppler frequencies for FR1.
Table C.2.3-1: Channel model parameters for FR1
	Combination name
	Model
	Maximum Doppler frequency

	TDLA30-5
	TDLA30
	5 Hz

	TDLA30-10
	TDLA30
	10 Hz

	TDLB100-400
	TDLB100
	400 Hz

	TDLC300-100
	TDLC300
	100 Hz



[bookmark: _Toc75276425][bookmark: _Toc75275915][bookmark: _Toc75260370][bookmark: _Toc73963192][bookmark: _Toc82450503][bookmark: _Toc82451152][bookmark: _Toc89949541][bookmark: _Toc98755930][bookmark: _Toc98763522][bookmark: _Toc106184451][bookmark: _Toc130402474][bookmark: _Toc137555025][bookmark: _Toc138854087][bookmark: _Toc138946768][bookmark: _Toc145531497]C.2.4	MIMO channel correlation matrices
[bookmark: _Toc75276426][bookmark: _Toc75275916][bookmark: _Toc82450504][bookmark: _Toc82451153][bookmark: _Toc89949542][bookmark: _Toc98755931][bookmark: _Toc98763523][bookmark: _Toc106184452][bookmark: _Toc130402475][bookmark: _Toc137555026][bookmark: _Toc138854088][bookmark: _Toc138946769][bookmark: _Toc145531498]C.2.4.1	General
The MIMO channel correlation matrices defined in annex C.2.4 apply for the antenna configuration using uniform linear arrays at both gNB and NCR-MT and for the antenna configuration using cross polarized antennas.
[bookmark: _Toc75276427][bookmark: _Toc75275917][bookmark: _Toc75260371][bookmark: _Toc73963193][bookmark: _Toc82450505][bookmark: _Toc82451154][bookmark: _Toc89949543][bookmark: _Toc98755932][bookmark: _Toc98763524][bookmark: _Toc106184453][bookmark: _Toc130402476][bookmark: _Toc137555027][bookmark: _Toc138854089][bookmark: _Toc138946770][bookmark: _Toc145531499]C.2.4.2	MIMO correlation matrices using Uniform Linear Array
[bookmark: _Toc75276428][bookmark: _Toc75275918][bookmark: _Toc82450506][bookmark: _Toc82451155][bookmark: _Toc89949544][bookmark: _Toc98755933][bookmark: _Toc98763525][bookmark: _Toc106184454][bookmark: _Toc130402477][bookmark: _Toc137555028][bookmark: _Toc138854090][bookmark: _Toc138946771][bookmark: _Toc145531500]C.2.4.2.1	General
The MIMO channel correlation matrices defined in annex C.2.4.2 apply for the antenna configuration using uniform linear array (ULA) at both gNB and NCR-MT.
[bookmark: _Toc75276429][bookmark: _Toc75275919][bookmark: _Toc75260372][bookmark: _Toc73963194][bookmark: _Toc82450507][bookmark: _Toc82451156][bookmark: _Toc89949545][bookmark: _Toc98755934][bookmark: _Toc98763526][bookmark: _Toc106184455][bookmark: _Toc130402478][bookmark: _Toc137555029][bookmark: _Toc138854091][bookmark: _Toc138946772][bookmark: _Toc145531501]C.2.4.2.2	Definition of MIMO correlation matrices
Table C.2.4.2.2-1 defines the correlation matrix for the gNB.
Table C.2.4.2.2-1: gNB correlation matrix
	
	gNB correlation

	One antenna
	[image: ]

	Two antennas
	[image: ]

	Four antennas
	[image: ]

	Eight antennas
	


	NOTE: 	The matrix applies to the gNB for NCR-MT requirements.



Table C.2.4.2.2-2 defines the correlation matrix for the NCR-MT:
Table I.2.4.2.2-2: NCR-MT correlation matrix
	
	One antenna
	Two antennas
	Four antennas

	NCR-MT correlation
	[image: ]
	[image: ]
	[image: ]

	NOTE: 	The correlation matrix  applies to NCR-MT for NCR-MT requirements.



Table C.2.4.2.2-3 defines the channel spatial correlation matrix[image: ]. The parameters, α and β in table C.2.4.2.2-3 defines the spatial correlation between the antennas at the gNB and NCR-MT respectively.
Table C.2.4.2.2-3: [image: ]correlation matrices
	1x2 case
	[image: ]

	1x4 case
	[image: ]

	2x2 case
	[image: ]

	2x4 case
	[image: ]

	4x4 case
	[image: ]

	NOTE 1: 	RgNB refers to the correlation matrix of gNB for NCR-MT requirements.
NOTE 2: 	RUE refers to the correlation matrix of NCR-MT for NCR-MT requirements



For cases with more antennas at either gNB or NCR-MT or both, the channel spatial correlation matrix can still be expressed as the Kronecker product of [image: ] and [image: ]according to[image: ].
[bookmark: _Toc75276430][bookmark: _Toc75275920][bookmark: _Toc75260373][bookmark: _Toc73963195][bookmark: _Toc82450508][bookmark: _Toc82451157][bookmark: _Toc89949546][bookmark: _Toc98755935][bookmark: _Toc98763527][bookmark: _Toc106184456][bookmark: _Toc130402479][bookmark: _Toc137555030][bookmark: _Toc138854092][bookmark: _Toc138946773][bookmark: _Toc145531502]C.2.4.2.3	MIMO correlation matrices at high, medium and low level
The  and  for different correlation types are given in table C.2.4.2.3-1.
Table C.2.4.2.3-1: Correlation for high, medium and low level
	Low correlation
	Medium correlation
	High correlation

	
	
	
	
	
	

	0
	0
	0.9 
	0.3 
	0.9 
	0.9 



The correlation matrices for high, medium and low correlation are defined in table C.2.4.2.3-2, C.2.4.2.3-3 and C.2.4.2.3-4 as below.
The values in table C.2.4.2.3-2 have been adjusted for the 2x4 and 4x4 high correlation cases to ensure the correlation matrix is positive semi-definite after round-off to 4 digit precision. This is done using the equation:
[image: ]
Where the value "a" is a scaling factor such that the smallest value is used to obtain a positive semi-definite result. For the 2x4 high correlation case, a = 0.00010. For the 4x4 high correlation case, a = 0.00012.
The same method is used to adjust the 4x4 medium correlation matrix in table C.2.4.2.3-3 to ensure the correlation matrix is positive semi-definite after round-off to 4 digit precision with a = 0.00012.
Table C.2.4.2.3-2: MIMO correlation matrices for high correlation
	1x2 case
	[image: ]

	2x2 case
	[image: ]

	2x4 case
	[image: ]

	4x4 case
	[image: ]



Table C.2.4.2.3-3: MIMO correlation matrices for medium correlation
	1x2 case
	[N/A]

	2x2 case
	[image: ]

	2x4 case
	[image: ]

	4x4 case
	[image: ]



Table C.2.4.2.3-4: MIMO correlation matrices for low correlation
	1x2 case
	


	1x4 case
	


	1x8 case
	


	2x2 case
	


	2x4 case
	


	2x4 case
	


	4x4 case
	




In table C.2.4.2.3-4, [image: ] is a [image: ] identity matrix.
NOTE:	For completeness, the correlation matrices were defined for high, medium and low correlation but performance requirements exist only for low correlation.
[bookmark: _Toc75276431][bookmark: _Toc75275921][bookmark: _Toc75260374][bookmark: _Toc73963196][bookmark: _Toc82450509][bookmark: _Toc82451158][bookmark: _Toc89949547][bookmark: _Toc98755936][bookmark: _Toc98763528][bookmark: _Toc106184457][bookmark: _Toc130402480][bookmark: _Toc137555031][bookmark: _Toc138854093][bookmark: _Toc138946774][bookmark: _Toc145531503]C.2.4.3	Multi-antenna channel models using cross polarized antennas
[bookmark: _Toc75276432][bookmark: _Toc75275922][bookmark: _Toc82450510][bookmark: _Toc82451159][bookmark: _Toc89949548][bookmark: _Toc98755937][bookmark: _Toc98763529][bookmark: _Toc106184458][bookmark: _Toc130402481][bookmark: _Toc137555032][bookmark: _Toc138854094][bookmark: _Toc138946775][bookmark: _Toc145531504]C.2.4.3.1	General
The MIMO channel correlation matrices defined in annex C.2.4.3 apply to two cases as presented below:
-	One TX antenna and multiple RX antennas case, with cross polarized antennas used at gNB
-	Multiple TX antennas and multiple RX antennas case, with cross polarized antennas used at NCR-MT
The cross-polarized antenna elements with +/-45 degrees polarization slant angles are deployed at gNB. For one TX antenna case, antenna element with +90 degree polarization slant angle is deployed at NCR-MT. For multiple TX antennas case, cross-polarized antenna elements with +90/0 degrees polarization slant angles are deployed at NCR-MT.
For the cross-polarized antennas, the N antennas are labelled such that antennas for one polarization are listed from 1 to N/2 and antennas for the other polarization are listed from N/2+1 to N, where N is the number of TX or RX antennas.
[bookmark: _Toc75276433][bookmark: _Toc75275923][bookmark: _Toc75260375][bookmark: _Toc73963197][bookmark: _Toc82450511][bookmark: _Toc82451160][bookmark: _Toc89949549][bookmark: _Toc98755938][bookmark: _Toc98763530][bookmark: _Toc106184459][bookmark: _Toc130402482][bookmark: _Toc137555033][bookmark: _Toc138854095][bookmark: _Toc138946776][bookmark: _Toc145531505]C.2.4.3.2	Definition of MIMO correlation matrices using cross polarized antennas
For the channel spatial correlation matrix, the following is used:
[image: ]
Where
-	[image: ] is the spatial correlation matrix at the NCR-MT (NCR-MT requirements) with same polarization,
-	[image: ] is the spatial correlation matrix at the gNB (NCR-MT requirements) with same polarization,
-	[image: ] is a polarization correlation matrix,
-	[image: ] is a permutation matrix, and
-	[image: ]denotes transpose.
Table C.2.4.3.2-1 defines the polarization correlation matrix.
Table C.2.4.3.2-1: Polarization correlation matrix
	
	One TX antenna
	Multiple TX antennas

	Polarization correlation matrix
	[image: ]
	[image: ]



The matrix[image: ]is defined as
[image: ]
where [image: ] and [image: ] is the number of TX and RX antennas respectively, and [image: ] is the ceiling operator.
The matrix [image: ] is used to map the spatial correlation coefficients in accordance with the antenna element labelling system described in C.2.4.3.
[bookmark: _Toc75276434][bookmark: _Toc75275924][bookmark: _Toc75260376][bookmark: _Toc73963198][bookmark: _Toc82450512][bookmark: _Toc82451161][bookmark: _Toc89949550][bookmark: _Toc98755939][bookmark: _Toc98763531][bookmark: _Toc106184460][bookmark: _Toc130402483][bookmark: _Toc137555034][bookmark: _Toc138854096][bookmark: _Toc138946777][bookmark: _Toc145531506]C.2.4.3.3	Spatial correlation matrices at NCR-MT and gNB sides
[bookmark: _Toc75276435][bookmark: _Toc75275925][bookmark: _Toc75260377][bookmark: _Toc73963199]C.2.4.3.3.1	Spatial correlation matrices at NCR-MT side
In this subclause, RUE refers to an NCR-MT for NCR-MT requirements.
For 1-antenna transmitter, [image: ].
For 2-antenna transmitter using one pair of cross-polarized antenna elements, [image: ].
For 4-antenna transmitter using two pairs of cross-polarized antenna elements, [image: ].
[bookmark: _Toc75276436][bookmark: _Toc75275926][bookmark: _Toc75260378][bookmark: _Toc73963200]I.2.4.3.3.2	Spatial correlation matrices at gNB side
In this subclause, RgNB refers to a gNB for NCR-MT requirements.
For 2-antenna receiver using one pair of cross-polarized antenna elements, [image: ].
For 4-antenna receiver using two pairs of cross-polarized antenna elements,[image: ].
For 8-antenna receiver using four pairs of cross-polarized antenna elements,[image: ].
[bookmark: _Toc75276437][bookmark: _Toc75275927][bookmark: _Toc75260379][bookmark: _Toc73963201][bookmark: _Toc82450513][bookmark: _Toc82451162][bookmark: _Toc89949551][bookmark: _Toc98755940][bookmark: _Toc98763532][bookmark: _Toc106184461][bookmark: _Toc130402484][bookmark: _Toc137555035][bookmark: _Toc138854097][bookmark: _Toc138946778][bookmark: _Toc145531507]C.2.4.3.4	MIMO correlation matrices using cross polarized antennas
The values for parameters α, β and γ for low spatial correlation are given in table C.2.4.3.4-1.
Table C.2.4.3.4-1: Values for parameters α, b and γ
	Low spatial correlation

	α
	b
	γ

	0
	0
	0

	NOTE 1:	Value of α applies when more than one pair of cross-polarized antenna elements at gNB side.
NOTE 2:	Value of β applies when more than one pair of cross-polarized antenna elements at NCR-MT side.



The correlation matrices for low spatial correlation are defined in table C.2.4.3.4-2 as below.
Table C.2.4.3.4-2: MIMO correlation matrices for low spatial correlation
	1x8 case
	[image: ]

	2x8 case
	[image: ]



In table C.2.4.3.4-2, [image: ] is a [image: ] identity matrix.

[bookmark: _Toc124377555][bookmark: _Toc123936538][bookmark: _Toc114566226][bookmark: _Toc107477365][bookmark: _Toc107420067][bookmark: _Toc107235097][bookmark: _Toc107233479][bookmark: _Toc106737712][bookmark: _Toc106543614][bookmark: _Toc98849760][bookmark: _Toc91440970][bookmark: _Toc83742480][bookmark: _Toc76653207][bookmark: _Toc76652363][bookmark: _Toc76572496][bookmark: _Toc76298484][bookmark: _Toc67918409][bookmark: _Toc61121213][bookmark: _Toc53176885][bookmark: _Toc137555036][bookmark: _Toc138854098][bookmark: _Toc138946779][bookmark: _Toc145531508]C.2.4.3.5	Beam steering approach
For the 2D cross-polarized antenna array at gNB, given the channel spatial correlation matrix in C.2.4.3.2, C.2.4.3.3 and C.2.4.3.4, the corresponding random channel matrix H can be calculated. The signal model for the k-th slot is denoted as

	
And the steering matrix is further expressed as following:

	
where
-	H is the Nr×Nt channel matrix per subcarrier.

-	 is the steering matrix,

-	 is the steering matrix in first dimension with same polarization,

-	 is the steering matrix in second dimension with same polarization,

-	 is the number of antenna elements in first dimension with same polarization,

-	 is the number of antenna elements in second dimension with same polarization,

-	For antenna array with only one direction, number of antenna element in second direction equals 1.
For 1 antenna element with the same polarization in one direction,

	.
For 2 antenna elements with the same polarization in one direction,

	.
For 3 antenna elements with the same polarization in one direction,

	.
For 4 antenna elements with the same polarization in one direction,

	.

where the index  stands for first dimension and second dimension respectively.






-	 controls the phase variation in first dimension and second dimension respectively, and the phase for k-th subframe is denoted by, where is the random start value with the uniform distribution, i.e., ,  is the step of phase variation, which is defined in Table C.2.4.3.5-1, and k is the linear increment of 2-μ for every slot throughout the simulation, the index  stands for first dimension and second dimension respectively.

-	 is the precoding matrix for Nt transmission antennas,
-	y is the received signal, x is the transmitted signal, and n is AWGN.


-	 corresponds to subcarrier spacing configuration, 
For the 1D cross-polarized antenna array at gNB, the corresponding random channel matrix H can be calculated by letting N2=1, i.e.,

	
Table C.2.4.3.5-1: The step of phase variation
	Variation Step
	Value (rad/ms)

	

	1.2566×10-3



[bookmark: _Toc76653214][bookmark: _Toc76652370][bookmark: _Toc76572503][bookmark: _Toc76298491][bookmark: _Toc67918416][bookmark: _Toc61121219][bookmark: _Toc82450514][bookmark: _Toc82451163][bookmark: _Toc89949552][bookmark: _Toc98755941][bookmark: _Toc98763533][bookmark: _Toc106184462][bookmark: _Toc130402485][bookmark: _Toc137555037][bookmark: _Toc138854099][bookmark: _Toc138946780][bookmark: _Toc145531509]C.3	Physical signals, channels mapping and precoding
[bookmark: _Toc40210066][bookmark: _Toc40209724][bookmark: _Toc37084362][bookmark: _Toc37084020][bookmark: _Toc37068475][bookmark: _Toc29808556][bookmark: _Toc21338448][bookmark: _Toc76653215][bookmark: _Toc76652371][bookmark: _Toc76572504][bookmark: _Toc76298492][bookmark: _Toc67918417][bookmark: _Toc61121220][bookmark: _Toc53176890][bookmark: _Toc45893025][bookmark: _Toc82450515][bookmark: _Toc82451164][bookmark: _Toc89949553][bookmark: _Toc98755942][bookmark: _Toc98763534][bookmark: _Toc106184463][bookmark: _Toc130402486][bookmark: _Toc137555038][bookmark: _Toc138854100][bookmark: _Toc138946781][bookmark: _Toc145531510]C.3.1	General




Unless otherwise stated, the transmission on antenna port(s)  is defined by using a precoder matrix  of size , where is the number of physical transmit antenna elements configured per test ,  is the number of ports for a reference signal or physical channel configured per test, and   is the first port for that reference signal or physical channel as defined in clauses 7.3 and 7.4 in TS 38.211 [8]. This precoder takes as an input a block of signals for antenna port(s) , , , with  being the number of modulation symbols per antenna port including the reference signal symbols, and generates a block of signals  the elements of which are to be mapped onto the frequency-time index pair as per the test configuration but transmitted on different physical antenna elements:



For [void - <Reserved for related Clauses on CSI Reporting (for both conducted and radiated)>], the transmission of PDCCH and PDCCH DMRS on antenna port  is defined by using a precoder matrix  of size 2x1. This precoder takes as an input a block of signals for antenna port(s) ,  and generates a block of signals  the elements of which are to be mapped onto the frequency-time index pair as per the test configuration but transmitted on different physical antenna elements:



The precoder matrix is specific to the test case configuration.  is defined in Clause 5.2.2.2 of TS 38.214 [11].
The transimison on PT-RS antenna port is associated (using same precoder) with the lowest indexed DM-RS antenna port among the DM-RS antenna ports assigned for the PDSCH.


The physical antenna elements are identified by indices, where  is the number of physical antenna elements configured per test.
Modulation symbols  with  (i.e. PSS, SSS, PBCH and DM-RS for PBCH) are directly mapped to first physical antenna element.

Modulation symbols  for CSI-RS resources which configured for tracking with one port are directly mapped to first physical antenna element.

Modulation symbols  for CSI-RS resources which configured for beam refinement with one port are directly mapped to first physical antenna element.




Modulation symbols  for NZP CSI-RS which configured for CSI acquisition with    are mapped to the physical antenna index  where is the number of NZP CSI-RS ports configured per test.

<End of Change 2>
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