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<Start of Change #1>
7.6.8	Minimum Requirements for Multi-TRPs
A UE supporting [FG 40-2-1 or FG 40-2-2] shall be capable of handling at least a relative receive timing difference between slot timing of different TRPs on the same carrier at the UE receiver as shown in Table 7.6.8-1 below.
A UE supporting [FG 40-2-1 or FG 40-2-2] shall be capable of handling at least a relative receive timing difference between slot timing of different TRPs on the same carrier at the UE receiver as shown in Table 7.6.8-2 below, provided that the UE indicates that it is capable of [FG 40-2-6].
Table 7.6.8-1: Maximum receive timing difference requirement for multi-TRPs with two TAs for UE not capable of [FG 40-2-6] 
	Frequency Range
	Maximum receive timing difference 

	FR1
	CP lengthnote 1

	FR2-1
	CP lengthnote 1

	Note 1:	CP length of the maximum SCS on the carrier.



Table 7.6.8-2: Maximum receive timing difference requirement for multi-TRPs with two TAs for UE capable of [FG 40-2-6]
	Frequency Range of the pair of carriers
	Maximum receive timing difference (µs) 

	FR1
	33

	FR2-1
	8



A UE supporting [FG 30-1 or 30-2] shall be capable of handling at least a relative receive timing difference between slot timing of different TCI states on the same carrier at the UE receiver as shown in Table 7.6.8-3.
Table 7.6.8-3: Maximum receive timing difference requirement for UE supporting multi-RX 
	Frequency Range
	Maximum receive timing difference 

	FR2-1
	CP lengthnote 1

	Note 1:	CP length of the maximum SCS on the carrier.



<End of Change 1>

