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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
In this contribution, we look at the RRM requirements that may be impacted due to introduction of NR in less than 5 MHz bandwidth. 
Discussion
[bookmark: _Toc5952573]Applicability of requirements 
In last meeting, RAN4 agreed there will not be a new type of UE which supports only less than 5 MHz band. From that perspective the bands catering to less than 5 MHz may be additional bands the NR UE supports. Having said that, the service which uses this bands are different than regular NR MBB. When people working in railways application reads the spec, it may not be clear for them what requirements the UE should satisfy for the sections where the requirements are not impacted. To avoid confusion to the readers of the spec, we think it is reasonable to add a new subclause in clause 3. In this subclause we do not need to mention very detailed clauses of requirements which UE need to meet, but some high-level text is helpful. 
Proposal 1:  RAN4 to capture following in applicability section 3.6.18.
· For a UE supporting less than 5 MHz BW in FR1 FDD bands, the requirements which are impacted due to reduced BW is defined in respective sections. For a specific requirement where it is not mentioned for less than 5 MHz, requirements corresponding to NR single carrier operation are applicable.   
Summary and Conclusion
In this contribution we have analysed RAN4 aspects for NR less than 5 MHz and made following proposals. 

Proposal 1:  RAN4 to capture following in applicability section 3.6.18.
· For a UE supporting less than 5 MHz BW in FR1 FDD bands, the requirements which are impacted due to reduced BW is defined in respective sections. For a specific requirement where it is not mentioned for less than 5 MHz, requirements corresponding to NR single carrier operation are applicable.  
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