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<Start of Change 1>
13.2.2	Measurement Accuracy Requirements
13.2.2.1	Introduction
This clause defines accuracy requirements for gNB Rx-Tx time difference measurement in FR1 and FR2. The requirements are applicable for gNB supporting gNB Rx-Tx time difference measurement. The gNB, which declares the support for gNB Rx-Tx time difference measurement also declares that it meets gNB Rx-Tx time difference accuracy requirements at least for one side condition Ês/Iot ≥ +3 dB or Ês/Iot ≥ -13 dB.
13.2.2.2	Requirements
The accuracy requirements for gNB Rx-Tx time difference measurement shall be within ±(X+Y) Tc under the following conditions:
-	AWGN propagation conditions.
-	The measured signals are in the directions covered by RoAoA of OTA reference sensitivity requirements for gNB type 1-O and 2-O BS
where 
-	X is defined in Table 13.2.2.2-1 for gNB types 1-C, 1-H and 1-O and in Table 13.2.2.2-2 for gNB type 2-O.
-	Y is declared by manufacturer and can be different for different gNB types 1-C, 1-H, 1-O and 2-O.
-	The aggregated SRS resources on multiple carriers for aggregation measurements are transmitted by the UE using single Tx chain as defined in clause x.xx in TS 38.214 [26]. 
Note:	The measurement accuracy requirements in Table 13.2.2.2-1 and Table 13.2.2.2-2 are defined under an assumption that gNB is not mandated to perform receive beam sweeping.
Table 13.2.2.2-1: gNB Rx-Tx time difference absolute accuracy in FR1 for gNB type 1-C, 1-H and 1-O
	Accuracy
	SRS Ês/Iot
	SCS
	SRS bandwidth range

	Unit: Tc
	Unit: dB
	Unit: kHz
	Unit: RB

	123
	≥ -13
	15
	 44 ≤ BW ≤ 84

	48
	
	
	 88 ≤ BW ≤ 168

	17
	
	
	176 ≤ BW

	122
	≥ +3
	
	24 ≤ BW ≤ 40

	62
	
	
	 44 ≤ BW ≤ 84

	32
	
	
	 88 ≤ BW ≤ 168

	16
	
	
	176 ≤ BW

	42
	≥ -13
	30
	 48 ≤ BW ≤ 84

	24
	
	
	 88 ≤ BW ≤ 168

	8
	
	
	176 ≤ BW

	32
	≥ +3
	
	 48 ≤ BW ≤ 84

	17
	
	
	 88 ≤ BW ≤ 168

	9
	
	
	176 ≤ BW

	21
	≥ -13
	60
	 48 ≤ BW ≤ 84

	12
	
	
	 88 ≤ BW 

	16
	≥ +3
	
	 48 ≤ BW ≤ 84

	9
	
	
	 88 ≤ BW 



Table 13.2.2.2-2: gNB Rx-Tx time difference absolute accuracy in FR2 for gNB type 2-O
	Accuracy
	SRS Ês/Iot
	SCS
	SRS bandwidth range

	Unit: Tc
	Unit: dB
	Unit: kHz
	Unit: RB

	9
	≥ -13
	60
	 132 ≤ BW ≤ 168

	8
	
	
	176 ≤ BW

	9
	≥ +3
	
	132 ≤ BW ≤ 168

	8
	
	
	176 ≤ BW

	22
	≥ -13
	120
	 32 ≤ BW ≤ 40

	15
	
	
	 44 ≤ BW ≤ 84

	8
	
	
	88 ≤ BW

	16
	≥ +3
	
	 32 ≤ BW ≤ 40

	9
	
	
	 44 ≤ BW ≤ 84

	8
	
	
	88 ≤ BW


<End of Change 1>
