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1. Introduction
This contribution is a text proposal for TR 38.718-21-11 to include DC_1A-42A_n77A with UL DC_1A_n77A according to the request in [1]. 
The corresponding 2-band PC3 combo has already been specified. 
2. Reference
[1] RP-233194 WID revision: Rel-18 Dual Connectivity (DC) of 2 bands LTE inter-band CA (2DL/1UL) and 1 NR band (1DL/1UL)
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
5.x   DC_1-42_n77
[bookmark: _Toc133495030]5.x.1	Configuration for DC
Table 5.x.1-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration


	DC_1A-42A_n77A
	DC_1A_n77A

	



[bookmark: _GoBack]5.x.2	Co-existence studies
Co-existence needs to be studied for DC_1A-42A_n77A with UL DC_1A_n77A, the impact on the third band DL is as following, 
· the 4th and 5th order IMD generated by dual uplink of band 1 and band n77 may impact the downlink of band n42. 
· However, since band 42 and band n77 are overlapping bands, they cannot TX/RX simultaneously, therefore there is no IMD for victim band 42, hence no MSD.

[bookmark: _Toc133495033]5.x.3	∆TIB and ∆RIB values
Both the ∆TIB and ∆RIB values are already in the latest TS and hence are omitted. 

[bookmark: _Toc151104228]5.x.4	MSD requirements
There is no MSD because there is no IMD for victim band 42, as stated in 5.x.2.
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C2 General

