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	Power class 2 added in single band and uplink interband CA A-MPR clauses.

	
	

	Consequences if not approved:
	Almost contiguous allocations are not allowed for bands or uplink interband CA configurations where A-MPR is needed.

	
	

	Clauses affected:
	6.2.3, 6.2A.3.1.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.521-3 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


******************************* Start of changes ***********************************
[bookmark: _Toc21344235][bookmark: _Toc29801719][bookmark: _Toc29802143][bookmark: _Toc29802768][bookmark: _Toc36107510][bookmark: _Toc37251269][bookmark: _Toc45888071][bookmark: _Toc45888670][bookmark: _Toc59649951][bookmark: _Toc61357215][bookmark: _Toc61358989][bookmark: _Toc67915926][bookmark: _Toc75533470][bookmark: _Toc75819356][bookmark: _Toc76508200][bookmark: _Toc76717150][bookmark: _Toc83293791][bookmark: _Toc84334830]6.2.3	UE additional maximum output power reduction
[bookmark: _Toc21344236][bookmark: _Toc29801720][bookmark: _Toc29802144][bookmark: _Toc29802769][bookmark: _Toc36107511][bookmark: _Toc37251270][bookmark: _Toc45888072][bookmark: _Toc45888671][bookmark: _Toc59649952][bookmark: _Toc61357216][bookmark: _Toc61358990][bookmark: _Toc67915927][bookmark: _Toc75533471][bookmark: _Toc75819357][bookmark: _Toc76508201][bookmark: _Toc76717151][bookmark: _Toc83293792][bookmark: _Toc84334831]6.2.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2. Unless stated otherwise, Edge RB allocations get the same AMPR as Outer RB allocations. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. In case of a power class 3 UE, when IE powerBoostPi2BPSK  is set to 1, power class 2 A-MPR values apply. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 2 and 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{10 log10(1 + NRB_gap / NRB_alloc), 0.5} dB, where CEIL{x, 0.5} means x rounding upwards to closest 0.5dB, NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
******************************* No changes ***********************************
[bookmark: _Toc21344267][bookmark: _Toc29801753][bookmark: _Toc29802177][bookmark: _Toc29802802][bookmark: _Toc36107544][bookmark: _Toc37251310][bookmark: _Toc45888116][bookmark: _Toc45888715][bookmark: _Toc59649999][bookmark: _Toc61357263][bookmark: _Toc61359037][bookmark: _Toc67915974][bookmark: _Toc75533518][bookmark: _Toc75819404][bookmark: _Toc76508248][bookmark: _Toc76717198][bookmark: _Toc83293839][bookmark: _Toc84334878]6.2A.3.1.3	UE additional maximum output power reduction for Inter-band CA
Unless otherwise stated, for inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.2.3 apply.
Unless otherwise stated, for inter-band carrier aggregation with two uplink contiguous carrier assigned to one NR band, the additional maximum output power reduction requirements for intra-band contiguous carrier aggregation in subclause 6.2A.3.1.1 apply for that band.
[bookmark: _Hlk85722277]Unless specified in Table 6.2A.3.1.3-1, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.3 apply only to the indicated carrier. The requirements in Table 6.2A.3.1.3-1 are specified in terms of an additional spectrum emission requirement with their associated network signalling values and the allowed A-MPR. Unless otherwise stated, the combined requirements and allowed A-MPR are applicable on both bands when both component carriers are active. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet the additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. In case of a power class 3 UE, when IE powerBoostPi2BPSK is set to 1, power class 2 A-MPR values apply.
For almost contiguous allocations in CP-OFDM waveforms in power class 2 and 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions. 
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1. 
[bookmark: _CRTheemissionrequirementsspecifiedinTa]The emission requirements specified in Table 6.2A.3.1.3-1 also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.

******************************* End of changes ***********************************

