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Introduction 
In RAN4#110 UE demodulation performance requirements for eNTN were discussed and way forward [1] was agreed.  In this contribution we present simulation results for demodulation requirements for eNTN.   

Simulation Results
For the simulation assumptions agreed in [1] we provide initial simulation results for eNTN in the table below.
Table 1: Simulation results for eNTN-PDSCH
	CBW/ SCS
	Prop. Channel
	Ant Config
	MCS
	HARQ Config
	SNR @ 70% Max TP

	100MHz/ 120KHz
	NTN-TDLC5-600
	1x1
	MCS4
	Disabled HARQ
	0.9

	
	
	
	MCS4
	16 HARQ Proc
	0.4

	
	
	
	MCS4
	32 HARQ Proc
	0.4

	
	
	
	MCS13
	16 HARQ Proc
	8.2

	100MHz/ 120KHz
	NTN-TDLC5-1200
	1x1
	MCS4
	Disabled HARQ
	1.0

	
	
	
	MCS4
	16 HARQ Proc
	0.7

	
	
	
	MCS4
	32 HARQ Proc
	0.7

	
	
	
	MCS13
	16 HARQ Proc
	8.8





Conclusion
In this contribution we present simulation results for demodulation requirements for eNTN.   
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