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1. [bookmark: Title]Introduction
In this document, we continue to share our views on Rel-18 NR UE features.


27. NR_ENDC_RF_FR1_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	



28. NR_channel_raster_enh
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional



29. NR_RF_FR2_req_Ph3
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	




30. NR_FR2_multiRX_DL
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	30. NR_FR2_multiRX_DL
	30-1
	Supports scheduling restriction relaxation and measurement restriction relaxation
	· Supports simultaneous reception of CSI-RS for layer 1 measurement and PDSCH with different QCL Type-D on overlapping OFDM symbols.
· Supports Simultaneous layer 1 measurement of CSI-RS overlapping with another CSI-RS with different QCL Type-D on overlapping OFDM symbol(s).
	16-2c, 23-5-1, at least one of 16-2a, 16-2b-1, 16-2b-2 and 16-2b-3
	Yes
	N/A
	
	Per FSPC
	TDD only
	FR2-1 only
	
	Note: It can be supported for PC3 only.
	Optional with capability signalling

	30. NR_FR2_multiRX_DL
	[30-2]
	Fast beam sweeping for layer 1 measurement
	Supports beam sweeping factor reduction for SSB-based layer 1 measurement when the UE is in multi-RX operation.
	16-2c, 23-5-1
	[Yes]
	N/A
	
	Per band
	N/A
	FR2-1 only
	
	Candidate values for Component 2: {2,4,6} for FR2-1

[Note: It can be supported for all power classes excepted PC6.]
	[Optional with capability signalling]




31. NR_RRM_enh3
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	


32. NR_MG_enh2

	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	32. NR_MG_enh2
	32-1
	Concurrent gaps with Pre-MG in a FR
	Support of multiple per-UE (or per-FR) measurement gap patterns with at least one per-UE (or per-FR) Pre-MG. Details in Clause [9.1.x.2] of TS 38.133. 

	19-3-x and 19-2
x = 1 or 2 
	Yes
	No
	UE behaviour is undefined if the network configures concurrent MGs where at least one of the gaps is a Pre-MG
	Per UE
	No
	No
	N.A
	
	Optional with capability signalling 

	32. NR_MG_enh2
	[32-2]
	Two Pre-MG configuration with simultaneous activation/deactivation
	Support configurations of two Pre-MG with simultaneous activation/deactivation in the same FR. 
	32-1
	Yes
	No
	UE activation/deactivation time for simultaneous Pre-MG is undefined
	Per UE
	No
	No
	N.A
	
	Optional with capability signalling 

	32. NR_MG_enh2
	[32-3]
	Support for dynamic collisions

	Support RRM requirements for handling dynamic collisions between a Pre-MG and another measurement gap or Pre-MG.
	32-1
	Yes
	No
	UE is not expected to meet RRM requirements for dynamic collisions
	Per UE
	No
	No
	N.A
	
	Optional with capability signalling 

	32. NR_MG_enh2
	32-4
	Concurrent gaps with NCSG in a FR
	Support of multiple per-UE (or per-FR) measurement gap patterns with at least one per-UE (or per-FR) NCSG. Details in clause [9.1.y.2] of TS 38.133. 

	19-1 and 19-2
	Yes
	No
	UE behaviour is undefined if the network configures concurrent MGs where at least one of the gaps is a NCSG
	Per UE
	No
	No
	N.A
	
	Optional with capability signalling 

	32. NR_MG_enh2
	[32-5]
	Two NCSG configuration in a FR
	Support configurations of two NCSG in the same FR
	32-4
	Yes
	No
	UE behaviour is undefined if the network configures two NCSGs in the same FR
	Per UE
	No
	No
	N.A
	
	Optional with capability signalling 

	32. NR_MG_enh2
	[32-6]

	[Inter-RAT EUTRAN measurements without gap and outside active DL BWP]
	Support of requirements of inter-RAT EUTRAN measurements outside active DL BWP without gap with or without interruption.
	[32-8]
	Yes
	NA
	UE behaviour of supporting inter-RAT EUTRAN measurements without gap is known to network
	[Per UE]
	No
	No
	N.A
	
	Optional with capability signalling

	32. NR_MG_enh2
	32-7

	Inter-RAT EUTRAN measurement without gap [and within active DL BWP]
	Support of inter-RAT EUTRAN measurements without gap when CRS is contained within UE’s active DL BWP


	[32-8]
	Yes
	No
	Measurement gap will be needed for inter-RAT EUTRAN measurements
	Per UE
	No
	FR1 only
	N.A
	
	Optional with capability signalling

	32. NR_MG_enh2
	32-8
	Effective measurement window for inter-RAT EUTRAN measurements
	Support configuration of effective measurement window for inter-RAT EUTRAN measurements, including offset, duration and periodicity. 


	[32-6 or 32-7]

	Yes
	No
	Undefined UE measurement behaviour and when to allow scheduling restriction
	Per UE
	No
	No
	N.A
	· A bitmap for 6 effective measurement window (EMW) patterns defined in TS 38.133.
· #0 and #1 are mandatory, if UE supports EMW feature.
· FFS other conditions, e.g., UE supports Case b-1 or b-2
Other patterns are optional
	Optional with capability signalling

	32. NR_MG_enh2
	32-9
	Simultaneous reception of NR data and EUTRAN CRS within BWP with different numerology
	Support concurrent inter-RAT measurement on EUTRAN cell in non-DSS with CRS contained within UE’s active DL BWP and PDCCH or PDSCH reception from the serving cell with a different numerology
	 32-7
	Yes
	No
	scheduling restriction is applicable
	Per UE
	No
	FR1 only
	N.A
	1 
	Optional with capability signalling

	32. NR_MG_enh2
	[32-10]
	Simultaneous reception of NR data and EUTRAN CRS outside BWP with different numerology
	Support concurrent inter-RAT measurement on EUTRAN cell in non-DSS with CRS not contained within UE’s active DL BWP and PDCCH or PDSCH reception from the serving cell with a different numerology.

	32-6
	Yes
	No
	scheduling restriction is applicable
	Per UE
	No
	FR1 only
	NA
	2 
	Optional with capability signalling




33. NonCol_intraB_ENDC_NR_CA
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	




34. NR_HST_FR2_enh

	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	




35. NR_ATG

	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	



36. NR_demod_enh3
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	36. NR_demod_enh3
	36-1
	MU-MIMO Interference Mitigation advanced receiver 

	R-ML (reduced complexity ML) receivers with enhanced inter-user interference suppression, for MU-MIMO up to maxNumberMIMO-LayersPDSCH layers across target and co-scheduled UEs with 2 RX and 4RX antennas, when co-scheduled UE(s)’ modulation order is signaled
	3-4
	Yes
	N/A
	UE not capable of advanced receiver to suppress inter-user inference in MU-MIMO 
	Per UE
Note: UE supports R-ML on MU-MIMO on single carrier operation. UE optionally supports R-ML on MU-MIMO on one or more carriers in CA operation 
	No
	FR1 only
	N/A
	
	Optional with capability signaling

	36. NR_demod_enh3
	36-2a
	MU-MIMO Interference Mitigation advanced receiver with modulation order detection 
	R-ML (reduced complexity ML) receivers with enhanced inter-user interference suppression for MU-MIMO for 2 layers across target and co-scheduled UEs with 2RX and 4RX when co-scheduled UE(s)’ modulation order is not signaled
	36-1
	No
	N/A
	UE not capable of advanced receiver to suppress inter-user inference in MU-MIMO with modulation order detection
	N/A
	No
	FR1 only
	N/A
	
	Optional without capability signaling





37. NR_pos_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	




38. NR_MC_enh

	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional




39. NR_Mob_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	39.
NR_Mob_enh2
	39-1
	SSB based L1-RSRP measurements for multiple cells with RTD > CP 
	Capability of simultaneous L1-RSRP measurements for more than one cell when the max RTD among the cells on the same frequency layer or in the same active BWP is larger than CP length of the cell on the frequency layer.

	45-1 from RAN1 Rel-18 feature list or 39-2 or 39-2a
	Yes
	No
	NW does not know which requirements UE will follow
	[Per UE/Per BC]

	No
	Yes 
	N/A
	
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-2
	SSB based inter-frequency L1-RSRP measurements without measurement gaps
	Capability of SSB based inter-frequency L1-RSRP measurements without measurement gaps (without interruption on serving cell(s)) for LTM


	45-1a from RAN1 Rel-18 feature list and 9-4
	Yes
	No
	UE does not support inter-frequency L1-RSRP measurements without measurement gaps
	[Per UE/Per BC]
	No
	No
	N/A
	
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-2a
	SSB based inter-frequency L1-RSRP measurements with measurement gaps
	Capability of SSB based inter-frequency L1-RSRP measurements with measurement gaps for LTM

	45-1a from RAN1 Rel-18 feature list
	Yes
	No
	UE does not support inter-frequency L1-RSRP measurements with measurement gaps
	Per UE
	No
	No
	N/A
	
	Optional with capability signaling


	39.
NR_Mob_enh2
	39-3-1
	Number of frequency layers for L1-RSRP measurement

	1. The max number of frequency layers UE can measure for intra- and inter-frequency without measurement gaps L1-RSRP measurement

2. The max number of frequency layers UE can measure for inter-frequency L1-RSRP measurement with measurement gaps 
	1. Component 1: 45-1 from RAN1 Rel-18 feature list and/or 39-2 

2. Component 2: 39-2a
	Yes
	No
	NW does not know the max number of frequency layers UE can measure
	[Per UE/Per BC]
	No
	Yes
	No
	1. Candidate values Component 1: {1,2,3,4,5,6,7,8}
2. Candidate values Component 2: {1,2,3,4,5,6,7,8}
	Mandatory with capability signaling if UE supports 45-1, 39-2 and/or 39-2a

	39.
NR_Mob_enh2
	39-3-2
	Number of neighbour cells to be measured per frequency layer
	1. The max number of neighbour cells UE can measure for L1-RSRP per frequency layer for intra-frequency or inter-frequency without measurement gaps

2. The max number of neighbour cells UE can measure for L1-RSRP per frequency layer for inter-frequency with measurement gaps
	1. Component 1: 45-1 from RAN1 Rel-18 feature list or 39-2 

2. Component 2: 39-2a

	Yes
	No
	There is no limitation on the number of neighbour cells per frequency layer for L1 measurement.
	[Per UE/Per BC]
	No
	[Yes]
	N/A
	1. Candidate values Component 1: {1,2,3,4,5,6,7,8}

2. Candidate values Component 2: {1,2,3,4,5,6,7,8}

Note: it is RAN4 understanding that RAN1 feature 45-1 and 45-1a is for number of cell that can be configured for L1 measurement. What RAN4 is discussing here is for number of cells on which UE can actually perform L1 measurement.
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-3-3
	Number of total cells to be measured
	The max number of total cells of serving cells and neighboring cells across all frequency layers of intra-frequency and inter-frequency without measurement gaps for L1 measurement.
	45-1 from RAN1 Rel-18 feature list or 39-2
	Yes
	No
	There is no limitation on the number of total cells of serving cells and neighboring cells across all frequency layers of intra-frequency and inter-frequency without measurement gaps for L1 measurement. 
	[Per band/BC]
	No
	No
	N/A
	[candidate values: {1,2,3,4,5,6,7,8,9,10,11,12,13,14,15,16}]
	Optional with capability signaling

	39.
NR_Mob_enh2
	[39-3-4]
	Number of SSB resources for L1-RSRP measurement within a slot
	[bookmark: _Hlk158040982]The max number of SSB resources for L1-RSRP measurement that UE can measure within a slot across candidate cells for intra- and inter-frequency without gap L1-RSRP measurement
	45-1 from RAN1 Rel-18 feature list or 39-2
	Yes
	No
	There is no limitation on the number of cells of serving cells and neighboring cells across all frequency layers of intra-frequency and inter-frequency without measurement gaps for L1 measurement.
	[Per band/Per BC]
	No
	Yes
	N/A
	Candidate value: {1,2,3,4,5,6,7,8}
Note:  It is also counted in FG 2-24
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-3-5
	Number of SSB resources for L1-RSRP measurement per frequency layer
	1. The max number of SSB resources UE can measure for L1-RSRP per frequency layer for intra-frequency or inter-frequency without measurement gaps

2. The max number of SSB resources UE can measure for L1-RSRP per frequency layer for inter-frequency with measurement gaps
	1. Component 1: 45-1 from RAN1 Rel-18 feature list or 39-2 

2. Component 2: 39-2a

	Yes
	No
	There is no limitation on the number of SSB resources per frequency layer for L1 measurement.
	[Per UE/Per BC]
	No
	Yes
	No
	Candidate value of Component 1: {1,2,3,4,5,6,7,8}
Candidate value of Component 2: {1,2,3,4,5,6,7,8}

	Optional with capability signaling

	39.
NR_Mob_enh2
	39-3-6
	Number of total SSB resources to be measured
	The max number of total SSB resources of serving cells and neighboring cells across all frequency layers of intra-frequency and inter-frequency without measurement gaps for L1 measurement.
	45-1 from RAN1 Rel-18 feature list or 39-2
	Yes
	No
	There is no limitation on the number of total SSB resources of serving cells and neighboring cells across all frequency layers of intra-frequency and inter-frequency without measurement gaps for L1 measurement.
	[Per band/BC]
	No
	Yes
	No
	Candidate values:
{2,4,8,12,16,32,64}
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-4
	Interruption on DL slot(s) due to PDCCH- ordered RACH transmission
	Capability on whether UE may cause interruption on DL slot(s) on serving cells due to PDCCH-ordered RACH transmission
	45-5
	Yes
	No
	UE does not cause interruptions on DL slots on serving cells due to PDCCH-ordered RACH transmission
	Per band pair (between the target band for RACH transmission and band under UE’s current band combo) per band combination
	No
	No
	N/A
	
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-4a
	Interruption due to RF retuning for PDCCH- ordered RACH
	Indicates the interruption length (Y ms) due to RF re-tuning for PDCCH ordered RACH of which the resources are not fully contained in any of UE’s configured UL BWP(s) of active serving cells
	45-5
	Yes
	No
	PDCCH-order RACH for LTM is not supported if the PRACH bandwidth is outside of any configured BWP Network does not know whether UE supports the case that RACH bandwidth is outside of any configured BWP and network does not know the corresponding length of the interruption
	Per band pair (between the target band for RACH transmission and band under UE’s current band combo) per band combination 
	No
	No
	N/A
	Candidate values for interruption length Y = 0.25, 0.5, 1 and 2
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-5
	RF/BB preparation time for PDCCH-order RACH
	Indicates the RF/BB preparation time for PDCCH ordered RACH of which the resources are not fully contained in any of UE’s configured UL BWP(s) of active serving cells
	45-5
	Yes
	No
	PDCCH-order RACH for LTM is not supported if the PRACH bandwidth is outside of any configured BWP Network does not know whether UE supports the case that RACH bandwidth is outside of any configured BWP and network does not know the corresponding RF/BB preparation time
	[Per band pair] (between the target band for RACH transmission and band under UE’s current band combo) per band combination 
	No
	No 
	N/A
	Candidate values:
{ [1ms,3ms,5ms,10ms] }
	Optional with capability signaling

	39.
NR_Mob_enh2
	[39-6]
	Early processing of an LTM candidate cell RRC configuration
	Indicates the number of cells, [FFS: including both SpCell and SCell], on which UE supports early processing of an LTM candidate cell RRC configuration before cell switch.
	45-3a or 45-4a in RAN1 feature list
	Yes
	No
	TLTM_RRC-processing delay (refer to TS 38.133) will not be skipped, i.e., 10ms
	[Per UE]
	No
	Yes
	N/A
	Candidate values:
{1,2,…,TBD }
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-7
	Faster UE processing time during cell switch
	Capability of reduced TLTM_processing delay (refer to TS 38.133)].
1. Support of reduced TLTM_processing for cell switch from FR1 to FR1.
1. Support of reduced TLTM_processing for cell switch from FR2 to FR2.
1. Support of reduced TLTM_processing for cell switch from FR1/FR2 to FR2/FR1.


	
	Yes
	No
	TLTM_processing delay will not be reduced, i.e., 20ms for intra-FR cell switch and 40ms for inter-FR cell switch
	Per UE
	No
	No
	N/A
	Candidate values of Component 1 and component 2: {10ms, 15ms}
Candidate values of Component 3: {20ms, 30ms}
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-8
	Measurement validation based on EMR measurement during connection setup/resume
	Indicate UE supporting measurement validation and report based on EMR measurement during connection setup/resume for fast CA/DC setup
	
	Yes
	N/A
	UE does not support measurement validation during connection setup/resume
	Per-UE 
	No
	FFS
	N/A
	
	Optional with capability signaling

	39.
NR_Mob_enh2
	39-9
	Measurement validation based on non-EMR measurement during connection setup/resume
	Indicate UE supporting measurement validation and report based on non-EMR measurement during connection setup/resume for fast CA/DC setup
	
	Yes
	N/A
	UE does not support measurement validation during connection setup/resume
	Per-UE 
	No
	FFS 
	N/A
	
	Optional with capability signaling





40. NR_NTN_enh
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	





41. NR_cov_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	



42. Netw_Energy_NR
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional



43. NR_DualTxRx_MUSIM

44. 4Rx_low_NR_band_handheld_3Tx_NR_CA_ENDC
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
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