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<Start of Change 1>
[bookmark: _Toc45893467][bookmark: _Toc44712154][bookmark: _Toc37267552][bookmark: _Toc37260164][bookmark: _Toc36817248][bookmark: _Toc29811696][bookmark: _Toc21127487][bookmark: _Toc53185359][bookmark: _Toc53185735][bookmark: _Toc57820211][bookmark: _Toc57821138][bookmark: _Toc61183414][bookmark: _Toc61183808][bookmark: _Toc61184200][bookmark: _Toc61184592][bookmark: _Toc61184982][bookmark: _Toc66386325][bookmark: _Toc74583166][bookmark: _Toc76541979][bookmark: _Toc82449961][bookmark: _Toc82450609][bookmark: _Toc106094104][bookmark: _Toc114252879][bookmark: _Toc123046007][bookmark: _Toc124157548][bookmark: _Toc124258941][bookmark: _Toc124259085][bookmark: _Toc130585842][bookmark: _Toc130586853][bookmark: _Toc137462019][bookmark: _Toc138883828][bookmark: _Toc138883972][bookmark: _Toc145426869][bookmark: _Toc155428048][bookmark: _Toc155781066]6.5.2	Adjacent Channel Leakage Power Ratio
[bookmark: _Toc45893468][bookmark: _Toc44712155][bookmark: _Toc37267553][bookmark: _Toc37260165][bookmark: _Toc36817249][bookmark: _Toc29811697][bookmark: _Toc21127488][bookmark: _Toc53185360][bookmark: _Toc53185736][bookmark: _Toc57820212][bookmark: _Toc57821139][bookmark: _Toc61183415][bookmark: _Toc61183809][bookmark: _Toc61184201][bookmark: _Toc61184593][bookmark: _Toc61184983][bookmark: _Toc66386326][bookmark: _Toc74583167][bookmark: _Toc76541980][bookmark: _Toc82449962][bookmark: _Toc82450610][bookmark: _Toc97737204][bookmark: _Toc106094105][bookmark: _Toc114252880][bookmark: _Toc123046008][bookmark: _Toc124157549][bookmark: _Toc124258942][bookmark: _Toc124259086][bookmark: _Toc130585843][bookmark: _Toc130586854][bookmark: _Toc137462020][bookmark: _Toc138883829][bookmark: _Toc138883973][bookmark: _Toc145426870][bookmark: _Toc155428049][bookmark: _Toc155781067]6.5.2.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
[bookmark: _Hlk508123095]The requirements shall apply outside the repeater type 1-C passband whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
[bookmark: _Hlk508123083]For a repeater operating in non-contiguous spectrum, the ACLR requirement in clause 6.5.2.2 shall apply in Gaps between passbands for the frequency ranges defined in table 6.5.2.2-3, while the CACLR requirement in clause 6.5.2.2 shall apply in gaps between passbands for the frequency ranges defined in table 6.5.2.2-4.
For a multi-band connector, the ACLR requirement in clause 6.5.2.2 shall apply in inter-passband gaps for the frequency ranges defined in table 6.5.2.2-3, while the CACLR requirement in clause 6.5.2.2 shall apply in inter-passband gaps for the frequency ranges defined in table 6.5.2.2-4.
[bookmark: _Toc45893469][bookmark: _Toc44712156][bookmark: _Toc37267554][bookmark: _Toc37260166][bookmark: _Toc36817250][bookmark: _Toc29811698][bookmark: _Toc13080199][bookmark: _Toc53185361][bookmark: _Toc53185737][bookmark: _Toc57820213][bookmark: _Toc57821140][bookmark: _Toc61183416][bookmark: _Toc61183810][bookmark: _Toc61184202][bookmark: _Toc61184594][bookmark: _Toc61184984][bookmark: _Toc66386327][bookmark: _Toc74583168][bookmark: _Toc76541981][bookmark: _Toc82449963][bookmark: _Toc82450611][bookmark: _Toc97737205]The requirement shall apply during the transmitter ON state.
[bookmark: _Toc106094106][bookmark: _Toc114252881][bookmark: _Toc123046009][bookmark: _Toc124157550][bookmark: _Toc124258943][bookmark: _Toc124259087][bookmark: _Toc130585844][bookmark: _Toc130586855][bookmark: _Toc137462021][bookmark: _Toc138883830][bookmark: _Toc138883974][bookmark: _Toc145426871][bookmark: _Toc155428050][bookmark: _Toc155781068]6.5.2.2	Limits and basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For DL (all repeater classes), and for UL for WA class, either the ACLR (CACLR) absolute basic limits in table 6.5.2.2-2, 6.5.2.2-5 or else the relevant the ACLR (CACLR) limits in table 6.5.2.2-1, 6.5.2.2-3 or 6.5.2.2-4, whichever is less stringent, shall apply for each antenna connector. For UL for LA class, the ACLR (CACLR) and basic limits in table 6.5.2.2-1a, 6.5.2.2-3 or 6.5.2.2-4a shall apply.

Table 6.5.2.2-1: ACLR limit for DL (all repeater classes) and for UL for Wide Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 5)
	 Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	BWNominal/2
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 4)

	
	1.5 x BWNominal
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB
38 dB
(Note 4)

	
	2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.
NOTE 4:	For repeater operating in band n104, ACLR requirement 38 dB applies. For repeater operating in other bands, ACLR requirement 45 dB applies.
NOTE 5:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



Table 6.5.2.2-1a: ACLR limit for UL for Local Area
	nominal channel bandwidth BWNominal (MHz) (NOTE 4)
	 Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	BWNominal/2
	NR of same BW (Note 2)
	Square (BWConfig)
	31 dB

	
	1.5 x BWNominal
	NR of same BW (Note 2)
	Square (BWConfig)
	31 dB

	
	2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	31 dB

	
	7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	31 dB

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.
NOTE 4:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



The ACLR absolute basic limit is specified in table 6.5.2.2‑2 and is applicable for both contiguous spectrum, non-contiguous spectrum and multiple bands
Table 6.5.2.2-2: ACLR absolute basic limits for DL and UL for WA class, for DL for MR class and for DL for LA class
	Repeater category / class
	ACLR absolute basic limit

	Category A Wide Area DL and UL
	-13 dBm/MHz

	Category B Wide Area DL and UL
	-15 dBm/MHz

	Medium Range DL
	-25 dBm/MHz

	Local Area DL
	-32 dBm/MHz



Table 6.5.2.2-3: ACLR limit in non-contiguous spectrum or multiple bands for DL (all repeater classes) and for UL for Wide Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 6)
	Gap between passbands or inter-passband gap size (Wgap) where the limit applies (MHz)
	Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20

	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3)
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is > 20 MHz.
NOTE 5:	For repeater operating in band n104, ACLR requirement 38 dB applies. For repeater operating in other bands, ACLR requirement 45 dB applies.
NOTE 6:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



Table 6.5.2.2-3a: ACLR limit in non-contiguous spectrum or multiple bands for UL for Local Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 5)
	Sub-block or inter-passband gap size (Wgap) where the limit applies (MHz)
	Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20

	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3)
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is > 20 MHz.
NOTE 5:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a gap between passbands or the inter-passband gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the gap between passbands or the inter-passband gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective repeater type 1-C passband edges.
The assumed filter for the adjacent channel frequency is defined in table 6.5.3.2-4 and the filters on the assigned channels are defined in table 6.5.2.2-6.
CACLR shall also be applied in case NCR-Fwd and NCR-MT transmit simultaneously in uplink and the NCR-Fwd passband and NCR-MT carrier are not contiguous. In this case, the gap between the NCR-Fwd passband and the NCR-MT carrier shall be considered in the same manner as a gap between passbands.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the gap between passbands or the inter-passband gap shall be higher than the value specified in table 6.5.2.2-4.
Table 6.5.2.2-4: CACLR limit for DL (all repeater classes) and for UL for Wide Area class
	nominal channel bandwidth BWNominal (MHz)
	Gap between passbands or inter-passband gap size (Wgap) where the limit applies (MHz)
	adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	5, 10, 15, 20

	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	10 < Wgap< 20 (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	20 ≤Wgap< 60 (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	40 < Wgap< 80 (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	NOTE 1:	BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the nominal channel bandwidth at the other edge of the gap is > 20MHz.
NOTE 5:	For repeater operating in band n104, ACLR requirement 38 dB applies. For repeater operating in other bands, ACLR requirement 45 dB applies.



The CACLR shall be higher than the value specified in table 6.5.2.2-4a for UL Local Area.
Table 6.5.2.2-4a: CACLR limit for UL for Local Area
	nominal channel bandwidth BWNominal (MHz)
	Gap between passbands or inter-passband gap size (Wgap) where the limit applies (MHz)
	adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	 5, 10, 15, 20

	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	10 < Wgap< 20 (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	20 ≤Wgap< 60 (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	40 < Wgap< 80 (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the nominal channel bandwidth at the other edge of the gap is > 20 MHz.



The CACLR absolute minimum requirement is specified in table 6.5.2.2‑5.
Table 6.5.2.2-5: CACLR absolute basic limit for DL and UL for WA class, for DL for MR class and for DL for LA class
	Repeater category / class
	CACLR absolute basic limit

	Category A Wide Area DL and UL
	-13 dBm/MHz

	Category B Wide Area DL and UL
	-15 dBm/MHz

	Medium Range DL
	-25 dBm/MHz

	Local Area DL
	-32 dBm/MHz



Table 6.5.2.2-6: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the gap between passbands or inter-passband gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



<End of Change 1>
<Start of Change 2>
[bookmark: _Toc155428052][bookmark: _Toc155781070]6.5.2.4	Minimum requirement for NCR
[bookmark: _Toc155428053][bookmark: _Toc155781071]6.5.2.4.1	Minimum requirements for NCR-Fwd
6.5.2.4.1.1	Minimum requirements for NCR-Fwd type 1-C
The ACLR (CACLR) absolute basic limits or the ACLR (CACLR) limits, whichever is less stringent, shall apply for each antenna connector. 
For Band n41 and n90 operation in Japan, absolute ACLR limits shall be applied to the sum of the absolute ACLR power over all antenna connectors for NCR-Fwd type 1-C.
6.5.2.4.1.2	Minimum requirement for NCR-Fwd type 1-H
[bookmark: _Hlk508124720]The ACLR (CACLR) absolute basic limits + X (where X = 10log10(NTXU,countedpercell) for DL and for WA UL and X=0 for LA UL) or the ACLR (CACLR) limits, whichever is less stringent, shall apply for each TAB connector TX min cell group. For joint transmission of NCR-Fwd and NCR-MT in uplink, the limits shall apply to the sum of emissions from both NCR-Fwd and NCR-MT.
NOTE:	Conformance to the NCR-Fwd type 1-H ACLR requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the repeaterNCR-Fwd. This shall apply for each TAB connector TX min cell group.
Or
2)	The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the NCR-Fwdrepeater for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.
	In case the ACLR (CACLR) absolute basic limit of repeaterNCR-Fwd type 1-H are applied, the conformance can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit + X of the NCR-Fwdrepeater. This shall apply to each TAB connector TX min cell group.
Or
2)	The filtered mean power at each TAB connector centred on the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit + X of the NCR-Fwdrepeater scaled by X -10log10(n) for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group, where n is the number of TAB connectors in the TAB connector TX min cell group.
<End of Change 2>
<Start of Change 3>
[bookmark: _Toc10324][bookmark: _Toc10886][bookmark: _Toc155428064][bookmark: _Toc155781082]6.5.3.3	Minimum requirement for NCR
[bookmark: _Toc155428065][bookmark: _Toc155781083]6.5.3.3.1	Minimum requirement for NCR-Fwd
6.5.3.34.1.1	Minimum requirement for NCR-Fwd type 1-C
The operating band unwanted emissions for NCR-Fwd type 1-C for each antenna connector shall be below the applicable basic limits defined in clause 6.5.3.2.
For Band n41 and n90 operation in Japan, the operating band unwanted emissions limits shall be applied to the sum of the emission power over all antenna connectors for NCR-Fwd type 1-C.
For joint transmission of NCR-Fwd and NCR-MT in the uplink, the operating band unwanted emissions limits shall apply to the total emissions from both the NCR-Fwd and NCR-MT.
6.5.3.34.1.2	Minimum requirement for NCR-Fwd type 1-H
The operating band unwanted emissions requirements for NCR-Fwd type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in clause 6.5.3.2, the power summation emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell) for DL and for UL WA and X=0 for UL LA.
For joint transmission of NCR-Fwd and NCR-MT in the uplink, the operating band unwanted emissions limits shall apply to the total emissions from both the NCR-Fwd and NCR-MT.
NOTE:	Conformance to the repeaterNCR-Fwd type 1-H spurious emission requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
	1)	The sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the limit as defined in this clause for the respective frequency span.
	Or
	2)	The unwanted emissions power at each TAB connector shall be less than or equal to the NCR-Fwdrepeater type 1-H limit as defined in this clause for the respective frequency span, scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group.
<End of Change 3>

