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<<Start of Change>>
5.3E.1A	Channel bandwidth for Sidelink CA
For sidelink intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single ITS operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5E.1A.1. The sidelink intra-band carrier aggregation bandwidth class follows Table 5.3A.5-1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set.
For NR SL CA operation, the SL CA channel bandwidths for each band are specified in Table 5.3E.1A-1. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path.
Table 5.3E.1A-1 NR SL intra-band contiguous CA operating bands for SL CA in FR1
	Sidelink CA configuration / Bandwidth combination set

	Sidelink CA configuration 
	Sidelink CA configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	SL_n47B
	SL_n47B
	10
	10, 20,30
	
	
	70
	0

	
	
	[20]
	20,30
	
	
	
	

	
	
	30
	30,40
	
	
	
	



<<Next Change>>
5.5E Void
5.5E.1A	Configurations for Sidelink CA
For NR SL CA operation, the SL CA channel bandwidths for intra-band contiguous are specified in clause 5.5E.1A.1. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path.
5.5E.1A.1	Configurations for Sidelink intra-band contiguous CA
Table 5.5E.1A.1-1 NR SL CA configurations and bandwidth combination set for SL intra-band contiguous CA in FR1
	Sidelink CA configuration / Bandwidth combination set

	Sidelink CA configuration 
	Sidelink CA configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	SL_n47B
	SL_n47B
	10
	10, 20,30
	
	
	70
	0

	
	
	20
	20,30
	
	
	
	

	
	
	30
	30,40
	
	
	
	



<<Next Change>>
6.5E.1.1A	Occupied bandwidth for sidelink CA
For SL intra-band contiguous CA, the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the aggregated CBW. The occupied bandwidth shall be less than the aggregated channel bandwidth.

<<End of Change>>

