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[bookmark: _Toc526331628]START OF CHANGES
Applicability of requirements
[bookmark: _Toc75165203][bookmark: _Toc75333932][bookmark: _Toc75508124][bookmark: _Toc75815863][bookmark: _Toc76541021][bookmark: _Toc76541588][bookmark: _Toc82429477][bookmark: _Toc89939728][bookmark: _Toc98754054][bookmark: _Toc106177868][bookmark: _Toc114148575][bookmark: _Toc124150820][bookmark: _Toc130393360][bookmark: _Toc137561747][bookmark: _Toc138870889][bookmark: _Toc145534339][bookmark: _Toc155287112]4.8.1	Requirement set applicability
In table 4.8.1-1, the requirement applicability for each requirement set is defined. For each requirement, the applicable requirement clause in the specification is identified. Requirements not included in a requirement set is marked not applicable (NA). The requirement applicability for each requirement set of mIAB-DU and mIAB-MT follows that of legacy IAB-DU and IAB-MT given in table 4.8.1-1.
Table 4.8.1-1: Requirement set applicability for IAB-DU and IAB-MT
	Requirement
	Requirement set

	
	IAB-DU type 1-H
	IAB-DU type 1-O
	IAB-DU type 2-O
	IAB-MT type 1-H
	IAB-MT type 1-O
	IAB-MT type 2-O

	Radiated transmit power
	6.2
	6.2
	6.2
	6.2
	6.2
	6.2

	OTA IAB-DU output power
	
	6.3
	6.3
	
	6.3
	6.3

	OTA output power dynamics
	
	6.4
	6.4
	
	6.4
	6.4

	OTA transmit ON/OFF power
	
	6.5
	6.5
	
	6.5
	6.5

	OTA transmitted signal quality
	
	6.6
	6.6
	
	6.6
	6.6

	OTA occupied bandwidth
	NA
	6.7.2
	6.7.2
	NA
	6.7.2
	6.7.2

	OTA ACLR
	
	6.7.3
	6.7.3
	
	6.7.3
	6.7.3

	OTA out-of-band emission 
	
	6.7.4
	6.7.4
	
	6.7.4
	6.7.4

	OTA transmitter spurious emission 
	
	6.7.5
	6.7.5
	
	6.7.5
	6.7.5

	OTA transmitter intermodulation 
	
	6.8
	NA
	
	6.8
	NA

	OTA sensitivity
	7.2
	7.2
	NA
	7.2
	7.2
	NA

	OTA reference sensitivity level
	
	7.3
	7.3
	
	7.3
	7.3

	OTA dynamic range
	
	7.4
	NA
	
	NA
	NA

	OTA in-band selectivity and blocking
	
	7.5
	7.5
	
	7.5
	7.5

	OTA out-of-band blocking
	NA
	7.6
	7.6
	NA
	7.6
	7.6

	OTA receiver spurious emission 
	
	7.7
	7.7
	
	7.7
	7.7

	OTA receiver intermodulation
	
	7.8
	7.8
	
	7.8
	7.8

	OTA in-channel selectivity
	
	7.9
	7.9
	
	NA
	NA

	Radiated performance requirements
	
	8
	8
	
	8
	8



NEXT CHANGE
[bookmark: _Toc75165293][bookmark: _Toc75334248][bookmark: _Toc75508440][bookmark: _Toc75816179][bookmark: _Toc76541337][bookmark: _Toc76541904][bookmark: _Toc82429794][bookmark: _Toc89940045][bookmark: _Toc98754371][bookmark: _Toc106178185][bookmark: _Toc114148903][bookmark: _Toc124151148][bookmark: _Toc130393688][bookmark: _Toc137562075][bookmark: _Toc138871217][bookmark: _Toc145534667][bookmark: _Toc155287440]8.1.1.3	Applicability rule
[bookmark: _Toc75165294][bookmark: _Toc75334249][bookmark: _Toc75508441][bookmark: _Toc75816180][bookmark: _Toc76541338][bookmark: _Toc76541905][bookmark: _Toc82429795][bookmark: _Toc89940046][bookmark: _Toc98754372][bookmark: _Toc106178186][bookmark: _Toc114148904][bookmark: _Toc124151149][bookmark: _Toc130393689][bookmark: _Toc137562076][bookmark: _Toc138871218][bookmark: _Toc145534668][bookmark: _Toc155287441]8.1.1.3.1	General
Unless otherwise stated, for a IAB-DU declared to support more than 2 demodulation branches (for IAB type 1-O and IAB type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to BS implementation.
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements.
Unless otherwise stated, the performance requirement tests for IAB-DU shall apply to mIAB-DU.  
NEXT CHANGE
[bookmark: _Toc75165386][bookmark: _Toc75334310][bookmark: _Toc75508502][bookmark: _Toc75816241][bookmark: _Toc76541399][bookmark: _Toc76541966][bookmark: _Toc82429856][bookmark: _Toc89940107][bookmark: _Toc98754433][bookmark: _Toc106178247][bookmark: _Toc114148965][bookmark: _Toc124151210][bookmark: _Toc130393750][bookmark: _Toc137562137][bookmark: _Toc138871279][bookmark: _Toc145534729][bookmark: _Toc155287502]8.2.2.1	General
[bookmark: _Toc75165387][bookmark: _Toc75334311][bookmark: _Toc75508503][bookmark: _Toc75816242][bookmark: _Toc76541400][bookmark: _Toc76541967][bookmark: _Toc82429857][bookmark: _Toc89940108][bookmark: _Toc98754434][bookmark: _Toc106178248][bookmark: _Toc114148966][bookmark: _Toc124151211][bookmark: _Toc130393751][bookmark: _Toc137562138][bookmark: _Toc138871280][bookmark: _Toc145534730][bookmark: _Toc155287503]8.2.2.1.1	Applicability rule for IAB-MT
8.2.2.1.1.1	General
Unless otherwise stated, for an IAB-MT declared to support more than 2 demodulation branches (for IAB-MT type 1-O and IAB-MT type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to IAB-MT implementation.
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements. 
Unless otherwise stated or an additional suffix (i.e., suffix B) exists, the performance requirement tests for IAB-MT shall apply to mIAB-MT. 
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