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[bookmark: OLE_LINK6][bookmark: _Toc76630394][bookmark: _Toc83887068][bookmark: _Toc29806458][bookmark: _Toc67937315][bookmark: _Toc83742954][bookmark: _Toc45890166][bookmark: _Toc37256332][bookmark: _Toc21345609][bookmark: _Toc90588710][bookmark: _Toc76452551][bookmark: _Toc67936442][bookmark: _Toc61375090][bookmark: _Toc83887869][bookmark: _Toc52381991][bookmark: _Toc502932909][bookmark: _Toc37255991]<< Start of change >>
[bookmark: _Toc61378160][bookmark: _Toc61378635][bookmark: _Toc67953825][bookmark: _Toc68733492][bookmark: _Toc68784808][bookmark: _Toc76736764][bookmark: _Toc77241176][bookmark: _Toc77241681][bookmark: _Toc83743057][bookmark: _Toc83909578][bookmark: _Toc91071545][bookmark: OLE_LINK5]6.2B.1.5a	Inter-band NE-DC including both FR1 and FR2
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.2 and 6.2.2A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.1 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.1, 6.2A.1, and 6.2D.1 of TS 38.101-2 [3] apply. When uplink is NE-DC mode within FR1 only then UE maximum output power requirement is specified in clause 6.2B.1.3a of this specification.
<< Next change >>
[bookmark: _Toc61378173][bookmark: _Toc61378648][bookmark: _Toc67953838][bookmark: _Toc68733505][bookmark: _Toc68784821][bookmark: _Toc76736777][bookmark: _Toc77241189][bookmark: _Toc77241694][bookmark: _Toc83743070][bookmark: _Toc83909591][bookmark: _Toc91071558]6.2B.2.5a	Inter-band NE-DC including both FR1 and FR2
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.3 and 6.2.3A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.2 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.2, 6.2A.2 , and 6.2D.2 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc21351576][bookmark: _Toc29807158][bookmark: _Toc36648872][bookmark: _Toc36651597][bookmark: _Toc37256531][bookmark: _Toc37256872][bookmark: _Toc45890578][bookmark: _Toc45891802][bookmark: _Toc45892212][bookmark: _Toc45892622][bookmark: _Toc52353035][bookmark: _Toc53174858][bookmark: _Toc61378174][bookmark: _Toc61378649][bookmark: _Toc67953839][bookmark: _Toc68733506][bookmark: _Toc68784822][bookmark: _Toc76736778][bookmark: _Toc77241190][bookmark: _Toc77241695][bookmark: _Toc83743071][bookmark: _Toc83909592][bookmark: _Toc91071559]6.2B.3	UE additional maximum output power reduction for EN-DC and NE-DC
<< Next change >>
[bookmark: _Toc61378186][bookmark: _Toc61378661][bookmark: _Toc67953851][bookmark: _Toc68733518][bookmark: _Toc68784834][bookmark: _Toc76736790][bookmark: _Toc77241202][bookmark: _Toc77241707][bookmark: _Toc83743083][bookmark: _Toc83909604][bookmark: _Toc91071571]6.2B.3.5a	Inter-band NE-DC including both FR1 and FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.4 and 6.2.4A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.3 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.3, 6.2A.3 and 6.2D.3 of TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc91071579][bookmark: _Toc83909612][bookmark: _Toc83743091][bookmark: _Toc77241715][bookmark: _Toc77241210][bookmark: _Toc76736798][bookmark: _Toc68784842][bookmark: _Toc68733526][bookmark: _Toc67953859][bookmark: _Toc61378669][bookmark: _Toc61378194]6.2B.4.1.5a	Inter-band NE-DC including both FR1 and FR2
For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, with both CGs configured in FR1, the requirements specified in clause 6.2B.4.1.3a apply.
For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, with NR configured in FR2, the requirements specified in clause 6.2B.4.1.4a apply.
For inter-band dual connectivity with one uplink serving cell in first CG on E-UTRA and two uplink serving cells in second CG on NR FR1 and NR FR2 respectively, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) , i = 1,2,3 with i=1 for E-UTRA, i=2 for NR FR1 and i=3 for NR FR2.
–	For serving cell on FR2, the requirements specified in clause 6.2.4 in TS 38.101-2 [3] apply to the UE maximum configured power PCMAX,c(3),3 and the measured maximum configured power.
–	For remaining inter-band dual connectivity involving CG1 and CG2, the requirements specified in clause 6.2B.4.1.3a apply.
<< Next change >>
[bookmark: _Toc61378213][bookmark: _Toc61378688][bookmark: _Toc67953878][bookmark: _Toc68733545][bookmark: _Toc68784861][bookmark: _Toc76736817][bookmark: _Toc77241229][bookmark: _Toc77241734][bookmark: _Toc83743110][bookmark: _Toc83909631][bookmark: _Toc91071598]6.2B.4.2.5a	Inter-band NE-DC including both FR1 and FR2
[bookmark: _Toc21351612][bookmark: _Toc29807194][bookmark: _Toc36648908][bookmark: _Toc36651633][bookmark: _Toc37256567][bookmark: _Toc37256908][bookmark: _Toc45890614][bookmark: _Toc45891838][bookmark: _Toc45892248][bookmark: _Toc45892658][bookmark: _Toc52353071][bookmark: _Toc53174894][bookmark: _Toc61378214][bookmark: _Toc61378689][bookmark: _Toc67953879][bookmark: _Toc68733546][bookmark: _Toc68784862][bookmark: _Toc76736818][bookmark: _Toc77241230][bookmark: _Toc77241735][bookmark: _Toc83743111][bookmark: _Toc83909632][bookmark: _Toc91071599]6.2B.4.2.5a.1	ΔTIB,c for NE-DC three bands
Unless otherwise stated, for inter-band NE-DC configurations defined in table 5.5B.6a.2-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band NE-DC configuration without the FR2 bands specified in 6.2B.4.2.3a.
[bookmark: _Toc21351613][bookmark: _Toc29807195][bookmark: _Toc36648909][bookmark: _Toc36651634][bookmark: _Toc37256568][bookmark: _Toc37256909][bookmark: _Toc45890615][bookmark: _Toc45891839][bookmark: _Toc45892249][bookmark: _Toc45892659][bookmark: _Toc52353072][bookmark: _Toc53174895][bookmark: _Toc61378215][bookmark: _Toc61378690][bookmark: _Toc67953880][bookmark: _Toc68733547][bookmark: _Toc68784863][bookmark: _Toc76736819][bookmark: _Toc77241231][bookmark: _Toc77241736][bookmark: _Toc83743112][bookmark: _Toc83909633][bookmark: _Toc91071600]6.2B.4.2.5a.2	ΔTIB,c for NE-DC four bands
Unless otherwise stated, for inter-band NE-DC configurations defined in table 5.5B.6a.3-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band NE-DC configuration without the FR2 bands specified in 6.2B.4.2.3a.
[bookmark: _Toc21351614][bookmark: _Toc29807196][bookmark: _Toc36648910][bookmark: _Toc36651635][bookmark: _Toc37256569][bookmark: _Toc37256910][bookmark: _Toc45890616][bookmark: _Toc45891840][bookmark: _Toc45892250][bookmark: _Toc45892660][bookmark: _Toc52353073][bookmark: _Toc53174896][bookmark: _Toc61378216][bookmark: _Toc61378691][bookmark: _Toc67953881][bookmark: _Toc68733548][bookmark: _Toc68784864][bookmark: _Toc76736820][bookmark: _Toc77241232][bookmark: _Toc77241737][bookmark: _Toc83743113][bookmark: _Toc83909634][bookmark: _Toc91071601]6.2B.4.2.5a.3	ΔTIB,c for NE-DC five bands
Unless otherwise stated, for inter-band NE-DC configurations defined in table 5.5B.6a.4-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands   is the same as those for the corresponding inter band NE-DC configuration without the FR2 bands specified in 6.2B.4.2.3a.
[bookmark: _Toc21351615][bookmark: _Toc29807197][bookmark: _Toc36648911][bookmark: _Toc36651636][bookmark: _Toc37256570][bookmark: _Toc37256911][bookmark: _Toc45890617][bookmark: _Toc45891841][bookmark: _Toc45892251][bookmark: _Toc45892661][bookmark: _Toc52353074][bookmark: _Toc53174897][bookmark: _Toc61378217][bookmark: _Toc61378692][bookmark: _Toc67953882][bookmark: _Toc68733549][bookmark: _Toc68784865][bookmark: _Toc76736821][bookmark: _Toc77241233][bookmark: _Toc77241738][bookmark: _Toc83743114][bookmark: _Toc83909635][bookmark: _Toc91071602]6.2B.4.2.5a.4	ΔTIB,c for NE-DC six bands
Unless otherwise stated, for inter-band NE-DC configurations defined in table 5.5B.6a.5-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band NE-DC configuration without the FR2 bands specified in 6.2B.4.2.3a.
<< Next change >>
[bookmark: _Toc21345610][bookmark: _Toc29806459][bookmark: _Toc37255992][bookmark: _Toc37256333][bookmark: _Toc45890167][bookmark: _Toc52381992][bookmark: _Toc67954059][bookmark: _Toc68733726][bookmark: _Toc68785042][bookmark: _Toc76737002][bookmark: _Toc77241414][bookmark: _Toc77241919][bookmark: _Toc83743295][bookmark: _Toc83909816][bookmark: _Toc91071783][bookmark: _Toc21351727][bookmark: _Toc29807309][bookmark: _Toc36649023][bookmark: _Toc36651748][bookmark: _Toc37256682][bookmark: _Toc37257023][bookmark: _Toc45890771][bookmark: _Toc45891995][bookmark: _Toc45892405][bookmark: _Toc45892815][bookmark: _Toc52353229][bookmark: _Toc53175052][bookmark: _Toc61378391][bookmark: _Toc61378866]7.3B.2.4a	Inter-band NE-DC including FR2
7.3B.2.4a.1	Void
<< Next change >>
7.3B.2.5a	Inter-band NE-DC including both FR1 and FR2
7.3B.2.5a.1	Reference sensitivity exceptions due to UL harmonic interference for NE-DC including both FR1 and FR2
For inter-band NE-DC of E-UTRA and NR in both FR1 and FR2, the UE is allowed to apply each sensitivity degradation for NE-DC in FR1 specified in clause 7.3B.2.3a TS 38.101-3 and for NE-DC including FR2 specified in clause 7.3B.2.3a of TS 38.101-3 independently.
<< Next change >>
[bookmark: _Toc21351743][bookmark: _Toc29807325][bookmark: _Toc36649039][bookmark: _Toc36651764][bookmark: _Toc37256698][bookmark: _Toc37257039][bookmark: _Toc45890787][bookmark: _Toc45892011][bookmark: _Toc45892421][bookmark: _Toc45892831][bookmark: _Toc52353245][bookmark: _Toc53175068][bookmark: _Toc61378407][bookmark: _Toc61378882][bookmark: _Toc67954077][bookmark: _Toc68733744][bookmark: _Toc68785060][bookmark: _Toc76737020][bookmark: _Toc77241432][bookmark: _Toc77241937][bookmark: _Toc83743316][bookmark: _Toc83909837][bookmark: _Toc91071804]7.3B.3.1a	Intra-band contiguous NE-DC within FR1
Unless ΔRIB,c is specified in this clause, the value of ΔRIB,c for the correspondingly specified EN-DC configuration in clause 7.3B.3.1 is applicable.
<< Next change >>
[bookmark: _Toc61378414][bookmark: _Toc61378889][bookmark: _Toc67954084][bookmark: _Toc68733751][bookmark: _Toc68785067][bookmark: _Toc76737027][bookmark: _Toc77241439][bookmark: _Toc77241944][bookmark: _Toc83743323][bookmark: _Toc83909844][bookmark: _Toc91071811]7.3B.3.5a	Inter-band NE-DC including both FR1 and FR2
Unless ΔRIB,c is specified in this clause, the value of ΔRIB,c for the correspondingly specified EN-DC configuration in clause 7.3B.3.5 is applicable.
<< Next change >>
[bookmark: _Toc61378459][bookmark: _Toc61378934][bookmark: _Toc67954130][bookmark: _Toc68733797][bookmark: _Toc68785113][bookmark: _Toc76737073][bookmark: _Toc77241485][bookmark: _Toc77241990][bookmark: _Toc83743369][bookmark: _Toc83909890][bookmark: _Toc91071857]7.6B.2.5a	Inter-band NE-DC including both FR1 and FR2
In-band blocking requirement for E-UTRA single carrier and CA operation specified in clauses 7.6.1.1 and 7.6.1.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.6.2, 7.6A.2 and 7.6B.2 of TS 38.101-1 [2] and TS 38.101-2 [3] apply.
<< Next change >>
[bookmark: _Toc61378467][bookmark: _Toc61378942][bookmark: _Toc67954138][bookmark: _Toc68733805][bookmark: _Toc68785121][bookmark: _Toc76737081][bookmark: _Toc77241493][bookmark: _Toc77241998][bookmark: _Toc83743377][bookmark: _Toc83909898][bookmark: _Toc91071865]7.6B.3.5a	Inter-band NE-DC including both FR1 and FR2
Out-of-band blocking requirements specified for E-UTRA single carrier and CA operation specified in clauses 7.6.2.1 and 7.6.2.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.6.3 and 7.6A.3 of TS 38.101-1 [2] apply for lowest level NE-DC fall-backs (three bands) in clause 5.5B.6a.2 with only E-UTRA UL with output power as in TS 36.101 [4] (4 dB below PCMAX_L).
<< Next change >>
[bookmark: _Toc61378475][bookmark: _Toc61378950][bookmark: _Toc67954146][bookmark: _Toc68733813][bookmark: _Toc68785129][bookmark: _Toc76737089][bookmark: _Toc77241501][bookmark: _Toc77242006][bookmark: _Toc83743385][bookmark: _Toc83909906][bookmark: _Toc91071873]7.6B.4.5a	Inter-band NE-DC including both FR1 and FR2
Narrow band blocking requirement for E-UTRA single carrier and CA operation specified in clauses 7.6.3.1 and 7.6.3.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.6.4 and 7.6A.4 of TS 38.101-1 [2] apply.
<< Next change >>
[bookmark: _Toc61378484][bookmark: _Toc61378959][bookmark: _Toc67954155][bookmark: _Toc68733822][bookmark: _Toc68785138][bookmark: _Toc76737098][bookmark: _Toc77241510][bookmark: _Toc77242015][bookmark: _Toc83743394][bookmark: _Toc83909915][bookmark: _Toc91071882]7.7B.5a	Inter-band NE-DC including both FR1 and FR2
Spurious response requirement for E-UTRA single carrier and CA operation specified in clauses 7.7.1 and 7.7.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.7 and 7.7A of TS 38.101-1 [2] apply for lowest level NE-DC fall-backs (three bands) in clause 5.5B.6a.2 with only E-UTRA UL with output power as in TS 36.101 [4] (4 dB below PCMAX_L).
<< Next change >>
[bookmark: _Toc61378497][bookmark: _Toc61378972][bookmark: _Toc67954168][bookmark: _Toc68733835][bookmark: _Toc68785151][bookmark: _Toc76737111][bookmark: _Toc77241523][bookmark: _Toc77242028][bookmark: _Toc83743407][bookmark: _Toc83909928][bookmark: _Toc91071895]7.8B.2.5a	Inter-band NE-DC including both FR1 and FR2
Wide band Intermodulation requirement for E-UTRA single carrier and CA operation specified in clauses 7.8.1 and 7.8.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.8.2 and 7.8A.2 of TS 38.101-1 [2] apply.
<< Next change >>
7.9B.5a	Inter-band NE-DC including both FR1 and FR2
Spurious emissions requirement for E-UTRA single carrier and CA operation specified in clauses 7.9.1 and 7.9.1A of TS 36.101 [4] and for NR single carrier and CA operation specified in clauses 7.9 and 7.9A of TS 38.101-1 [2] and TS 38.101-2 [3] apply.
<< End change >>
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