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Introduction
[bookmark: OLE_LINK11]In RAN #103 meeting, a new WID ‘RP-240839, “New WID on Enhancements for Air-to-ground network for NR”, was approved, where:
	· [bookmark: _Hlk163363143][bookmark: _Hlk163363027]Specify the RF and RRM core requirements for intra-band co-located and inter-band co-located DL CA [RAN4]:
· FR1 intra-band contiguous CA
· Example band combination: n79
· FR1+FR1 inter-band CA
· Example band combination: n3+n39


For the thread [110bis][312] NR_ATG_enh, the main issues are to handle with issues for ATG BS RF supporting CA (intra-band contiguous CA and inter-band CA) feature under agenda item 9.8.3.
[bookmark: OLE_LINK37][bookmark: OLE_LINK47]Topic #1: ATG BS CA RF requirements (AI: 9.8.4)
Main technical topic overview. The structure can be done based on sub-agenda basis. 
[bookmark: OLE_LINK42]Companies’ contributions summary
	[bookmark: OLE_LINK2]T-doc number
	Company
	Proposals / Observations

	[bookmark: OLE_LINK5][bookmark: OLE_LINK3][bookmark: OLE_LINK22][bookmark: OLE_LINK46]R4-2404460
	CATT
	Discussion on BS RF requirements for ATG CA
[bookmark: OLE_LINK1]Proposal: ATG BS intra-band contiguous and inter-band CA reuse NR BS RF CA requirements. 
Observation: The following two ways can be considered to handle ATG CA requirements for BS,
1) Remove the sentence “There is no TAE requirement for ATG BS” in 6.5.3.1 and 9.6.3, then add the following in 6.5.3.2 and 9.6.3.2,
For ATG BS, for intra-band contiguous carrier aggregation, without MIMO, TAE shall not exceed 260ns.
For ATG BS, inter-band carrier aggregation, without MIMO, TAE shall not exceed 3µs.
2) Find a place to add a general clarification that for ATG, intra-band contiguous CA and inter-band CA are supported but DL MIMO is not supported.

	[bookmark: OLE_LINK15]R4-2404694
	CMCC
	(NR_ATG_enh-Core)  General consideration on BS RF core requirements for ATG with CA
[bookmark: OLE_LINK13]Proposal 1: BS channel bandwidth for CA requirements could be reused for ATG BS with DL CA.
Proposal 2: the TAE requirements for intra-band contiguous CA and inter-band CA in TS 38.104 could be reused for ATG BS as a baseline.

	R4-2405303
	Huawei, HiSilicon
	R19  ATG RF requirements discussion
Proposal: Reuse the current TAE requirements in TS38.104 for ATG BS supporting intra-band co-located and inter-band co-located DL CA.

	R4-2405522
	Ericsson
	Discussion on RF considerations of ATG BS CA
Observation 1 [bookmark: _Toc162964778]The existing BS multi-carrier requirement is entirely useful for ATG UE CA.

	[bookmark: OLE_LINK4]R4-2405622
	ZTE Corporation
	Discussion on RF requirements for ATG BS in Rel-19
Proposal 1: for TAE requirement for ATG BS supporting intra-band contiguou CA and inter-band CA, to reuse the existing FR1 TAE requirements; 
Proposal 2: for RF requirements other than TAE for ATG BS supporting intra-band contiguou CA and inter-band CA, to follow the same requirement as defined for the legacy BS.

	[bookmark: OLE_LINK10]R4-2405623
	ZTE Corporation
	[bookmark: OLE_LINK9]draft CR to TS 38.104 the introduction of ATG supporting CA


Open issues summary
Both intra-band contiguous CA and inter-band CA are supported for R19 ATG BS. The RF requirements for ATG BS supporting intra-band contiguous CA and inter-band CA are discussed in this section.
[bookmark: OLE_LINK6][bookmark: OLE_LINK14][bookmark: OLE_LINK17][bookmark: OLE_LINK48]Issue 1-1: TAE requirements for ATG BS supporting intra-band contiguous CA and inter-band CA
· [bookmark: OLE_LINK43]Proposal:
· Option 1:   The existing NR BS TAE requirements could be reused for ATG BS (CATT, ZTE, Huawei)
· Option 2:   The existing NR BS TAE requirements could be reused for ATG BS as a baseline (CMCC)
· Recommended WF
· The two options are quite similar
· Option 1?

Issue 1-2:  How to handle CA TAE requirements for ATG BS in TS38.104
· Proposal:
· Option 1: Remove the sentence “There is no TAE requirement for ATG BS” in 6.5.3.1 and 9.6.3
· Option 2: Remove the sentence “There is no TAE requirement for ATG BS” in 6.5.3.1 and 9.6.3, then add the following in 6.5.3.2 and 9.6.3.2,
· For ATG BS, for intra-band contiguous carrier aggregation, without MIMO, TAE shall not exceed 260ns.
· For ATG BS, inter-band carrier aggregation, without MIMO, TAE shall not exceed 3µs.
· Option 3: Find a place to add a general clarification that for ATG, intra-band contiguous CA and inter-band CA are supported but DL MIMO is not supported.
· Recommended WF
· Collect companies’ view

[bookmark: OLE_LINK8]Issue 1-3:  RF requirements other than TAE for ATG BS supporting intra-band contiguous CA and inter-band CA
· Proposal:
· Proposals:  
· Follow the same requirement as defined for the legacy BS.(R4-2405622)
· [bookmark: OLE_LINK7]ATG BS intra-band contiguous and inter-band CA reuse NR BS RF CA requirements. (R4-2404460)
· [bookmark: _GoBack]BS channel bandwidth for CA requirements could be reused for ATG BS with DL CA. (R4-2404694)
· [bookmark: OLE_LINK16]Recommended WF
· To reuse the same requirements as defined for the legacy NR BS RF CA requirements.

[bookmark: OLE_LINK12]Issue 1-4: draft CR to TS 38.104 the introduction of ATG supporting CA (R4-2405623)
· Proposal:
· Remove the sentence ‘There is no TAE requirement for ATG BS in Rel-19.’ in sub-clauses 6.5.3 and 9.6.3
· Recommended WF
· Pending on the consensus of issue 1-2.
· Collect companies’ view

