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1	Background 
WF on n71B DL CA MSD test point is provided based on proposal [1].
 
2 Way forward
<Agreement #1>
For n71B DL CA:
-Companies are welcomed to evaluate the following MSD test point for PC3, 
	CA configuration
	SCS
(PCC/SCC)
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	UL PCC allocation
(LCRB)
	ΔRIBC (dB)
	Duplex mode

	CA_n71B
	15/15
	30MHz + 5MHz
	20 (RBSTART = 0)
	TBD
	FDD



And for PC2 1TX, and for PC2 2TX
	CA configuration
	SCS
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	UL PCC allocation
	ΔRIBNCX (dB)
	ΔRIBNCY (dB)
	Duplex mode

	CA_n71BZ
	15/15
	30 MHz + 5 MHz
	20 (RBstart = 0)
	TBD
	TBD
	FDD

	NOTE X: Applicable to UE supporting PC2 with single Tx. 
NOTE Y: Applicable to UE supporting PC2 with dual Tx.
NOTE Z: Applicable only to BCS 4 and 5 and UEs supporting the optional symmetrical UL/DL bandwidths.



-No MSD is to be specified for UE’s supporting UL BW’s up to 20MHz
-PC3 MSD test point for the configuration above is added into specifications along with the general text, if MSD is justified by the analysis

3 References
[1]	R4-2405957, “PC2 CA_n71B MSD”, 3GPP TSG-RAN WG4 Meeting # 110-bis, Changsha, China, 15 – 19th April 2024, Skyworks Solutions, Inc.
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CA  configuration  SCS   (kHz)  Aggregated channel  bandwidth (PCC+SCC)  UL PCC allocation  ΔR IBNC X   (dB)  ΔR IBNC Y   (dB)  Duplex  mode  

CA_n71 B Z  15/15  3 0   MHz + 5   MHz  20 (RB start   = 0)  TBD  TBD  FDD  

NOTE X:  Applicable to UE supporting PC2 with single Tx.     NOTE Y: Applicable to UE supporting PC2 with dual Tx.   NOTE  Z : Applicable only to  BCS   4 and 5 and UEs supporting the optional symmetrical UL/DL bandwidths.  
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