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<Start of change>
[bookmark: _Toc61378102][bookmark: _Toc61378577][bookmark: _Toc67953766][bookmark: _Toc68733438][bookmark: _Toc68784754][bookmark: _Toc76736710][bookmark: _Toc77241122][bookmark: _Toc77241627][bookmark: _Toc83743003][bookmark: _Toc83909524][bookmark: _Toc91071491]5.5B.4a.2	Inter-band NE-DC configurations within FR1 (three bands)
Table 5.5B.4a.2-1: Inter-band NE-DC configurations within FR1 (three bands)
	NE-DC
configuration
	Uplink NE-DC
configuration
(NOTE 1)

	DC_n3A_1A-8A
	DC_n3A_1A
DC_n3A-8A

	DC_n3A-n8A_1A
	DC_n3A_1A
DC_n8A_1A

	DC_n3A-n77A_1A
	DC_n3A_1A
DC_n77A_1A

	DC_n3A-n77(2A)_1A
	DC_n3A_1A
DC_n77A_1A

	DC_n3A-n77A_8A
	DC_n3A_8A
DC_n77A_8A

	DC_n3A-n77(2A)_8A
	DC_n3A_8A
DC_n77A_8A

	DC_n8A_1A-3A
	DC_n8A_1A
DC_n8A_3A

	DC_n8A-n77A_1A
	DC_n8A_1A
DC_n77A_1A

	DC_n8A-n77(2A)_1A
	DC_n8A_1A
DC_n77A_1A

	DC_n8A-n77A_3A
	DC_n8A_3A
DC_n77A_3A

	DC_n8A-n77(2A)_3A
	DC_n8A_3A
DC_n77A_3A

	DC_3(n)AA_n8A 
	DC_3(n)AA1
DC_3A_n8A

	DC_3(n)AA_n77A
	DC_3(n)AA1
DC_3A_n77A

	DC_n77A_1A-3A
	DC_n77A_1A
DC_n77A_3A

	DC_n77(2A)_1A-3A
	DC_n77A_1A
DC_n77A_3A

	DC_n77A_1A-8A
	DC_n77A_1A
DC_n77A_8A

	DC_n77(2A)_1A-8A
	DC_n77A_1A
DC_n77A_8A

	DC_n77A-3(n)AA
	DC_3(n)AA2
DC_n77A _3A

	DC_n77(2A)-3(n)AA
	DC_3(n)AA2
DC_n77A _3A

	DC_n77A_3A-8A
	DC_n77A_3A
DC_n77A_8A

	DC_n77(2A)_3A-8A
	DC_n77A_3A
DC_n77A_8A

	DC_n78A_1A-3A
DC_n78A_1A-3C
	DC_n78A_1A
DC_n78A_3A

	DC_n78A_1A-5A
	DC_n78A_1A
DC_n78A_5A

	DC_n78A_1A-7A
	DC_n78A_1A
DC_n78A_7A

	DC_n78A_1A-7A-7A
	DC_n78A_1A
DC_n78A_7A

	DC_n78A_1A-8A
	DC_n78A_1A
DC_n78A_8A

	DC_n78A_3A-5A
	DC_n78A_3A
DC_n78A_5A

	DC_n78A_3A-7A
	DC_n78A_3A
DC_n78A_7A

	DC_n78A_3A-7A-7A
	DC_n78A_3A
DC_n78A_7A

	DC_n78A_3A-8A
DC_n78A_3C-8A
	DC_n78A_3A
DC_n78A_8A

	DC_n78A_5A-7A
	DC_n78A_5A
DC_n78A_7A

	DC_n78A_5A-7A-7A
	DC_n78A_5A
DC_n78A_7A

	NOTE 1:	Uplink NE-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported.
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Table 5.5B.4a.3-1: Inter-band NE-DC configurations within FR1 (four bands)
	NE-DC
configuration
	Uplink NE-DC
configuration
(NOTE 1)

	DC_n3A-n77A_1A-8A
	DC_n3A_1A
DC_n3A_8A
DC_n77A_1A
DC_n77A_8A

	DC_n8A-3(n)AA-1A
	DC_n3A_1A
DC_3(n)AA2
DC_n8A_1A
DC_n8A_3A

	DC_n8A-n77A_1A-3A
	DC_n8A_1A
DC_n8A_3A
DC_n77A_1A
DC_n77A_3A

	DC_n8A-n77(2A)_1A-3A
	DC_n8A_1A
DC_n77A_1A
DC_n8A_3A
DC_n77A_3A

	DC_n77A_1A-3A-8A 
DC_n77(2A)_1A-3A-8A
	DC_n77A_1A
DC_n77A_3A
DC_n77A_8A

	DC_n77A-3(n)AA-1A
	DC_n3A_1A
DC_3(n)AA2
DC_n77A_1A
DC_n77A_3A

	DC_n77(2A)-3(n)AA-1A
	DC_n3A_1A
DC_3(n)AA2
DC_n77A_1A
DC_n77A_3A

	DC_n77A-3(n)AA-8A
	DC_3(n)AA2
DC_n3A_8A
DC_n77A_3A
DC_n77A_8A

	DC_n78A_1A-3A-5A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_5A

	DC_n78A_1A-3A-7A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_7A

	DC_n78A_1A-3A-7A-7A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_7A

	DC_n78A_1A-3A-8A
DC_n78A_1A-3C-8A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_8A

	DC_n78A_1A-5A-7A
	DC_n78A_1A
DC_n78A_5A
DC_n78A_7A

	DC_n78A_1A-5A-7A-7A
	DC_n78A_1A
DC_n78A_5A
DC_n78A_7A

	DC_n78A_3A-5A-7A
	DC_n78A_3A
DC_n78A_5A
DC_n78A_7A

	DC_n78A_3A-5A-7A-7A
	DC_n78A_3A
DC_n78A_5A
DC_n78A_7A

	NOTE 1:	Uplink NE-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported.
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Table 5.5B.4a.4-1: Inter-band NE-DC configurations within FR1 (five bands)
	NE-DC
configuration
	Uplink NE-DC
configuration
(NOTE 1)

	DC_n77A-3(n)AA-1A-8A
	DC_n3A_1A
DC_3(n)AA2
DC_n3A_8A
DC_n77A_1A
DC_n77A_3A
DC_n77A_8A

	DC_n77(2A)-3(n)AA-1A-8A
	DC_n3A_1A
DC_3(n)AA2
DC_n3A_8A
DC_n77A_1A
DC_n77A_3A
DC_n77A_8A

	DC_n78A_1A-3A-5A-7A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_5A
DC_n78A_7A

	DC_n78A_1A-3A-5A-7A-7A
	DC_n78A_1A
DC_n78A_3A
DC_n78A_5A
DC_n78A_7A

	NOTE 1:	Uplink NE-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported



