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----------------------START OF CHANGE----------------------------
11.1.2A	PSSCH demodulation requirements for CA
11.1.2A.1	2Rx requirements
11.1.2A.1.1	Minimum requirements
The purpose of the requirements in this subclause is to verify the PSSCH for NR SL demodulation performance for CA based on single carrier performance. 
For CA with various bandwidth combination of DL component carriers, the requirements are defined in Table 11.1.2A.1.1-2 based on the single carrier requirements for different bandwidth specified in Table 11.1.2A.1.1-1.
Table 11.1.2A.1.1-1: Single carrier performance for CA configurations
	Test num.
	Reference channel
	Bandwidth (MHz)/
Subcarrier spacing(kHz)
	Modulation format and code rate
	Propagation condition
	Reference value

	
	
	
	
	
	PSSCH BLER (%)
	SNR(dB) of PSSCH

	1
	R.PSSCH.2-1.2
	10 / 30
	16QAM, 0.37
	TDLA30-1400
	10%
	8.8

	2
	R.PSSCH.2-1.2
	20 / 30
	16QAM, 0.37
	TDLA30-1400
	
	8.8

	3
	R.PSSCH.2-1.2
	30 / 30
	16QAM, 0.37
	TDLA30-1400
	
	8.8

	4
	R.PSSCH.2-1.2
	40 / 30
	16QAM, 0.37
	TDLA30-1400
	
	8.8



Table 11.1.2A.1.1-2: Minimum performance for CA configuration
	Test number
	CA Bandwidth combination (MHz)
	Minimum performance requirement

	1
	10+10
	Test 1 as defined in Table11.1.2A.1.1-1

	2
	10+20
	Test 1 and test 2 as defined in Table11.1.2A.1.1-1 per CC

	3
	10+30
	Test 1 and test 3 as defined in Table11.1.2A.1.1-1 per CC

	4
	30+30
	Test 3 as defined in Table11.1.2A.1.1-1

	5
	30+40
	Test 3 and test 4 as defined in Table11.1.2A.1.1-1 per CC



----------------------END OF CHANGE----------------------------

