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1	Introduction
This is a TP to TR 38.718-03-01 to add CA_n5-n7-n40 including ULCA. All fallbacks have been analysed.
************************************* Start of TP*****************************************
[bookmark: _Toc151479630][bookmark: _Toc152686274]5.x	CA_n5-n7-n40
[bookmark: _Toc83580305][bookmark: _Toc69083977][bookmark: _Toc75466983][bookmark: _Toc61367241][bookmark: _Toc84413423][bookmark: _Toc68230564][bookmark: _Toc37251223][bookmark: _Toc45888601][bookmark: _Toc76717995][bookmark: _Toc45888002][bookmark: _Toc61372624][bookmark: _Toc36107464][bookmark: _Toc29802722][bookmark: _Toc29802097][bookmark: _Toc29801673][bookmark: _Toc84404814][bookmark: _Toc76509005][bookmark: _Toc151479631][bookmark: _Toc152686275]5.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc45888004][bookmark: _Toc76509007][bookmark: _Toc61367243][bookmark: _Toc45888603][bookmark: _Toc83580307][bookmark: _Toc84404816][bookmark: _Toc75466985][bookmark: _Toc84413425][bookmark: _Toc61372626][bookmark: _Toc76717997][bookmark: _Toc68230566][bookmark: _Toc69083979][bookmark: _Toc151479632][bookmark: _Toc152686276]5.x.1.1	Operating bands for CA
[bookmark: OLE_LINK18]Table 5.x.1.1-1: Inter-band CA operating bands involving FR1 (three bands)
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	[bookmark: OLE_LINK1]n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	n40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD



[bookmark: _Toc151479633][bookmark: _Toc152686277]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n5+n7+n40
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n5A-n7A-n40A
	CA_n5A-n7A
CA_n5A-n40A
CA_n7A-n40A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	


[bookmark: _Toc151479634][bookmark: _Toc152686278]5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n5-n7-n40, the TIB,c and RIB,c values are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)*

	
	Component band in order of bands in configuration**

	CA_n5-n7-n40
	0.3
	0.5
	0.6

	NOTE *:	“-” denotes ΔTIB,c = 0.
NOTE **:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5 the band order from left to right is n1, n3 and n5.



Table 5.x.1.3-2: ΔRIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)*

	
	Component band in order of bands in configuration**

	CA_n5-n7-n40
	0.2
	0.3
	0.7

	NOTE *:	 “-” denotes ΔRIB,c = 0.
NOTE **:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n8 the band order from left to right is n1, n3 and n8.



[bookmark: _Hlk162441874]ΔTIB,c and ΔRIB,c values have been taken from DC_5-7_n40.
[bookmark: _Toc151479635][bookmark: _Toc152686279]5.x.2	Specific for 2 bands UL CA
[bookmark: _Toc151479636][bookmark: _Toc152686280]5.x.2.1	UE co-existence studies
Based on Table 5.x.2.1-1, nth order IMD from band n5 and Band n7 may also fall into Rx frequencies of band n40.
Table 5.x.2.1-1: Band n5 and Band n7 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	824
	849
	2500
	2570

	DL Frequency [MHz]
	869
	894
	2620
	2690

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1651
	1746
	3324
	3419

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	922
	802
	4151
	4316

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4148
	4268
	5824
	5989

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	98
	47
	6651
	6886

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3492
	3302
	6648
	6838

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4972
	5117
	8324
	8559

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9456
	9151
	896
	726

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6062
	5802
	2453
	2668

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10824
	11129
	5796
	5966

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	9148
	9408
	7472
	7687


 
Based on Table 5.x.2.1-2, nth order IMD from band n5 and Band n40 may also fall into Rx frequencies of band n7.

Table 5.x.2.1-2: Band n5 and Band n40 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	824
	849
	2300
	2400

	DL Frequency [MHz]
	869
	894
	2300
	2400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1451
	1576
	3124
	3249

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	752
	602
	3751
	3976

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3948
	4098
	5424
	5649

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	72
	247
	6051
	6376

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3152
	2902
	6248
	6498

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4772
	4947
	7724
	8049

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8776
	8351
	1096
	896

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	5552
	5202
	2053
	2328

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10024
	10449
	5596
	5796

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8548
	8898
	7072
	7347



Based on Table 5.x.2.1-3, nth order IMD from band n7 and Band n40 may also fall into Rx frequencies of band n5.
Table 5.x.2.1-3: Band n7 and Band n40 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	2500
	2570
	2300
	2400

	DL Frequency [MHz]
	2620
	2690
	2300
	2400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	270
	100
	4800
	4970

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2600
	2840
	2030
	2300

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7300
	7540
	7100
	7370

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	5100
	5410
	4330
	4700

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	200
	540
	9600
	9940

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9800
	10110
	9400
	9770

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	7100
	6630
	7980
	7600

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	2200
	1760
	3110
	2700

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11700
	12170
	12300
	12680

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11900
	12340
	12100
	12510



From the tables, it is found that: 
None of the bands are subject to IMD.
[bookmark: _Toc151479637][bookmark: _Toc152686281]5.x.2.2	REFSENS requirements
No reference requirements are needed.

************************************* End of TP******************************************
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