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[bookmark: _Toc75259951][bookmark: _Toc75275490][bookmark: _Toc75276001][bookmark: _Toc76541500][bookmark: _Toc82437269][bookmark: _Toc89944634][bookmark: _Toc98753652][bookmark: _Toc106180638][bookmark: _Toc114150674][bookmark: _Toc124151077][bookmark: _Toc124151597][bookmark: _Toc124152117][bookmark: _Toc130396649][bookmark: _Toc130397169][bookmark: _Toc137558273][bookmark: _Toc138862098][bookmark: _Toc145532155][bookmark: _Toc155318434]4.8.2	Requirement set applicability
In table 4.8.2-1, the requirement applicability for each requirement set of IAB-DU and IAB-MT is defined. For each requirement, the applicable requirement clause in the specification is identified. Requirements not included in a requirement set is marked not applicable (NA). The requirement applicability for each requirement set of mIAB-DU and mIAB-MT follows that of legacy IAB-DU and IAB-MT given in table 4.8.2-1.
Table 4.8.2-1: Requirement set applicability for IAB-DUs and IAB-MTs
	Requirement
	IAB-DU Requirement set
	IAB-MT Requirement set

	Output power
	6.2
	6.2

	Output power dynamics 
	6.3
	6.3

	Transmit ON/OFF power 
	6.4
	6.4

	Transmitted signal quality
	6.5
	6.5

	Occupied bandwidth
	6.6.2
	6.6.2

	ACLR
	6.6.3
	6.6.3

	Operating band unwanted
emissions
	6.6.4
	6.6.4

	Transmitter spurious emissions
	6.6.5
	6.6.5

	Transmitter intermodulation 
	6.7.5
	6.7.5

	Reference sensitivity level
	7.2
	7.2

	Dynamic range 
	7.3
	NA

	In-band selectivity and blocking 
	7.4
	7.4

	Out-of-band blocking 
	7.5
	7.5

	Receiver spurious emissions 
	7.6
	7.6

	Receiver intermodulation
	7.7
	7.7

	In-channel selectivity 
	7.8
	NA

	Performance requirements
	8
	8
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[bookmark: _Toc73963033][bookmark: _Toc75260210][bookmark: _Toc75275752][bookmark: _Toc75276263][bookmark: _Toc76541762][bookmark: _Toc82437531][bookmark: _Toc89944897][bookmark: _Toc98753915][bookmark: _Toc106180901][bookmark: _Toc114150946][bookmark: _Toc124151349][bookmark: _Toc124151869][bookmark: _Toc124152389][bookmark: _Toc130396921][bookmark: _Toc130397441][bookmark: _Toc137558545][bookmark: _Toc138862370][bookmark: _Toc145532427][bookmark: _Toc155318706][bookmark: _Toc73963035][bookmark: _Toc75260212][bookmark: _Toc75275754][bookmark: _Toc75276265][bookmark: _Toc76541764][bookmark: _Toc82437533][bookmark: _Toc89944899][bookmark: _Toc98753917][bookmark: _Toc106180903][bookmark: _Toc114150948][bookmark: _Toc124151351][bookmark: _Toc124151871][bookmark: _Toc124152391][bookmark: _Toc130396923][bookmark: _Toc130397443][bookmark: _Toc137558547][bookmark: _Toc138862372][bookmark: _Toc145532429][bookmark: _Toc155318708]8.1.1	General
8.1.1.2	Applicability rule
[bookmark: _Toc73963036][bookmark: _Toc75260213][bookmark: _Toc75275755][bookmark: _Toc75276266][bookmark: _Toc76541765][bookmark: _Toc82437534][bookmark: _Toc89944900][bookmark: _Toc98753918][bookmark: _Toc106180904][bookmark: _Toc114150949][bookmark: _Toc124151352][bookmark: _Toc124151872][bookmark: _Toc124152392][bookmark: _Toc130396924][bookmark: _Toc130397444][bookmark: _Toc137558548][bookmark: _Toc138862373][bookmark: _Toc145532430][bookmark: _Toc155318709]8.1.1.2.1	General
Unless otherwise stated, for a IAB-DU supporting more than 8 TAB connectors (see D.37 in table 4.6-1), the performance requirement tests for 8 RX antennas shall apply, and the specific connectors used for testing are based on manufacturer declaration.
Unless otherwise stated, for a IAB-DU supporting different numbers of TAB connectors (see D.37 in table 4.6-1), the tests with low MIMO correlation level shall apply only for the highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration.
Unless otherwise stated, the performance requirement tests for IAB-DU shall apply to mIAB-DU.  
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[bookmark: _Toc82437596][bookmark: _Toc89944962][bookmark: _Toc98753980][bookmark: _Toc106180966][bookmark: _Toc114151011][bookmark: _Toc124151414][bookmark: _Toc124151934][bookmark: _Toc124152454][bookmark: _Toc130396986][bookmark: _Toc130397506][bookmark: _Toc137558610][bookmark: _Toc138862435][bookmark: _Toc145532492][bookmark: _Toc155318771]8.2.2.1.1	Applicability of requirements
8.2.2.1.1.1	General
Unless otherwise stated, for a IAB-MT declared to support more than 2 demodulation branches (for IAB-MT type 1-O and IAB-MT type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to IAB-MT implementation. 
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements.
Unless otherwise stated or an additional suffix (i.e., suffix B) exists, the performance requirement tests for IAB-MT shall apply to mIAB-MT. 
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