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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
Table A.3.2.1.1-X: PDSCH Reference Channel for FDD PMI reporting requirements
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-X.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	10
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layer
	
	2
	
	
	
	

	Number of DMRS REs (Note 3)
	
	24
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For CSI Slots i, if mod (i, 10) = {2,4,6,8}, i={0,…,19}
	
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod (i, 10) ={1,3,5,7,9}, i={1,..19}
	Bits
	24072
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For CSI Slots i, if mod (i, 10) = {2,4,6,8}, i={0,…,19}
	
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod (i, 10) ={1,3,5,7,9}, i={1,..19}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For CSI Slots i, if mod (i, 10) = {2,4,6,8}, i={0,…,19}
	
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod (i, 10) ={1,3,5,7,9}, i={1,..19}
	CBs
	3
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For CSI Slots i, if mod (i, 10) = {2,4,6,8}, i={0,…,19}
	
	N/A
	
	
	
	

	  For Slots i = 11
	Bits
	47424
	
	
	
	

	    For Non CSI-RS Slot i, if mod (i, 10) = {1,3,5,7,9}, i={1,..9,12,…,19}
	Bits
	49920
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	12.036
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data




------------------------------------------------- Unchanged sections omitted --------------------------------------------------------

Table A.3.2.2.2-Y: PDSCH Reference Channel for TDD PMI reporting requirements with UL-DL pattern FR1.30-1
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-8.Y TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	4
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	2
	
	
	
	

	Number of DMRS REs (Note 3)
	
	24
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i, 20) = {10,11,12,13} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod(i, 20) = {5,6} for i from {1,…,39}
	Bits
	49176
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i, 20) = {10,11,12,13} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod(i, 20) = {5,6} for i from {1,…,39}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i, 20) = {10,11,12,13} for i from {0,…,39}
	CBs
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod(i, 20) = {5,6} for i from {1,…,39}
	CBs
	6
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {7,8,9} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	For CSI-RS Slot i, if mod(i, 20) = {10,11,12,13} for i from {0,…,39}
	Bits
	N/A
	
	
	
	

	  For Non CSI-RS Slot i, if mod(i, 20) = {5,6} for i from {1,…,39}
	Bits
	101760
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	9.835
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Number of DMRS REs includes the overhead of the DM-RS CDM groups without data




------------------------------------------------------------- End of change ------------------------------------------------------------

