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<START OF THE CHANGE 1>
[bookmark: _Toc73963117][bookmark: _Toc75260294][bookmark: _Toc75275836][bookmark: _Toc75276347][bookmark: _Toc76541846][bookmark: _Toc82437617][bookmark: _Toc89944983][bookmark: _Toc98754001][bookmark: _Toc106180987][bookmark: _Toc114151032][bookmark: _Toc124151435][bookmark: _Toc124151955][bookmark: _Toc124152475][bookmark: _Toc130397007][bookmark: _Toc130397527][bookmark: _Toc137558632][bookmark: _Toc138862457][bookmark: _Toc145532514][bookmark: _Toc155318793]7.1.3.2.1	Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under frequency non-selective conditions is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. The purpose is to verify that the reported CQI values are in accordance with the CQI definition given in TS 38.214 [23]. To account for sensitivity of the input SNR the reporting definition is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
Which specific test(s) are applicable to NCR-MT is based on the test applicability rules defined in clause [7.1.3.1.1].

<END OF THE CHANGE 1>

<START OF THE CHANGE 2>

[bookmark: _Toc73963118][bookmark: _Toc75260295][bookmark: _Toc75275837][bookmark: _Toc75276348][bookmark: _Toc76541847][bookmark: _Toc82437618][bookmark: _Toc89944984][bookmark: _Toc98754002][bookmark: _Toc106180988][bookmark: _Toc114151033][bookmark: _Toc124151436][bookmark: _Toc124151956][bookmark: _Toc124152476][bookmark: _Toc130397008][bookmark: _Toc130397528][bookmark: _Toc137558633][bookmark: _Toc138862458][bookmark: _Toc145532515][bookmark: _Toc155318794]7.1.3.2.2	Minimum requirement
The minimum requirement is in TS 38.106 [2] clause [7.1.3.1]8.2.3.

<END OF THE CHANGE 2>

