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Introduction
In the RAN#103 meeting, the ATG enhancement WID [1] was agreed for Rel-19 with the following RF objectives.

	The core part of the work item includes:
· Specify the RF and RRM core requirements for intra-band co-located and inter-band co-located DL CA [RAN4]:
· FR1 intra-band contiguous CA
· Example band combination: n79
· FR1+FR1 inter-band CA
· Example band combination: n3+n39
· Specify the RF requirements for support of UL MIMO with 2TX for single CC for UE. [RAN4]
· Specify signaling and UE capabilities if necessary [RAN2].





As ATG UE may support both ATG and DL CA / UL MIMO together. It may be not easy to organize the framework for Rel-19 ATG UE. In this paper, we’d like to discuss this issue in advance.
Discussion
[bookmark: _Hlk163045998]For ATG UE supporting DL CA and UL MIMO, probably most of RF requirements are similar to the existing requirements for DL CA and UL MIMO, but some of them are different from the existing requirements for DL CA and UL MIMO. For the identical requirements, the current requirements can be reused or the application of the existing requirements can be clarified by one sentence. For some ATG specific DL CA/UL MIMO requirements, it can be captured in the existing suffix J. At least the following steps can be considered to achieve a good framework for Rel-19 ATG UE feature.
Proposal: The following steps can be considered to achieve a good framework for Rel-19 ATG UE feature
1) To identify which requirements are similar to the existing requirements for DL CA and UL MIMO, and which requirements are ATG specific requirements and different from the existing requirements for DL CA and UL MIMO.
2) For some ATG specific DL CA/UL MIMO requirements, it can be captured in the existing suffix J. For the others, the current requirements for DL CA/UL MIMO can be reused.


Summary
Proposal: The following steps can be considered to achieve a good framework for Rel-19 ATG UE feature
1) To identify which requirements are similar to the existing requirements for DL CA and UL MIMO, and which requirements are ATG specific requirements and different from the existing requirements for DL CA and UL MIMO.
2) For some ATG specific DL CA/UL MIMO requirements, it can be captured in the existing suffix J. For the others, the current requirements for DL CA/UL MIMO can be reused.
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