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The following was discussed on multi-rx accuracy requirements [25]:
Issue 2-10: Accuracy requirements for multi-Rx in Rel-18
· FFS following options
· Option 1a: 
· The legacy accuracy requirements for L1-RSRP measurement apply for L1-RSRP measurements with group-based beam reporting.
· Option 1b: 
· The legacy accuracy requirements in section 10.1.20 of TS 38.133 apply for L1-RSRP measurements under multi-rx operation, with a clarification that multi-rx chain L1-RSRP accuracy requirements apply for FR2-1.
· No new accuracy requirements section is created for L1-RSRP measurements under multi-rx operation.
· Option 1c: 
· Under multi-Rx chain DL reception scenario, the legacy accuracy requirements for L1-RSRP measurement should be satisfied for both Rx chains.
· In this sense, no new accuracy requirements section is created for L1-RSRP measurements under multi-rx operation
· Option 2:
· Do not define group-based L1-RSRP measurement accuracy requirements unless the requirements are applicable only when there are negligible mutual interferences across different pair of Tx-Rx beams.
Discussion
RRM accuracy requirements
Related earlier agreements:
RAN4#104bis-e
· Enhanced RRM requirements for multi-Rx chain UE should maintain the existing accuracy requirements. [R4-2217246]
· L1-RSRP/SINR Measurements: The number of samples assumed to define the accuracy requirements should not be changed. [R4-2217587]

Based on the earlier RAN4 agreements in [3,4], the legacy accuracy requirements shall apply for multi-rx chain operation, which also suggests no need for any new accuracy requirements section for L1-RSRP. However, it shall be clarified that the requirements apply for UE with multi-rx capability operating in FR2-1.
· Proposal 1 (Accuracy requirements): The legacy accuracy requirements in section 10.1.20 of TS 38.133 apply for L1-RSRP measurements under multi-rx operation, with a clarification that multi-rx chain L1-RSRP accuracy requirements also apply for UE with multi-rx capability operating in FR2-1.

· Proposal 2 (Accuracy requirements): No new accuracy requirements section is created for L1-RSRP measurements under multi-rx operation.

Summary
The following have been proposed in this contribution.
· Proposal 1 (Accuracy requirements): The legacy accuracy requirements in section 10.1.20 of TS 38.133 apply for L1-RSRP measurements under multi-rx operation, with a clarification that multi-rx chain L1-RSRP accuracy requirements apply for UE with multi-rx capability operating in FR2-1.

· Proposal 2 (Accuracy requirements): No new accuracy requirements section is created for L1-RSRP measurements under multi-rx operation.
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