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<Start of the change>
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In certain regions, additional regional requirements may apply.
BS operating in band n104 shall not exceed the EIRP requirements as specified in the following table 9.3.4-1:
Table 9.3.4-1: BS EIRP mask requirement for band n104
	Vertical angle range
θL ≤ θ < θH
(vertical angle θ above the horizon)
	Expected e.i.r.p.
 (dBm/MHz)
(See NOTES 1, 2 and 3)

	0 ≤ θ < 5
	27

	5 ≤ θ < 10
	23

	10 ≤ θ < 15
	19

	15 ≤ θ < 20
	18

	20 ≤ θ < 30
	16

	30 ≤ θ < 60
	15

	60 ≤ θ ≤ 90
	15


NOTE 1: The expected e.i.r.p. is defined as the average value of the e.i.r.p., with the averaging being performed: 
‒ over horizontal angles from −180 to +180, with the IMT base station beamforming in a specific direction within its horizontal and vertical steering range, 
‒ over different beamforming directions within the IMT base station horizontal and vertical steering range, and 
‒ over the specified vertical angle range θL ≤ θ < θH. 
NOTE 2: An IMT base station shall comply with the specified limits on expected e.i.r.p. spectral density for all mechanical tilts with which it can be deployed. 
NOTE 3: The vertical angle’s boresight is assumed to perpendicular to the normal direction to the ground and start with 0 at boresight direction and further increase upwards.
<End of the change>

