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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
List of candidate target of email discussion for 1st round and 2nd round 
· 1st round: TBA
· 2nd round: TBA
It is appreciated that the delegates for this topic put their contact information in the table below.
Contact information
	Company
	Name
	Email address

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Note:
1) Please add your contact information in above table once you make comments on this email thread. 
2) If multiple delegates from the same company make comments on single email thread, please add you name as suffix after company name when make comments i.e. Company A (XX, XX)
The e-mail discussion covers RRM core part requirement maintenance and perf part requirements for NCR-MT in Rel-18. All contributions submitted are divided into the following Topics:
1.  Core requirements maintenance 
2. Perf requirement discussions. 
Topic #1: NCR Core part maintenance
Companies’ contributions summary
(Cat A CRs are not listed)
	T-doc number
	Company
	Proposals / Observations

	R4-2404431
	CATT
	Discussion on NCR-MT channel bandwidth

	R4-2404432
	CATT
	Draft CR for TS 38.106, Correction on ACLR requirement for NCR

	R4-2404433
	CATT
	Draft CR for TS 38.106, Correction on conducted receiver general requirement

	R4-2405694
	NEC
	Discussion on requirement set applicability table for NCR

	R4-2405695
	NEC
	draft CR to 38.106: Correction of requirement set applicability table

	R4-2405696
	NEC
	draft CR to 38.106: Correction on clause titles for NCR-MT requirements

	R4-2405697
	NEC
	draft CR to 38.106: Correction on repeater output power requirements

	R4-2405698
	NEC
	draft CR to 38.106: Correction on unwanted emissions requirements

	R4-2405930
	Huawei, HiSilicon
	Draft CR to TS 38.106: removal of Environmental annex, Rel-18


Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if appli cable) based on companies’ contributions.

Sub-topic 1 Maintenance
Open issues and candidate options before e-meeting:
This access beam switching delay requirement has been discussed in the previous meetings, it was agreed to not to define any specific requirement for it. 
Issue 1-1: The placement of NCR-MT channel bandwidth
· Proposal 1: The NCR-MT carrier shall be placed within the NCR-Fwd passband to ensure consistency with clause 5 in TS 38.106. [CATT,R4-2404431]
· Proposal 2: The NCR-Fwd ACLR requirement should be modified to remove the description related to other placement of NCR-MT carrier. [CATT,R4-2404431]
· Recommended WF:
· To be further discussed online; 

Issue 1-2: Draft CR for TS 38.106, Correction on ACLR requirement for NCR, R4-2404432, 
· Recommended WF:
· This depends on the discussion outcome for Issue 1-1.

Issue 1-3: Draft CR for TS 38.106, Correction on conducted receiver general requirement, R4-2404433
· Recommended WF:
· Endorsed

Issue 1-4: Requirement set applicability table for NCR, R4-2405694
· Proposal 1:
· To modify the requirement set applicability table for NCR-MT in TS 38.106 as below.
Table 4.5-1b: Requirement set applicability for NCR-MT
	Requirement
	Requirement set

	
	NCR-MT type 1-C
	NCR-MT type 1-H
	NCR-MT type 2-O

	Repeater output power for NCR-MT 
	6.23
	6.23
	

	Output power dynamics for NCR-MT
	6.11
	6.11
	

	Transmit signal quality for NCR-MT
	6.12
	6.12
	

	Unwanted emissions for NCR-MT
	6.24
	6.24
	

	Transmit intermodulation for NCR-MT
	6.13
	6.13
	

	Diversity characteristics for NCR-MT
	6.15
	6.15
	NA

	Reference sensitivity for NCR-MT
	6.16
	6.16
	

	Maximum input level for NCR-MT
	6.17
	6.17
	

	Adjacent channel selectivity for NCR-MT
	6.18
	6.18
	

	Blocking characteristics for NCR-MT
	6.19
	6.19
	

	Spurious response for NCR-MT
	6.20
	6.20
	

	Receiver intermodulation characteristics for NCR-MT
	6.21
	6.21
	

	Performance requirements for NCR-MT
	8
	8
	

	OTA repeater output power for NCR-MT
	
	7.18
	7.18

	OTA output power dynamics for NCR-MT
	
	
	7.10

	OTA transmit signal quality for NCR-MT
	
	
	7.11

	OTA unwanted emissions for NCR-MT
	
	
	7.19

	OTA diversity characteristics for NCR-MT
	NA
	NA
	7.12

	OTA reference sensitivity for NCR-MT
	
	
	7.13

	OTA maximum input level for NCR-MT
	
	
	7.14

	OTA adjacent channel selectivity for NCR-MT
	
	
	7.15

	OTA blocking characteristics for NCR-MT
	
	
	7.16

	OTA receiver spurious emissions for NCR-MT
	
	
	7.17

	Radiated performance requirements for NCR-MT
	
	
	9



· Proposal 2:
· To modify the requirement set applicability tables for RF repeater and NCR-Fwd in TS 38.106 as below.

Table 4.5-1: Requirement set applicability
	Requirement
	Requirement set

	
	Repeater type 1-C
	Repeater type 2-O

	Repeater output power
	6.2
	

	Frequency stability
	6.3
	

	Out of band gain
	6.4
	

	Unwanted emissions
	6.5
	

	Repeater Error Vector Magnitude
	6.6
	NA

	Input intermodulation
	6.7
	

	Output intermodulation
	6.8
	

	Adjacent Channel Rejection Ratio (ACRR)
	6.9
	

	Transmit ON/OFF power
	6.10
	

	OTA Repeater output power
	
	7.2

	OTA frequency stability
	
	7.3

	OTA out of band gain
	
	7.4

	OTA unwanted emissions
	
	7.5

	OTA Repeater Error Vector Magnitude
	NA
	7.6

	OTA input intermodulation
	
	7.7

	OTA Adjacent Channel Rejection Ratio (ACRR)
	
	7.8

	OTA transmit ON/OFF power
	
	7.9



Table 4.5-1a: Requirement set applicability for NCR-Fwd
	Requirement
	Requirement set

	
	NCR-Fwd type 1-C
	NCR-Fwd type 1-H
	NCR-Fwd type 2-O

	Repeater output power
	6.2
	6.2
	

	Frequency stability
	6.3
	6.3
	

	Out of band gain
	6.4
	6.4
	

	Unwanted emissions
	6.5
	6.5
	

	Repeater Error Vector Magnitude
	6.6
	6.6
	NA

	Input intermodulation
	6.7
	6.7
	

	Output intermodulation
	6.8
	6.8
	

	Adjacent Channel Rejection Ratio (ACRR)
	6.9
	6.9
	

	Transmit ON/OFF power
	6.10
	6.10
	

	OTA Repeater output power
	
	
	7.2

	OTA frequency stability
	
	
	7.3

	OTA out of band gain
	
	
	7.4

	OTA unwanted emissions
	
	
	7.5

	OTA Repeater Error Vector Magnitude
	NA
	NA
	7.6

	OTA input intermodulation
	
	
	7.7

	OTA Adjacent Channel Rejection Ratio (ACRR)
	
	
	7.8

	OTA transmit ON/OFF power
	
	
	7.9



· Proposal 3:
· Spec structure of TS 38.106, 38.115-1, and 38.115-2 shall be modified to be aligned with the proposed applicability tables.
· Recommended WF:
· Further discuss online.

Issue 1-5: draft CR to 38.106: Correction of requirement set applicability table, R4-2405695
· Recommended WF:
· This depends on the discussion outcome for Issue 1-4.


Issue 1-6: draft CR to 38.106: Correction on clause titles for NCR-MT requirements, R4-2405696
· Recommended WF:
· Further discuss online.


Issue 1-7: draft CR to 38.106: Correction on repeater output power requirements, R4-2405697
· Recommended WF:
· Further discuss online.

Issue 1-8: draft CR to 38.106: Correction on unwanted emissions requirements, R4-2405698
· Recommended WF:
· Further discuss online.

Issue 1-9: Draft CR to TS 38.106: removal of Environmental annex, Rel-18, R4-2405930
· Recommended WF:
· Endorsed 

