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Introduction
Based on the open issues, the discussions can proceed as follows:
· 1st priority: Agree on the draft CRs.
· 2nd priority: Discuss and agree on the remaining issues.
General/PDSCH/CSI Reporting Requirements for FR2 Multi-Rx Demod
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2404290
	Apple
	Simulation results for PDSCH with multi-RX in FR2.

	R4-2404530
	Nokia
	[bookmark: _Hlk163640942]Observation 1: Our new/updated results do not result in a span >2.5dB when outliers are removed when combined with the RAN4#110 results.
Proposal 1: Update sDCI requirements in TS38.101-4 based on the latest provided simulation results.

	R4-2404531
	Nokia
	1. Our new simulation results are aligned with the RAN4#110 results of other companies.
Update PMI reporting requirements in TS38.101-4 based on the latest simulation results.

	R4-2404234
	MediaTek
	Simulation results for PDSCH requirements.

	R4-2404235
	MediaTek
	Simulation results for PMI reporting requirements.

	R4-2405093
	Ericsson
	Simulation results for PDSCH requirements.

	R4-2405094
	Ericsson
	Simulation results for PMI reporting requirements.



Open issues summary
List of open issues
· Issue 1-1: Antenna configuration.
· Issue 1-2: Updating simulation results for sDCI SDM demodulation requirements.
· Issue 1-3: Throughput ratio (γ) value.
· Issue 1-4: Updating simulation results for PMI reporting requirements.
Open issues
Issue 1-1: Antenna Configuration.
· Proposals
· Option 1 (Ericsson): Create the new clause ‘7.2.3 4Rx requirements’ in TS38.101-4 and define FR2 multi-Rx UE requirements under 7.2.3.
· Moderator’s note: Moderator suggests to further discuss this.
Issue 1-2: Throughput ratio (γ) value
· Observations
· Observation 1 (Ericsson): The throughput ratio of follow PMI and random PMI at 90% of the peak rate with follow PMI is about 1.27 regardless of PTRS configurations one PTRS port across TRxP or one PTRS port per TRxP.
· Proposals
· Option 1 (Ericsson): Set γ=1.15 for the single PMI reporting tests for the single-DCI based transmission scheme with multi-Rx simultaneous reception
· Recommended WF:
· Option 1.
Issue 1-3: Updating simulation results for sDCI SDM demodulation requirements.
· Observations
· Observation 1 (Nokia): Our new/updated results do not result in a span >2.5dB when outliers are removed when combined with the RAN4#110 results.
· Proposals
· Option 1 (Nokia): Update sDCI requirements in TS38.101-4 based on the latest provided simulation results.
· Recommended WF:
· Option 1.
Issue 1-4: Updating simulation results for PMI reporting requirements.
· Observations
· Observation 1 (Nokia): Our new simulation results are aligned with the RAN4#110 results of other companies.
· Proposals
· Option 1 (Nokia): Update PMI reporting requirements in TS38.101-4 based on the latest simulation results.
· Moderator’s note: Moderator thinks inclusion of Nokia’s results (a gamma value of 1.3) will not impact the currently agreed gamma value (1.15) due to consideration of a margin. However, Nokia results can be captured in the simulation results summary if it’s desired.
Draft CRs/CRs
Following draft CRs are available for considerations to be included in TS38.101-4.
	Tdoc number
	Section title
	Responsible company
	Status

	 R4-2405092
	Draft CR for 38.101-4: Correction of UE demodulation and PMI reporting requirements for FR2 UE multi-Rx reception
	Ericsson
	Available

	R4-2404749
	Draft CR on applicability of requirements for FR2 multi-Rx
	Samsung
	Available

	R4-2404532
	Draft CR for 38.101-4: Minimum requirements and Measurement Channel for mDCI non-overlapping
	Nokia
	Available

	R4-2404291
	DraftCR on PDSCH demod requirements for mDCI fully-overlapping with multi-RX in FR2
	Apple
	Available

	R4-2404236
	Draft CR to 38.101-4: PMI reporting requirements for FR2 multipanel reception
	 MTK
	Available

	R4-2405139
	Draft CR on Minimum requirements and FRC definition for sDCI SDM (TS38.101-4, Rel-18)
	Huawei
	Available




Following draft CRs are available for considerations to be included in TR38.751.
	Tdoc number
	Section title
	Responsible company
	Status

	R4-2405934
	[NR_FR2_multiRX_DL-Perf] Draft CR to TR38.751 Receiver assumptions and conclusions for FR2 multi-Rx demodulation evolutions
	Qualcomm
	Available






