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Introduction
This email discussion focuses on demodulation requirements for Rel-18 NCR-MT, including agenda 6.18.7 .
Topic #1: NCR-MT demodulation requirements
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2405699
	NEC
	Proposal 1: 
FRC numbers shall be aligned among specifications
Proposal 2: 
FRC numbers for NCR do not have to include the corresponding annex numbers in the specifications
Proposal 3: 
FRC numbers for NCR shall be aligned with those in IAB specifications.
Proposal 4: 
Structure and description of FRC annex in NCR specifications shall be aligned.

	
	
	



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 FRC numbers for NCR

Issue 1-1-1: FRC numbers for NCR between core part and  conformance testing part
Background: 
In last meeting, NEC noticed that FRC numbers in core spec and conformance spec were not aligned. Since they suggested MCC to add square brackets for FRC annex in 38.106, 38.115-1/-2 specifications.
· Proposals
· Option 1:  FRC numbers shall be aligned among specifications. (NEC)
· Option 1a: Proposed changes of the FRC numbers are summarized in following table. 
FRC numbers assigned in the specifications 
	38.106
	38.115-1
	38.115-2
	38.174 (part)

	FRC for PDSCH performance req (QPSK)
	

	M-FR1-A.3.0-1

	M-FR1-A.3.0-1

	-
	-

	M-FR1-A.3.0-2

	M-FR1-A.3.0-2

	-
	-

	M-FR2-A.3.0-1

	-
	M-FR2-A.3.0-1

	-

	FRC for PDSCH performance req (16QAM)
	

	M-FR1-A.3.1-4

	M-FR1-A.3.1-4

	-
	-

	M-FR1-A.3.1-1

	M-FR1-A.3.1-1

	-
	M-FR1-A.3.1-1

	FRC for PDCCH performance req
	

	M-FR1-A.3.4-4

	M-FR1-A.3.4-4

	-
	-

	M-FR1-A.3.4-5

	M-FR1-A.3.4-5

	-
	-

	M-FR1-A.3.4-6

	M-FR1-A.3.4-6

	-
	-

	M-FR1-A.3.4-1

	M-FR1-A.3.4-1

	-
	M-FR1-A.3.4-1

	M-FR1-A.3.4-2

	M-FR1-A.3.4-2

	-
	M-FR1-A.3.4-2

	M-FR1-A.3.4-3

	M-FR1-A.3.4-3

	-
	M-FR1-A.3.4-3

	M-FR2-A.3.4-1

	-
	M-FR2-A.3.4-1

	M-FR2-A.3.4-1

	M-FR2-A.3.4-2

	-
	M-FR2-A.3.4-2

	M-FR2-A.3.4-2

	M-FR2-A.3.4-3

	-
	M-FR2-A.3.4-3

	M-FR2-A.3.4-3

	FRC for CSI reporting performance
	

	M-FR1-A.3.5-5

	M-FR1-A.3.5-5

	-
	

	[M-FR1-A.3.5-6]

	[M-FR1-A.3.5-6]

	-
	M-FR1-A.3.5-6(?)

	M-FR2-A.3.5-1

	-
	M-FR2-A.3.5-1

	M-FR2-A.3.5-1

	FRC for REFSENS, ACS, IBB, OOBB, Rx IMD
	

	G-FR1-A1-22
	-
	-
	G-FR1-A1-22

	G-FR1-A1-23
	-
	-
	G-FR1-A1-23

	G-FR1-A1-24
	-
	-
	-

	G-FR1-A1-25
	-
	-
	G-FR1-A1-25

	G-FR1-A1-26
	-
	-
	G-FR1-A1-26

	G-FR1-A1-27
	-
	-
	-



· Recommended WF
· Check whether Option 1 can be agreed.

Topic #2: Draft CRs
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
Moderator: companies are encouraged to check the recommendation for each contributions.
	T-doc number
	Company
	Proposals / Observations

	R4-2405140
	Huawei,HiSilicon
	Remove square brackets for conducted performance requirements(CSI) for NCR-MT.

	R4-2405700
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.

	R4-2405701
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.

	R4-2405702
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.

	R4-2405785
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  

	R4-2405786
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  

	R4-2405787
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  




Open issues summary

	T-doc number
	Company
	Proposals / Observations
	Recommended WF/ Comments

	R4-2405140
	Huawei,HiSilicon
	Remove square brackets for conducted performance requirements(CSI) for NCR-MT.
	

	R4-2405700
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.
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	R4-2405701
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.
	

	R4-2405702
	NEC, ZTE
	RAN4 agreed to align the FRC numbers among specifications in the past. However, FRC numbers for NCR are not aligned among specifications.
	

	R4-2405785
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  
	

	R4-2405786
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  
	

	R4-2405787
	Nokia
	The requirements for NCR-MT only for 1Tx and 2Tx; hence, need to remove 4Tx-related infomation.
In NCR-MT requirements, gNB is the transmitter and NCR-MT (UE) is the receiver  
	










Topic #3: Recommendation for Tdocs
	T-doc number
	Suggested status
	Comments

	R4-2405140
	Endorsement
	

	R4-2405141
	Endorsement
	

	R4-2405699
	Noted
	

	R4-2405700
	Endorsement
	

	R4-2405701
	Endorsement
	

	R4-2405702
	Endorsement
	

	R4-2405785
	Endorsement
	

	R4-2405786
	Endorsement
	

	R4-2405787
	Endorsement
	



