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1 [bookmark: _Ref118271349]Introduction and discussion
In the last meeting, RAN4 agreed on the work-split for test cases for Less than 5MHz [1]. Yet, some new configuration parameters need to be updated. In this contribution document, we provide our views for these configuration parameters.

Based on the legacy configuration parameters defined in 38.133 clause A.3, we noticed that the following parameters in Table 1 is not applicable.
Table 1: legacy configuration parameters that need update.
	Parameter
	Reason for change

	SR.1.1 FDD
	The current BW is defined as 24 PRB.

	CR.1.1 FDD
	The current BW is defined as 24 PRB.

	CCR.1.1 FDD
	The current BW is defined as 24 PRB.

	SSB.x/y FR1
	Define new SSB parameters with 3 MHz BW



Proposal 1: [bookmark: _Ref142648441]RAN4 shall define new configuration parameters for (i) SR.1.x FDD, (ii) CR.1.x FDD, (iii) CCR.1.1 FDD, and (iv) SSB.x/y FR1.
2 Summary
[bookmark: _Ref92572437]In this contribution, we have the following proposals: 
Proposal 1:RAN4 shall define new configuration parameters for (i) SR.1.x FDD, (ii) CR.1.x FDD, (iii) CCR.1.1 FDD, and (iv) SSB.x/y FR1.
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