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[bookmark: _Toc104310963][bookmark: _Toc106126663][bookmark: _Toc106176976][bookmark: _Toc114242144][bookmark: _Toc123044088][bookmark: _Toc124157727][bookmark: _Toc124259650][bookmark: _Toc130584721][bookmark: _Toc137464377][bookmark: _Toc138884046][bookmark: _Toc145643247]5.1	General
[bookmark: _Hlk494631479]The channel arrangements presented in this clause are based on the operating bands and SAN channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and SAN channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which satellite can operate according to the present version of the specification are identified as described in table 5.1-1.
Table 5.1-1: Definition of NTN frequency ranges
	Frequency range designation
	Corresponding frequency range (MHz)

	FR1-NTN (NOTE 1)
	410 MHz – 7125 MHz

	FR2-NTN (NOTE 2)
	17300 – 30000 

	NOTE 1:   NTN bands within this frequency range are regarded as a FR1 band when references from other specifications.
NOTE 2:   NTN bands within this frequency range are regarded as a FR2 band when references from other specifications.
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