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<Start of Change 1>
[bookmark: _Toc153132913][bookmark: _Toc162191883]5.2.3	NTN Satellite band: UL 27.5-30.0 GHz / DL 17.3-20.2 GHz
[bookmark: _Toc153132914][bookmark: _Toc162191884]5.2.3.1	ITU-R
The ITU-R Radio Regulations [3] specify the following service allocation for those frequency ranges, shown in Table 5.2.3.1-1:
Table 5.2.3.1-1: Allocation of 17.3-20.2 GHz and 27.5-30.0 GHz in the ITU-R Radio Regulations
	Allocation to services

	Region 1
	Region 2
	Region 3

	17.3-17.7
FIXED-SATELLITE
(Earth-to-space)  5.516
(space-to-Earth)  5.516A  5.516B
Radiolocation
5.514
	17.3-17.7
FIXED-SATELLITE
(Earth-to-space)  5.516
BROADCASTING-SATELLITE
Radiolocation
5.514  5.515
	17.3-17.7
FIXED-SATELLITE
(Earth-to-space)  5.516
Radiolocation
5.514

	17.7-18.1
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.517A
(Earth-to-space)  5.516
MOBILE
	17.7-17.8
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.517  5.517A
(Earth-to-space)  5.516
BROADCASTING-SATELLITE
Mobile
5.515
	17.7-18.1
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.517A
(Earth-to-space)  5.516
MOBILE

	
	17.8-18.1
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.517A
(Earth-to-space)  5.516
MOBILE
5.519
	

	18.1-18.4	FIXED
				FIXED-SATELLITE (space-to-Earth)  5.484A  5.516B  5.517A 
(Earth-to-space)  5.520
				MOBILE
										   5.519  5.521

	18.4-18.6	FIXED
				FIXED-SATELLITE (space-to-Earth)  5.484A  5.516B   5.517A  
										   MOBILE

	18.6-18.8
EARTH EXPLORATION-SATELLITE (passive)
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.517A  5.522B  
MOBILE except aeronautical
mobile
Space research (passive)
5.522A  5.522C
	18.6-18.8
EARTH EXPLORATION-
SATELLITE (passive)
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.516B  5.517A  5.522B  
MOBILE except aeronautical mobile
SPACE RESEARCH (passive)
5.522A
	18.6-18.8
EARTH EXPLORATION-SATELLITE (passive)
FIXED
FIXED-SATELLITE
(space-to-Earth)  5.517A  5.522B  
MOBILE except aeronautical
mobile
Space research (passive)
5.522A

	18.8-19.3	FIXED
				FIXED-SATELLITE (space-to-Earth)  5.516B  5.517A  5.523A  
										   MOBILE

	19.3-19.7	FIXED
				FIXED-SATELLITE (space-to-Earth) (Earth-to-space)  5.517A  5.523B
5.523C  5.523D  5.523E
										   MOBILE

	19.7-20.1
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.484B  5.516B  5.527A
Mobile-satellite (space-to-Earth)
	19.7-20.1
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.484B  5.516B  5.527A
MOBILE-SATELLITE
(space-to-Earth)
	19.7-20.1
FIXED-SATELLITE
(space-to-Earth)  5.484A  5.484B  5.516B  5.527A
Mobile-satellite (space-to-Earth)

	
5.524
	5.524  5.525  5.526  5.527  5.528  5.529
	
5.524

	20.1-20.2	FIXED-SATELLITE (space-to-Earth)  5.484A  5.484B  5.516B  5.527A  
				MOBILE-SATELLITE (space-to-Earth)
										   5.524  5.525  5.526  5.527  5.528

	

	27.5-28.5	FIXED  5.537A
				FIXED-SATELLITE (Earth-to-space)  5.484A  5.516B  5.517A  5.539  
				MOBILE
										   5.538  5.540

	28.5-29.1	FIXED
				FIXED-SATELLITE (Earth-to-space)  5.484A  5.516B  5.517A  5.523A  5.539
				MOBILE
				Earth exploration-satellite (Earth-to-space)  5.541
										   5.540

	29.1-29.5	FIXED
				FIXED-SATELLITE (Earth-to-space)  5.516B  5.517A  5.523C  5.523E  5.535A  5.539  5.541A  
				MOBILE
				Earth exploration-satellite (Earth-to-space)  5.541
										   5.540

	29.5-29.9
FIXED-SATELLITE
(Earth-to-space)  5.484A  5.484B  5.516B  5.527A  5.539 
Earth exploration-satellite
(Earth-to-space)  5.541
Mobile-satellite (Earth-to-space)
5.540  5.542
	29.5-29.9
FIXED-SATELLITE
(Earth-to-space)  5.484A  5.484B  5.516B  5.527A  5.539 
MOBILE-SATELLITE
(Earth-to-space)
Earth exploration-satellite
(Earth-to-space)  5.541
5.525  5.526  5.527  5.529  5.540 
	29.5-29.9
FIXED-SATELLITE
(Earth-to-space)  5.484A  5.484B  5.516B  5.527A  5.539 
Earth exploration-satellite
(Earth-to-space)  5.541
Mobile-satellite (Earth-to-space) 
5.540  5.542

	29.9-30.0	FIXED-SATELLITE (Earth-to-space)  5.484A  5.484B  5.516B  5.527A  						5.539 
				MOBILE-SATELLITE (Earth-to-space)
				Earth exploration-satellite (Earth-to-space)  5.541  5.543
5.526  5.527  5.538  5.540  5.542



In addition:
-	WRC-15 authorized ESIM operations in 19.7-20.2 GHz (space-to-Earth) and 29.5-30.0 GHz (Earth-to-space) under certain conditions, and for GSO systems only (Resolution 156 (Rev. WRC-23)).
-    	WRC-19 authorized ESIM operations in 17.7‑19.7 GHz (space-to-Earth) and 27.5-29.5 GHz (Earth-to-space)  under certain conditions, and for GSO systems only (Resolution 173169 (Rev. WRC-23)).Editor’s note: This TR would be updated with WRC-23 outcomes (Agenda Item 1.16 on NGSO ESIM Ka band).
-    WRC-23 authorized ESIM operations in 17.7-18.6 GHz, 18.8-19.3 GHz and 19.7-20.2 GHz (space-to-Earth) and 27.5-29.1 GHz and 29.5-30 GHz (Earth-to-space) under certain conditions for NGSO systems (Resolution 123 (WRC-23)).


<End of Change 1>

