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1. Discussion
Issue 1-1: PRACH repetition number for BS performance requirements for Multiple PRACH transmission
· Tentative agreement:
· Agree PRACH repetition number 2.

Issue 1-2: PRACH repetition interval and TDD pattern for Multiple PRACH transmission
· Tentative agreements on detailed network configurations:
· Msg1-FDM =1
· TDD pattern: 3D1S1U for 15KHz, [60kHz] and 120kHz, 7D1S2U for 30kHz
· msgA-SSB-PerRACH-Occasion: 
msgA-SSB-PerRACH-OccasionAndCB-PreamblesPerSSB-r16 CHOICE {
one ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64},
}
· Proposals on PRACH interval based on the above configurations:
· ZTE: 5 slots for 15KHz, 60kHz and 120kHz, 1 slot for 30kHz
· Huawei: consecutive slots for PRACH repetition as minimum requirements
· Ericsson: 10ms interval for FR1 and 5ms interval for FR2-1
· Samsung: applying the interval between two ROs as 10ms

· Detailed PRACH configuration:
· Ericsson: 
· [bookmark: _Toc163509179]FR1 TDD: 
· [bookmark: _Toc163509180]Take PRACH Configuration Indexes {100, 159, 202} for A2, B4 and C2 respectively.
· [bookmark: _Toc163509181]No msg1-RepetitionTimeOffsetROGroup is configured.
· [bookmark: _Toc163509182]FR2-1 TDD: 
· [bookmark: _Toc163509183]Take PRACH Configuration Indexes {41, 135, 185} for A2, B4 and C2 respectively. 
· [bookmark: _Toc163509184]For A2 and C2, no msg1-RepetitionTimeOffsetROGroup is configured.
· [bookmark: _Toc163509185]For B4, msg1-RepetitionTimeOffsetROGroup = n4 is configured.
· Huawei:
· PRACH configuration index for FR1 and paired spectrum: A2: 135 | B4: 217 | C2: 254
· PRACH configuration index for FR2 and unpaired spectrum: A2: 58 | B4: 143 | C2: 201
· Samsung:
· 15KHz SCS
· Format A2: PRACH configuration index, 127, number of RO within 10ms =3, number of SSB within 10ms=3
· Format B4: PRACH configuration index, 210, number of RO within 10ms =1, number of SSB within 10ms=1
· Format C2: PRACH configuration index, 246, number of RO within 10ms =2, number of SSB within 10ms=2
· 30KHz SCS
· Format A2: PRACH configuration index 96, number of RO within 10ms =3, number of SSB within 10ms=3
· Format B4: PRACH configuration index, 156, number of RO within 10ms =1, number of SSB within 10ms=1
· Format C2: PRACH configuration index, 201, number of RO within 10ms =2, number of SSB within 10ms=2
· 120KHz SCS
· Format A2: PRACH configuration index 41, number of RO within 10ms=4, number of SSB within 10ms =4
· Format B4: PRACH configuration index, 124, number of RO within 10ms=4, number of SSB within 10ms =4
· Format C2: PRACH configuration index, 185, number of RO within 10ms =4, number of SSB within 10ms=4
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