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<Start of Change #1>
A.4.5.1	Radio link Monitoring

--- Unchanged clauses omitted ---

A.4.5.1.X	EN-DC Radio Link Monitoring Out-of-sync Test for FR1 PSCell configured with CSI-RS-based RLM in non-DRX mode when CD-SSB is outside active BWP
A.4.5.1.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used and when CD-SSB is outside active BWP. This test will partly verify the FR1 PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.4.5.1.5.
The test environment is the same as in A.4.5.1.5 with following exceptions in Table A.4.5.1.5.1-2.
The value of parameter “DL dedicated BWP configuration” is DLBWP.1.2. The value of parameter “UL dedicated BWP configuration” is ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as for A.4.5.1.5.2.
<End of Change #1>

<Start of Change #2>
A.4.6.4	L1-RSRP measurement for beam reporting

--- Unchanged clauses omitted ---

A.4.6.4.X	CSI-RS based L1-RSRP measurement when DRX is not used when CD-SSB is outside active BWP
A.4.6.4.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when CD-SSB is outside active BWP. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.2, with the testing configurations for NR cells in Table A.4.6.4.3.1-1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.4.6.4.3.
The test environment is the same as in A.4.6.4.3.2 with following exceptions in Table Table A.4.6.4.3.2-1.
The value of parameter “Dedicated BWP configuration” is DLBWP.1.2 and ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.6.6.4.3.3.
<End of Change #2>

<Start of Change #3>
A.5.5.1	Radio link Monitoring

--- Unchanged clauses omitted ---

A.5.5.1.X	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode when CD-SSB is outside active BWP
A.5.5.1.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used and when CD-SSB is outside active BWP. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.5.5.1.5.
The test environment is the same as in A.5.5.1.5.
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.5.5.1.5.2.
<End of Change #3>

<Start of Change #4>
A.5.6.3	L1-RSRP measurement for beam reporting

--- Unchanged clauses omitted ---

A.5.6.3.X	CSI-RS based L1-RSRP measurement when DRX is not used and when CD-SSB is outside active BWP
A.5.6.3.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when CD-SSB is outside active BWP. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.2, with the testing configurations for NR cells in Table A.5.6.3.3.1-1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.5.6.3.3.
The test environment is the same as in A.5.6.3.3 with following exceptions in Table A.5.6.3.3.2-1.
The value of parameter “Dedicated BWP configuration” is DLBWP.1.2 and ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.5.6.3.3.3.
<End of Change #4>

<Start of Change #5>
A.6.5.1	Radio link Monitoring

--- Unchanged clauses omitted ---

A.6.5.1.X	Radio Link Monitoring Out-of-sync Test for FR1 PCell configured with CSI-RS-based RLM in non-DRX mode when CD-SSB is outside active BWP
A.6.5.1.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used and when CD-SSB is outside active BWP. This test will partly verify the FR1 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.6.5.1.5.
The test environment is the same as in A.6.5.1.5 with following exceptions in Table A.6.5.1.5.1-2.
The value of parameter “DL dedicated BWP configuration” is DLBWP.1.2. The value of parameter “UL dedicated BWP configuration” is ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as for A.6.5.1.5.2.
<End of Change #5>

<Start of Change #6>
A.6.6.4	L1-RSRP measurement for beam reporting

--- Unchanged clauses omitted ---

A.6.6.4.X	CSI-RS based L1-RSRP measurement when DRX is not used when CD-SSB is outside active BWP
A.6.6.4.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when CD-SSB is outside active BWP. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.2, with the testing configurations for NR cells in Table A.6.6.4.3.1-1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.6.6.4.3.
The test environment is the same as in A.6.6.4.3.2 with following exceptions in Table Table A.6.6.4.3.2-1.
The value of parameter “Dedicated BWP configuration” is DLBWP.1.2 and ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.6.6.4.3.3.
<End of Change #6>

<Start of Change #7>
A.7.5.1	Radio link Monitoring

--- Unchanged clauses omitted ---

A.7.5.1.X	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode when CD-SSB is outside active BWP
A.7.5.1.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used and when CD-SSB is outside active BWP. This test will partly verify the FR2 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.7.5.1.5.
The test environment is the same as in A.7.5.1.5.
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.7.5.1.5.2.
<End of Change #7>

<Start of Change #8>
A.7.6.3	L1-RSRP measurement for beam reporting

--- Unchanged clauses omitted ---

A.7.6.3.X	CSI-RS based L1-RSRP measurement when DRX is not used and when CD-SSB is outside active BWP
A.7.6.3.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement when CD-SSB is outside active BWP. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.2, with the testing configurations for NR cells in Table A.7.6.3.3.1-1.
[bookmark: _GoBack]The test is for UE supporting rlm-BM-BFD-CSI-RS-OutsideActiveBWP-r18 and the UE is not required past legacy test in A.7.6.3.3.
The test environment is the same as in A.7.6.3.3 with following exceptions in Table A.7.6.3.3.2-1.
The value of parameter “Dedicated BWP configuration” is DLBWP.1.2 and ULBWP.1.2. 
Note: The starting PRB index of the SSB can be any possible PRB index of the RF channel BW occurring after the last PRB of the DL active BWP.
The test requirements are the same as in A.7.6.3.3.3.
<End of Change #8>

