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Topic #1: General aspects (work plan) (9.6.1)
Issue 1-1: Work plan for NR_RRM_Ph5 WI

· Work plan for whole WI in R4-2404368.
Agreement: The content of the work plan is agreeable.
Topic #2: FR2-1 SSB based L3 measurement delay reduction for connected mode (9.6.2)
Abbreviation: 
· BSF: beam sweeping factor 

Topic #2-1 L3 measurement delay reduction by optimizing Rx BSF for UE supporting multiple-Rx simultaneous reception
Issue 2-1-1: applicable scenarios of L3 measurement delay reduction by optimizing Rx BSF

WF for next meeting:
· FFS:
· L3 delay enhancements in Rel-19 by optimizing Rx BSF for UE supporting multi-rx simultaneous reception are applicable provided the target frequency layer to be measured is the only one in the single FR2-1 band and UE is configured [with one FR2-1 band].
· RAN4 to consider UE supporting FR2-1 power class 3 as first priority.



Issue 2-1-2: Conditions to apply L3 measurement delay reduction by optimizing Rx BSF

[Moderator note]: The condition here means in which case/condition/use-case/mode UE can apply the L3 measurement delay reduction by optimizing Rx BSF. 

WF for next meeting:
FFS：Conditions for UE to apply L3 measurement delay reduction by optimizing Rx BSF
· FFS: multi-Rx simultaneous reception of UE is in active mode, which is expected to follow the one specified in Rel-18 for multi-Rx simultaneous reception features
· FFS: UE’s mobility status, e.g., whether HST is precluded or not
· FFS: RRM measurement with two panels activated, two searchers are occupied by this single carrier 
· FFS: SSB processing delay/time for processing multiple beams received in a SMTC  
· FFS: Power consumption issue
· FFS: UE has prior knowledge on the cell to be measured 
· FFS: Rel-19 L3 measurement with multi-Rx DL reception is irrelevant to multi-TRP operation deployment
· FFS: Other conditions: cell-centre UE or cell-edge UE
· FFS: Simultaneous operation between multi-Rx simultaneous reception (L1) and L3 measurement delay reduction by optimizing Rx BSF.


Issue 2-1-3: UE measurement procedures to use L3 measurement delay reduction by optimizing Rx BSF

WF for next meeting:
FFS：Scenarios to use L3 measurement delay reduction by optimizing Rx BSF:
· FFS: SSB based Intra-frequency measurement without MG, including TPSS/SSS_sync_intra and TSSB_measurement_period_intra
· FFS: SSB based Intra-frequency measurement with MG, including TPSS/SSS_sync_intra and TSSB_measurement_period_intra
· FFS: SSB based Inter-frequency measurement without MG, including TPSS/SSS_sync_inter, TSSB_time_index_inter and TSSB_measurement_period_inter
· FFS: SSB based Inter-frequency measurement with MG, including TPSS/SSS_sync_inter,  TSSB_time_index_inter and TSSB_measurement_period_inter
· FFS: Handover 
· FFS: PSCell addition 
· FFS: RRC Re-establishment/RRC Connection Release with Redirection 
· FFS: SCell activation 
· FFS: SCG activation 
· FFS: CGI identification
· FFS: CSI-RS based intra-/inter-frequency measurements, the CSI-RS is configured associatedSSB
· The discussion on CSI-RS configured with associatedSSB could be revisited if SSB based L3 measurement delay reduction is concluded.
	
Topic #2-2 L3 measurement delay reduction by optimizing CSSF for UE not in multiple-Rx simultaneous reception mode 

Issue 2-2-1: Clarification on the bullets in WID for this CSSF optimization

Agreement:
Rel-19 discussion on CSSF optimization starts for the case UE is not capable of Rel-18 multi-Rx simulaeous reception, further discuss whether/how it can be applied to the case UE is capable of Rel-18 multi-Rx simulaeous reception but work in single-Rx currently.



Issue 2-2-2: UE measurement procedure to use L3 measurement delay reduction by optimizing CSSF

Agreement:
· Only consider CSSF outside MG case.
Proposal for further discussion:
· Scenarios to use L3 measurement delay reduction by optimizing CSSF:
· SSB based Intra-frequency measurement without MG, including TPSS/SSS_sync_intra and TSSB_measurement_period_intra
· SSB based Inter-frequency measurement without MG, including TPSS/SSS_sync_inter and TSSB_measurement_period_inter


Topic #2-3 Common aspects for L3 measurement delay reduction 
Issue 2-3-1: whether and/or which previous release feature shall also be considered in “FR2-1 SSB based L3 measurement delay reduction for connected mode”

FFS in next meeting:
· Moderator note: 
· encourage companies to provide view on which features in previous release shall be considered for “FR2-1 SSB based L3 measurement delay reduction for connected mode” by optimizing Rx beam sweeping factor
· encourage companies to provide view on which features in previous release shall be considered for “FR2-1 SSB based L3 measurement delay reduction for connected mode” by optimizing CSSF outside gap


