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<Start of Change 1>
[bookmark: _Toc120545041][bookmark: _Toc120545396][bookmark: _Toc120546012][bookmark: _Toc120606916][bookmark: _Toc120607270][bookmark: _Toc120607627][bookmark: _Toc120607990][bookmark: _Toc120608355][bookmark: _Toc120608735][bookmark: _Toc120609115][bookmark: _Toc120609506][bookmark: _Toc120609897][bookmark: _Toc120610298][bookmark: _Toc120611051][bookmark: _Toc120611460][bookmark: _Toc120611878][bookmark: _Toc120612298][bookmark: _Toc120612725][bookmark: _Toc120613154][bookmark: _Toc120613584][bookmark: _Toc120614014][bookmark: _Toc120614457][bookmark: _Toc120614916][bookmark: _Toc120615391][bookmark: _Toc120622599][bookmark: _Toc120623105][bookmark: _Toc120623743][bookmark: _Toc120624280][bookmark: _Toc120624817][bookmark: _Toc120625354][bookmark: _Toc120625891][bookmark: _Toc120626438][bookmark: _Toc120626994][bookmark: _Toc120627559][bookmark: _Toc120628135][bookmark: _Toc120628720][bookmark: _Toc120629308][bookmark: _Toc120629928][bookmark: _Toc120631459][bookmark: _Toc120632110][bookmark: _Toc120632760][bookmark: _Toc120633410][bookmark: _Toc120634060][bookmark: _Toc120634712][bookmark: _Toc120635364][bookmark: _Toc121754488][bookmark: _Toc121755158][bookmark: _Toc129109107][bookmark: _Toc129109772][bookmark: _Toc129110460][bookmark: _Toc130389580][bookmark: _Toc130390653][bookmark: _Toc130391341][bookmark: _Toc131625105][bookmark: _Toc137476538][bookmark: _Toc138873193][bookmark: _Toc138874779][bookmark: _Toc145525378][bookmark: _Toc153560503][bookmark: _Toc161647803]B.3	Extreme test environment
[bookmark: _Toc120635365][bookmark: _Toc121754489][bookmark: _Toc121755159][bookmark: _Toc129109108][bookmark: _Toc129109773][bookmark: _Toc129110461][bookmark: _Toc130389581][bookmark: _Toc130390654][bookmark: _Toc130391342][bookmark: _Toc131625106][bookmark: _Toc137476539][bookmark: _Toc138873194][bookmark: _Toc138874780][bookmark: _Toc145525379][bookmark: _Toc153560504][bookmark: _Toc161647804]B.3.1	Extreme test environment for SPRF
The manufacturer shall declare the following parameters supported by the equipment:
1)	minimum and maximum operating temperatures
2)	maximum and minimum power supply
When an extreme test environment is specified for a test, the SPRF shall be tested within the limits of the conditions stated in table B.3.1-1.
Table B.3.1-1: Limits of conditions for extreme test environment for SPRF declared by manufacturer (Optinal)
	Condition
	Declaration identifier for Mminimum condition
	Declaration identifier for Mmaximum condition

	Barometric pressure
	DE.1Declared by manufacturer
	DE.2Declared by manufacturer

	Relative humidity 
	DE.3Declared by manufacturer
	DE.4Declared by manufacturer

	Vibration
	DE.5Declared by manufacturer
	DE.6Declared by manufacturer

	Additional conditions
	DE.7Declared by manufacturer
	DE.8Declared by manufacturer

	NOTE: 	Additional extreme test conditions might be decided outside 3GPP, according to the specific mission requirements, together with operator and manufacturer customizations.
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