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1. [bookmark: _Hlk163241160]Introduction
PC2 for CA_n41C was added in Release 17, but it is not clear if CA_NS_04 A-MRP was addressed. Since PC1.5 for CA_n41C including A-MPR is in scope for the NR_ENDC_RF_Ph4 Work Item, we think that it is important to address the A-MPR requirements for PC2 CA_n41C also.
2. Discussion
PC2 for CA_n41C was added in Release 17, but it is not clear if CA_NS_04 A-MRP was addressed. To ensure UEs can meet US regulatory requirements for CA_n41C A-MPR requirements are needed. 
Observation 1: PC2 for CA_n41C has been defined, but it is not clear if CA_NS_04 A-MPR has been addressed.  
The WID objectives for the NR_ENDC_RF_Ph4 Work Item include the following: 
· Specify the generic requirements of high power UE (HPUE) for NR uplink (UL) CA in FR1 and EN-DC with NR FR1 bands
· Power class 1.5 (PC1.5) UE for NR TDD intra-band UL contiguous and non-contiguous CA with 2Tx
· Specify the requirements for intra-band UL contiguous CA with or without UL-MIMO
· Example band combinations: 
· CA_n41C, CA_n78C, CA_n77C, CA_n79C for intra-band uplink contiguous CA configurations
· Focus on the maximum output power (MOP), MPR/A-MPR requirements, SAR solution

Observation 2: A-MPR for CA_n41C is included in the WID for PC1.5 CA_n41C.
Proposal: A-MPR for CA_n41C with CA_NS_04 should be addressed if necessary in the NR_ENDC_RF_Ph4 WID.  
3. Summary
Observation 1: PC2 for CA_n41C has been defined, but it is not clear if CA_NS_04 A-MPR has been addressed.  
Observation 2: A-MPR for CA_n41C is included in the WID for PC1.5 CA_n41C.
Proposal: A-MPR for CA_n41C with CA_NS_04 should be addressed if necessary in the NR_ENDC_RF_Ph4 WID.  
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