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1 [bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK132][bookmark: OLE_LINK133]Introduction
[bookmark: _Ref516345544]At last meeting, RAN4 achieved the agreements on performance part of MG further enhancement WI. The agreements are captured in the WF [1]. In this contribution, we’ll discuss the remaining issues about test case design for part 1.
2 NCSG and Con-MGs test case 
In last meeting, RAN4 also defined the test case list for NCSG+Con-MGs with the open issues as follow.
	
< Way Forward >
FFS the following test cases:
	No
	Test case category
	Test purpose 
	Volunteering companies

	Con-NCSG TC4
	Event triggered reporting test on deactivated SCell in FR1 with concurrent gap and NCSG
	·       Intra-frequency cell search/measurement delay for deactivated SCC is met for Cell2 in NCSG, and Inter-frequency cell search/measurement delay for Cell3 in MG
·       UE receives data in Cell1 meeting scheduling restriction requirements, and UE will not cause any interruption on Cell1 outside VIL windows.
	 






Considering the full coverage of the NCSG usage in legacy Rel-17 NCSG test, the measurement with NCSG on deactivated SCC should be defined regardless of the conclusion on deactivated SCell measurement’s association.
[bookmark: _Ref160982926]Proposal 1: RAN4 to define TC4 to verify deactivated SCell behaviour in NCSG+ConMGs.
3 Conclusion
In the contribution, we discuss the test case design for Pre-MG, Con-MGs and NCSG. We have the following proposals:
Proposal 1: RAN4 to define TC4 to verify deactivated SCell behaviour in NCSG+ConMGs.
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