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Introduction
In this paper, we share our view for remaining RRM performance requirements issue about R18 FeMG WI.
Discussion
Intra-frequency measurement TC
In TS38.533, the spec clearly define the applicability rule for the legacy test case about intra-frequency measurement with gap and SSB is outside of active BWP. 
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If RAN4 agreed to define the test case for R18 NFG then same applicability rule should be applied or UE support FG 53-4 CSI-RS based L1 for Rel-18 WI of BWP without restriction. 
Proposal : If RAN4 agreed to define the intra-frequency without gap but SSB outside of BWP test case, the following applicability rule should be applied : 
1) capable of both 'CSI-RS based RLM' and 'BWP without restriction,' or
2) capable of FG 53-4 (CSI-RS based L1) for Rel-18 WI of BWP without Restriction

TC with DRX
Besides of DRX with interruption discussion in core requirement, it is not testable for no-gap interruption. Interruption can be only testable with continuous data transmission on PCell and check missing ACK/NCK ratio at TE side. If DRX is configured, first UE cannot receive continuous data transmission; second if UE decode PDCCH the UE will wake up. 
Therefore, interruption ratio cannot properly calculate unlike to no-DRX test case.
Observation : If DRX is configured, first UE cannot receive continuous data transmission; second if UE decode PDCCH the UE will wake up. Therefore, interruption ratio cannot properly calculate unlike to no-DRX test case.
Proposal : RAN4 do not define test with DRX configuration. 



Conclusions
Proposal : If RAN4 agreed to define the intra-frequency without gap but SSB outside of BWP test case, the following applicability rule should be applied : 
1) capable of both 'CSI-RS based RLM' and 'BWP without restriction,' or
2) capable of FG 53-4 (CSI-RS based L1) for Rel-18 WI of BWP without Restriction
Observation : If DRX is configured, first UE cannot receive continuous data transmission; second if UE decode PDCCH the UE will wake up. Therefore, interruption ratio cannot properly calculate unlike to no-DRX test case.
Proposal : RAN4 do not define test with DRX configuration. 
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6.6.1.6 NR SA FR1 event-triggered reporting with gap in non-DRX with SSB index
reading

6.6.1.6.1 Test purpose

The purpose of this test is to verify UE’s ability to make a correct reporting of an event within intra-frequency cell
search with gaps requirements.

6.6.1.6.2 ‘Test applicability

Thi plies to all types of NR UE release 15 onwards supporting 5GS NR SA FR1, CSI-RS-based RLM and BWP





