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Introduction
In this paper, we share our view on the remaining issues for fast SCell/SCG setup.
Discussion

	Issue 1-4: applicability of validity check
· Agreement: 
· FFS:
· Option 1: It is up to UE implementation whether to perform validity check for measurement which was performed during CONNECTED mode before UE enters IDLE/INACTIVE mode.
· Option 2: UE is not allowed to perform validity check for measurement which was performed during CONNECTED mode before UE enters IDLE/INACTIVE mode.
· It is RAN4 understanding that UE only needs to follow NW configuration for measurement and validity check.
· FG 39-x2 does not apply to any measurements during IDLE/INACTIVE but no included in configuration of R18 CA/DC setup improvement.
· UE is not required to report carriers which are not configured by NW.
Issue 1-5: X value and testing issue and impact to core requirements
· FFS:
· [bookmark: _Toc163503548]Proposal 1: Extend X value with uncertainty in core requirement. (Nokia)
1) Msg1 transmission occasion is unknown to TE. RSRP variation from X sec before T1 based test design is not definable




UE is only required to report what NW configure for candidate frequency. Then, how utilize measurement results which already measured during RRC CONNECTED is up to UE implementation. If UE is quickly switched from IDLE/INACITVE to CONNECTED mode and UE has measurement results for the candidate frequency during previous CONNECTED mode within X second then the results can be useful and beneficial to report. 
Proposal : It is up to UE implementation how to utilize measurement results which was performed during whether to perform validity check for target frequency measurement which was performed during previous CONNECTED mode but within X second before UE transmit msg 1.
Proposal : Issue 1-5 was related to test configuration. No need to change in core requirements. 
Conclusions
Proposal : It is up to UE implementation how to utilize measurement results which was performed during whether to perform validity check for target frequency measurement which was performed during previous CONNECTED mode but within X second before UE transmit msg 1.
Proposal : Issue 1-5 was related to test configuration. No need to change in core requirements. 
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