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<Unchanged skipped>
5.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 5.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 5.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	256QAM modulation scheme for PDSCH for FR1 (pdsch-256QAM-FR1)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 1-3)
Clause 5.2.3.1.1 (Test 1-3)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 1-3)
Clause 5.2.3.2.1 (Test 1-3)
	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.3
Clause 5.2.3.1.3
Clause 5.2.2.1.7
Clause 5.2.3.1.7
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.3
Clause 5.2.3.2.3
Clause 5.2.2.2.7
Clause 5.2.3.2.7
	

	Rate-matching around LTE CRS (rateMatchingLTE-CRS)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4
Clause 5.2.3.1.4
	For UEs supporting “Alternative additional DMRS position for co-existence with LTE CRS”, if Test 1-2 is tested, the test coverage can be considered fulfilled without executing Test 1-1. Otherwise, only Test 1-1 is tested.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.4
Clause 5.2.3.2.4
	

	Supported maximum number of ports across all configured NZP-CSI-RS resources per CC (maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Tests 1-1, 1-2)
Clause 5.2.3.1.1 (Tests 3-1, 4-1, 5-1)
Clause 5.2.3.1.4 (Tests 1-1, 1-2)
Clause 5.2.3.1.16(Tests 4-1,[4-2])
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports

	
	FR1 TDD
	PDSCH
	Clause 5.2.3.2.1	 (Test 3-1, 4-1, 5-1)
Clause 5.2.3.2.17(Tests 4-1,[4-2])
	

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.1.2
Clause 5.2.3.1.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1)
Clause 5.2.3.1.2
Clause 5.2.2.1.16(Tests 2-1, 2-2)
Clause 5.2.3.1.16(Tests 3-1,3-2,4-1,[4-2])
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.2.2
Clause 5.2.3.2.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1)
Clause 5.2.3.2.2
Clause 5.2.2.2.17(Tests 2-1, 2-2)
Clause 5.2.3.2.17(3-1,3-2,4-1,[4-2])
	The requirements specified in Clause 5.2.2.1.16, 5.2.3.1.16, 5.2.2.2.17 and 5.2.3.2.17 apply only in case the sum of MIMO layer for target UE and co-scheduled UE does not exceed target UE PDSCH MIMO layers capability.

	Support number of active TCI states per BWP per CC, including control and data (maxNumberActiveTCI-PerBWP)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
	The requirements apply only when maxNumberActiveTCI-PerBWP  is other than n1.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
	

	Support for maximum number of TRS resource sets per CC which the UE can track simultaneously (maxSimultaneousResourceSetsPerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
Clause 5.2.2.1.11
Clause 5.2.2.1.12
Clause 5.2.2.1.13
Clause 5.2.2.1.14
Clause 5.2.3.1.11
Clause 5.2.3.1.12
Clause 5.2.3.1.13
Clause 5.2.3.1.14
	The requirements apply only when maxSimultaneousResourceSetsPerCC ≥ 2

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
Clause 5.2.2.2.11
Clause 5.2.2.2.12
Clause 5.2.2.2.13
Clause 5.2.2.2.14
Clause 5.2.3.2.11
Clause 5.2.3.2.12
Clause 5.2.3.2.13
Clause 5.2.3.2.14
	



