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1	Introduction
[bookmark: _Toc160781306]This contribution is a text proposal for TR38.850[1] for adding PC2 of n3 and n7 in CA_n1A-n3A-n7A.
************************************* Start of TP*****************************************
5.x	CA_n1-n3-n7
[bookmark: _Toc160781307]5.x.1	UE maximum output power
Table 5.x.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration or
single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n1A-n3A-n7A
	n37
n77
CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	n37
n77
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	NOTE 7: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination



[bookmark: _Toc160781308]5.x.2	Reference sensitivity requirements
[bookmark: _Hlk165558154]For single UL PC2 n3 in CA_n1A-n3A:
-    The harmonic uplink and mixing interference of n3 does not fall into Rx frequencies of n1.
-    Cross band isolation interference of PC2 n3 does not fall into n1.

For single UL PC2 n7 in CA_n1A-n7A:
-    The harmonic uplink and mixing interference of n7 does not fall into Rx frequencies of n1 
-    Cross band isolation interference of PC2 n7 does not fall into n1.

For single UL PC2 n3 in CA_n3A-n7A:

-    The harmonic uplink and mixing interference of n7 does not fall into Rx frequencies of n3.
-    Cross band isolation interference of PC2 n7 does not fall into n3.
For single UL PC2 n7 in CA_n3A-n7A:
-    The harmonic uplink and mixing interference of n3 does not fall into Rx frequencies of n7.
-    Cross band isolation interference of PC2 n3 does not fall into n7.


[bookmark: _Toc120537594][bookmark: _Toc151408449]5.3.4	∆TIB and ∆RIB values
Not applicable

************************************* End of TP******************************************
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