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1 Introduction
This paper is TP for HPUE CA_n3A-n41A-n77(2A) with uplink CA_n77(2A) for TR 38.899[5].
The fallbacks including HPUE CA_n3A-n77(2A) and CA_n41A-n77(2A) with UL CA_n77(2A) have been specified and reflected in TR.899[5].
The following inter-band HPUE NR CA combinations with PC2 including single UL PC2 or dual ULs PC2 on band n41 or n77 are needed based on operator request were approved and included in the Big CR [3] to TS 38.101-1. 
CA_n3A-n41A-n77A with either n41 or n77

CA_n3A-n41A-n77(2A) with either n41 or n77 

CA_n3A-n41A-n77(2A) with CA_n3A-n41A, CA_n3A-n77A and CA_n41A-n77A

2 Text proposal
************************************* Start of TP *****************************************
-- Unaffected parts omitted –

6.24.1
Configurations
Table 6.24.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or

single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n3A-n41A-n77A
	n417

n777

CA_n3A-n41A7
CA_n3A-n77A7
CA_n41A-n77A7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n41A-n77(2A)
	n417

n777

CA_n3A-n41A7

CA_n3A-n77A7
CA_n41A-n77A7
CA_n77(2A) 7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	NOTE 7: 
Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination




************************************* End of TP*****************************************
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