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<< Unchanged sections omitted >>
<Start Of Change R4-2406124>
[bookmark: _Toc21099832][bookmark: _Toc29809630][bookmark: _Toc36645005][bookmark: _Toc37272059][bookmark: _Toc45884305][bookmark: _Toc53182328][bookmark: _Toc58860069][bookmark: _Toc58862573][bookmark: _Toc61182566][bookmark: _Toc66727879][bookmark: _Toc74961682][bookmark: _Toc75242593][bookmark: _Toc76544939][bookmark: _Toc82595039][bookmark: _Toc89955070][bookmark: _Toc98773493][bookmark: _Toc106201252][bookmark: _Toc115191105][bookmark: _Toc122012934][bookmark: _Toc124155753][bookmark: _Toc131537513][bookmark: _Toc137397720][bookmark: _Toc138881963]4.6	Manufacturer declarations
The following BS declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for the conducted requirements testing of the BS type 1-C and BS type 1-H.
For the BS type 1-H declarations required for the radiated requirements testing, refer to TS 38.141-2 [3].
Table 4.6-1 Manufacturer declarations for BS type 1-C and BS type 1-H conducted test requirements
	Declaration identifier
	Declaration
	Description
	Applicability

	
	
	
	BS type 1-C
	BS type 1-H

	D.1
	BS requirements set
	Declaration of one of the NR base station requirement's set as defined for BS type 1-C, or BS type 1-H.
	x
	x

	D.2
	BS class
	BS class of the BS, declared as Wide Area BS, Medium Range BS, or Local Area BS.
	x
	x

	D.3
	Operating bands and frequency ranges
	List of NR operating band(s) supported by single-band connector(s) and/or multi-band connector(s) of the BS and if applicable, frequency range(s) within the operating band(s) that the BS can operate in. 
Declarations shall be made per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.4
	Spurious emission category
	Declare the BS spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [5]. 
	x
	x

	D.5
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.6.4.5.6 apply. (Note 3, Note 6).
	x
	x

	D.6
	Co-existence with other systems
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA, PHS and/or NR operating in another band are deployed. 
	x
	x

	D.7
	Co-location with other base stations
	The manufacturer shall declare whether the BS under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or NR operating in another band. 
	x
	x

	D.8
	Single band connector or multi-band connector
	Declaration of the single band or multi-band capability of single band connector(s) or multi-band connector(s), declared for every connector.
	x
	x

	D.9
	Contiguous or non-contiguous spectrum operation support
	Ability to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier. Declared per single band connector or multi-band connector, per operating band.
	x
	x

	D.10
	void
	void
	x
	x

	D.11
	Maximum Base Station RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band for single-band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 2)
	x
	x

	D.12
	Maximum Base Station RF Bandwidth for multi-band operation
	Maximum Base Station RF Bandwidth for multi-band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.13
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.27). 
	x
	x

	D.14
	NR supported channel bandwidths and SCS
	NR supported SCS and channel bandwidths per supported SCS. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.15
	CA only operation
	Declaration of CA-only operation (with equal power spectral density among carriers) but not multiple carriers, declared per operating band per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.16
	Single or multiple carrier
	Capable of operating with a single carrier (only) or multiple carriers. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.17
	Maximum number of supported carriers per operating band in single band operation
	Maximum number of supported carriers per supported operation band in single band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 2)
	x
	x

	D.18
	Maximum number of supported carriers per operating band in multi-band operation
	Maximum number of supported carriers per supported operation band in multi-band operation. (Note 2)
	x
	x

	D.19
	Total maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers for all supported operating bands in multi-band operation. Declared for all connectors (D.18).
	x
	x

	D.20
	Other band combination multi-band restrictions
	Declare any other limitations under simultaneous operation in the declared band combinations (D.35) for each multi-band connector which have any impact on the test configuration generation.
Declared for every multi-band connector.
	x
	x

	D.21
	Rated carrier output power (Prated,c,AC, or Prated,c,TABC)
	Conducted rated carrier output power, per single band connector or multi-band connector.
Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H. (Note 1, 2, 7)
	x
	x

	D.22
	Rated total output power (Prated,t,AC, or Prated,t,TABC)
	Conducted total rated output power.
Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
For multi-band connectors declared for each supported operating band in each supported band combination. (Note 1, 2, 7)
	x
	x

	D.23
	Rated multi-band total output power, Prated,MB,TABC
	Conducted multi-band rated total output power.
Declared per supported operating band combinations, per multi-band connector. (Note 1, 7)
	x
	x

	D.24
	Ncells
	Number corresponding to the minimum number of cells that can be transmitted by a BS in a particular operating band with transmission on all TAB connectors supporting the operating band. 
	
	x

	D.25
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.26
	Maximum supported power difference between carriers is different operating bands
	Supported power difference between any two carriers in any two different supported operating bands. Declared per supported operating band combination, per multi-band connector.
	x
	x

	D.27
	Operating band combination support
	List of operating bands combinations supported by single-band connector(s) and/or multi-band connector(s) of the BS. Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.28
	void 
	void
	x
	x

	D.29
	Intra-system interfering signal declaration list
	List of single band connector(s) or multi-band connector(s) for which an intra-system interfering signal level is required to be declared. Declaration is required if the intra-system interfering signal level is larger than the co-location interfering signal level.
	
	x

	D.30
	Intra-system interfering signal level
	The interfering signal level in dBm. Declared per supported operating band, per TAB connector for BS type 1-H covered by D.29.
	
	x

	D.31
	TAE groups
	Set of declared TAB connector beam forming groups on which the TAE requirements apply.
All TAB connectors belong to at least one TAB connector beam forming group (even if it's a TAB connector beam forming group consisting of one connector).
The smallest possible number of TAB connector beam forming groups need to be declared such that there is no TAB connector not contained in at least one of the declared TAB connector beam forming groups.
Declared per supported operating band.
	
	x

	D.32
	Equivalent connectors
	List of antenna connectors of BS type 1-C, or TAB connector of BS type 1-H, which have been declared equivalent.
Equivalent connectors imply that the antenna connector of BS type 1-C, or TAB connector of BS type 1-H, are expected to behave in the same way when presented with identical signals under the same operating conditions. All declarations made for the antenna connector of BS type 1-C, or TAB connector of BS type 1-H are identical and the transmitter unit and/or receiver unit driving the antenna connector of BS type 1-C or TAB connector of BS type 1-H are of identical design.
	x
	x

	D.33
	TAB connector RX min cell group

	Declared as a group of TAB connectors to which RX requirements are applied. This declaration corresponds to group of TAB connectors which are responsible for receiving a cell when the BS type 1-H setting corresponding to the declared minimum number of cells (Ncells) with transmission on all TAB connectors supporting an operating band.
	
	x

	D.34
	TAB connector TX min cell group
	Declared group of TAB connectors to which TX requirements are applied. This declaration corresponds to group of TAB connectors which are responsible for transmitting a cell when the BS type 1-H setting corresponding to the declared minimum number of cells (Ncells) with transmission on all TAB connectors supporting an operating band.
	
	x

	D.35
	Connecting network loss range for BS testing with ancillary RF amplifiers
	Declaration of the range of connecting network losses (in dB) for BS type 1-C testing with ancillary Tx RF amplifier only, or with Rx RF amplifier only, or with combined Tx/Rx RF amplifiers. (Note 4)
	x
	

	D.36
	Relation between supported maximum RF bandwidth, number of carriers and Rated total output power
	If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated total output power;
-	The reduced total output power at the maximum number of supported carriers.
	x
	x

	D.37
	TAB connectors used for performance requirement testing
	To reduce test complexity, declaration of a representative (sub)set of TAB connectors to be used for performance requirement test purposes. At least one TAB connector mapped to each demodulation branch is declared.
	
	x

	D.38
	Inter-band CA 
	Band combinations declared to support inter-band CA (per CA capable multi-band connector(s), as in D.15).
Declared for every multi-band connector which support CA.
	x
	x

	D.39
	Intra-band contiguous CA 
	Bands declared to support intra-band contiguous CA (per CA capable single band connector(s) or multi-band connector(s), as in D.15).
Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.40
	Intra-band non-contiguous CA
	Bands declared to support intra-band non-contiguous CA (per CA capable single band connector(s) or multi-band connector(s), as in D.15).
Declared per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	D.41
	NB-IoT operation
	Manufacturer shall declare the support of NB-IoT operation in NR in-band and the number of supported NB-IoT carriers in total and for each supported band, frequency range and channel bandwidth.
	x
	

	D.42
	NB-IoT sub-carrier spacing
	If the BS supports NB-IoT operation in NR in-band, manufacturer shall declare if it supports 15 kHz sub-carrier spacing, 3.75 kHz sub-carrier spacing, or both for NPUSCH.
	x
	

	D.43
	NB-IoT power dynamic range
	If the BS supports NB-IoT operation in NR in-band, manufacturer shall declare the maximum power dynamic range it could support with a minimum of +6dB or +3dB as specified in clause 6.3.4 of TS 38.104 [2] (Note 5).
	x
	

	D.100
	PUSCH mapping type
	Declaration of the supported PUSCH mapping type as specified in TS 38.211 [17], i.e., type A, type B or both.
	x
	x

	D.101
	PUSCH additional DM-RS positions 
	Declaration of the supported additional DM-RS position(s), i.e., pos0, pos1 or both.
	
	

	D.102
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [17], i.e., format 0, format 1, format 2, format 3, format 4.
	x
	x

	D.103
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [17], i.e., 15 kHz, 30 kHz or both.
	x
	x

	D.104
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	x
	x

	D.105
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	x
	x

	D.106
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	x
	x

	D.107
	UL CA
	For the highest supported SCS, declaration of the carrier combination with the largest aggregated bandwidth. If there is more than one combination, the carrier combination with the largest number of carriers shall be declared.
	x
	x

	D.108
	High speed train
	Declaration of high speed train scenario support, i.e. HST support or no HST support
	x
	x

	D.109
	Maximum speed of high speed train for PUSCH
	Declaration of supported maximum speed for high speed train scenario, i.e. 350 km/h or 500 km/h. 
This declaration is applicable to PUSCH for high speed train and UL timing adjustment only if BS declares to support high speed train in D.108.
	x
	X

	D.110
	PRACH format for high speed train
	Declaration of supported PRACH format(s) for high speed train scenario, i.e. format 0 restricted set type A, format 0 restricted set type B, format A2, format B4, format C2.
This declaration is applicable to PRACH for high speed train only if BS declares to support high speed train in D.108.
	x
	x

	D.111
	Interlaced formats
	Declaration of support of interlaced PUSCH and PUCCH formats.
	x
	x

	D.112
	PRACH format with LRA = 1151 for 15 kHz SCS and LRA = 571 for 30 kHz SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: A2, B4, C2.
 
Declaration of the supported SCS(s) per supported PRACH format as specified in TS 38.211 [17], i.e., 15 kHz, 30 kHz or both.
	x
	x

	D.113
	CG-UCI
	Declaration of support of GC-UCI multiplexed on PUSCH as specified in TS 38.211 [17].  
	x
	x

	D.114
	2-step RA
	Declaration of support of 2-step RA type. 
	x
	x

	D.115
	PUSCH 256QAM
	Declaration of PUSCH 256QAM support
	x
	x

	D.116
	PUCCH sub-slot based repetition formats
	Declaration of PUCCH sub-slot based repetition formats
	x
	x

	D.117
	PUSCH TB over Multi-slots
	BS support TBoMS over physical consecutive UL slots
	x
	x

	D.118
	PUSCH TB over Multi-slots
	BS support TBoMS over physical non-consecutive UL slots
	x
	x

	D.119
	Supported SCS for TDD PUSCH DM-RS bundling and PUCCH DM-RS bundling
	Declaration of supported SCS for TDD PUSCH DM-RS bundling and and PUCCH DM-RS bundling and, i.e. {15kHz, 30kHz, 60kHz 120kHz}
	x
	x

	D.120
	Supported FDD PUSCH DM-RS bundling and and PUCCH DM-RS bundling and
	Declaration of supporting FDD PUSCH DM-RS bundling and PUCCH DM-RS bundling
	x
	x

	D.121
	MCS index table 3
	Declaration of support MCS index table 3 as specified in TS 38.214 [18]. 
	x
	x

	D.122
	PUSCH repetition type A
	Declaration of support PUSCH repetition type A
	x
	x

	D.123
	[PRACH format and SCS for Multiple PRACH transmission]

	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17] for Multiple PRACH transmission, i.e., format: A2, B4, C2.
	x
	x

	NOTE 1:	If a BS is capable of 1024QAM DL operation then up to three rated output power declarations may be made. One declaration is applicable when configured for 1024QAM transmissions, a different declaration is applicable when configured 256QAM transmissions and the other declaration is applicable when configured neither for 256QAM nor 1024QAM transmissions.
NOTE 2:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared. When separately declared, they shall still use the same declaration identifier.
NOTE 3:	If BS is declared to support Band n20 (D.3), the manufacturer shall declare if the BS may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared.
NOTE 4:	This manufacturer declaration is optional. 
NOTE 5:	This manufacturer may declare two values, one with a minimum of +6dB and the other with a minimum of +3dB.
NOTE 6:	If BS is declared to support Band n24 (D.3), the manufacturer shall declare if the BS may operate in geographical areas where FCC regulations apply. Additionally, related declarations of the emission levels and maximum output power shall be declared.
NOTE 7:	If a BS is capable of 256QAM DL operation but not capable of 1024QAM DL operation then up to two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions, and the other declaration is applicable when not configured for 256QAM transmissions



<End of Change R4-2406124>

<< Unchanged sections omitted >>
<Start Of Change R4-2406124>
8.1.2.11	Applicability of performance requirements for Multiple PRACH transmission
8.1.2.11.1	Applicability of requirements for different formats
Unless otherwise stated, Multiple PRACH transmission requirements shall apply only for each PRACH format declared to be supported (see D.123 in table 4.6-1).
8.1.2.11.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with short sequence for Multiple PRACH transmission requirements declared to be supported, for each FR, the tests shall apply only for the smallest supported subcarrier spacing in the FR (see D.123 in table 4.6-1). 
8.1.2.11.3	Applicability of requirements for different channel bandwidths
Unless otherwise stated, for the subcarrier spacing to be tested, Multiple PRACH transmission requirements shall apply only for anyone channel bandwidth declared to be supported (see D.14 in table 4.6-1).

<End of Change R4-2406124>
<< Unchanged sections omitted >>
<Start Of Change R4-2406125>
[bookmark: _Toc21100209][bookmark: _Toc29810007][bookmark: _Toc36645400][bookmark: _Toc37272454][bookmark: _Toc45884700][bookmark: _Toc53182732][bookmark: _Toc58860516][bookmark: _Toc58863020][bookmark: _Toc61183005][bookmark: _Toc66728320][bookmark: _Toc74962196][bookmark: _Toc75243106][bookmark: _Toc76545452][bookmark: _Toc82595555][bookmark: _Toc89955586][bookmark: _Toc98774013][bookmark: _Toc106201774][bookmark: _Toc115191628][bookmark: _Toc122013517][bookmark: _Toc124156336][bookmark: _Toc131538096][bookmark: _Toc137398303][bookmark: _Toc156576521]8.4	Performance requirements for PRACH
[bookmark: _Toc21100210][bookmark: _Toc29810008][bookmark: _Toc36645401][bookmark: _Toc37272455][bookmark: _Toc45884701][bookmark: _Toc53182733][bookmark: _Toc58860517][bookmark: _Toc58863021][bookmark: _Toc61183006][bookmark: _Toc66728321][bookmark: _Toc74962197][bookmark: _Toc75243107][bookmark: _Toc76545453][bookmark: _Toc82595556][bookmark: _Toc89955587][bookmark: _Toc98774014][bookmark: _Toc106201775][bookmark: _Toc115191629][bookmark: _Toc122013518][bookmark: _Toc124156337][bookmark: _Toc131538097][bookmark: _Toc137398304][bookmark: _Toc156576522]8.4.1	PRACH false alarm probability and missed detection
[bookmark: _Toc21100211][bookmark: _Toc29810009][bookmark: _Toc36645402][bookmark: _Toc37272456][bookmark: _Toc45884702][bookmark: _Toc53182734][bookmark: _Toc58860518][bookmark: _Toc58863022][bookmark: _Toc61183007][bookmark: _Toc66728322][bookmark: _Toc74962198][bookmark: _Toc75243108][bookmark: _Toc76545454][bookmark: _Toc82595557][bookmark: _Toc89955588][bookmark: _Toc98774015][bookmark: _Toc106201776][bookmark: _Toc115191630][bookmark: _Toc122013519][bookmark: _Toc124156338][bookmark: _Toc131538098][bookmark: _Toc137398305][bookmark: _Toc156576523]8.4.1.1	Definition and applicability
The performance requirement of PRACH for preamble detection is determined by the two parameters: total probability of false detection of the preamble (Pfa) and the probability of detection of preamble (Pd). The performance is measured by the required SNR at probability of detection, Pd of 99%. Pfa shall be 0.1% or less.
Pfa is defined as a conditional total probability of erroneous detection of the preamble (i.e. erroneous detection from any detector) when input is only noise.
Pd is defined as conditional probability of detection of the preamble when the signal is present. The erroneous detection consists of several error cases – detecting only different preamble(s) than the one that was sent, not detecting any preamble at all, or detecting the correct preamble but with the out-of-bounds timing estimation value.
[bookmark: _Toc21100213][bookmark: _Toc29810011][bookmark: _Toc36645404][bookmark: _Toc37272458][bookmark: _Toc45884704][bookmark: _Toc53182736][bookmark: _Toc58860520][bookmark: _Toc58863024][bookmark: _Toc61183009][bookmark: _Toc66728324]For AWGN and TDLC300-100, and TDLA30-10, a timing estimation error occurs if the estimation error of the timing of the strongest path is larger than the time error tolerance values given in table 8.4.1.1-1.
Table 8.4.1.1-1: Time error tolerance for AWGN and TDLC300-100
	PRACH 
	PRACH SCS 
	Time error tolerance

	preamble
	(kHz)
	AWGN
	TDLC300-100
	TDLA30-10

	0
	1.25
	1.04 us
	2.55 us
	N/A

	A1, A2, A3, B4,
	15
	0.52 us
	2.03 us
	0.67 us

	C0, C2
	30
	0.26 us
	1.77 us
	0.41 us


[bookmark: _Toc21100212][bookmark: _Toc29810010]
The test preambles for normal mode are listed in table A.6-1. The test preambles for high speed train restricted set type A are listed in table A.6-3 and the test preambles for high speed train restricted set type B are listed in table A.6-4. The test preambles for high speed train short formats are listed in table A.6-5. The test preambles for PRACH with LRA=1151 and LRA=571 are listed in table A.6-6. The test preambles for multiple PRACH transmission are listed in table A.6-7.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2. The performance requirements for high speed train (table 8.4.1. 6-1 to 8.4.1.6-4) and multiple PRACH transmission (table 8.4.1.8-1 to 8.4.1.8-2) are optional.
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The minimum requirement is in TS 38.104 [2] clause 8.4.1.2, 8.4.2.2, 8.4.2.3, 8.4.2.4 and 8.4.2.5.
[bookmark: _Toc74962200][bookmark: _Toc75243110][bookmark: _Toc76545456][bookmark: _Toc82595559][bookmark: _Toc89955590][bookmark: _Toc98774017][bookmark: _Toc106201778][bookmark: _Toc115191632][bookmark: _Toc122013521][bookmark: _Toc124156340][bookmark: _Toc131538100][bookmark: _Toc137398307][bookmark: _Toc156576525]8.4.1.3	Test purpose
The test shall verify the receiver's ability to detect PRACH preamble under static conditions and multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100214][bookmark: _Toc29810012][bookmark: _Toc36645405][bookmark: _Toc37272459][bookmark: _Toc45884705][bookmark: _Toc53182737][bookmark: _Toc58860521][bookmark: _Toc58863025][bookmark: _Toc61183010][bookmark: _Toc66728325][bookmark: _Toc74962201][bookmark: _Toc75243111][bookmark: _Toc76545457][bookmark: _Toc82595560][bookmark: _Toc89955591][bookmark: _Toc98774018][bookmark: _Toc106201779][bookmark: _Toc115191633][bookmark: _Toc122013522][bookmark: _Toc124156341][bookmark: _Toc131538101][bookmark: _Toc137398308][bookmark: _Toc156576526]8.4.1.4	Method of test
[bookmark: _Toc21100215][bookmark: _Toc29810013][bookmark: _Toc36645406][bookmark: _Toc37272460][bookmark: _Toc45884706][bookmark: _Toc53182738][bookmark: _Toc58860522][bookmark: _Toc58863026][bookmark: _Toc61183011][bookmark: _Toc66728326][bookmark: _Toc74962202][bookmark: _Toc75243112][bookmark: _Toc76545458][bookmark: _Toc82595561][bookmark: _Toc89955592][bookmark: _Toc98774019][bookmark: _Toc106201780][bookmark: _Toc115191634][bookmark: _Toc122013523][bookmark: _Toc124156342][bookmark: _Toc131538102][bookmark: _Toc137398309][bookmark: _Toc156576527]8.4.1.4.1	Initial conditions
Test environment: Normal; see annex B.2.
[bookmark: _Toc21100216]RF channels to be tested: for single carrier: M; see clause 4.9.1.
[bookmark: _Toc29810014][bookmark: _Toc36645407][bookmark: _Toc37272461][bookmark: _Toc45884707][bookmark: _Toc53182739][bookmark: _Toc58860523][bookmark: _Toc58863027][bookmark: _Toc61183012][bookmark: _Toc66728327][bookmark: _Toc74962203][bookmark: _Toc75243113][bookmark: _Toc76545459][bookmark: _Toc82595562][bookmark: _Toc89955593][bookmark: _Toc98774020][bookmark: _Toc106201781][bookmark: _Toc115191635][bookmark: _Toc122013524][bookmark: _Toc124156343][bookmark: _Toc131538103][bookmark: _Toc137398310][bookmark: _Toc156576528]8.4.1.4.2	Procedure
1)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in annex D.5 and D.6 for BS type 1-C and BS type 1-H respectively.
2)	Adjust the AWGN generator, according to the SCS and channel bandwidth.

Table 8.4.1.4.2-1: AWGN power level at the BS input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15 
	5
	-83.5 dBm / 4.5MHz

	
	10
	-80.3 dBm / 9.36MHz

	
	20
	-77.2 dBm / 19.08MHz

	30 
	10
	-80.6 dBm / 8.64MHz

	
	20
	-77.4 dBm / 18.36MHz

	
	40
	-74.2 dBm / 38.16MHz

	
	100
	-70.1 dBm / 98.28MHz

	NOTE: The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.



[bookmark: _MON_1599395227]3)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameter msg1-FrequencyStart is set to 0.
4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex G.
5)	Adjust the frequency offset of the test signal according to table 8.4.1.5-1 or 8.4.1.5-2 or 8.4.1.5-3 or 8.4.1.6-1 or 8.4.1.6-2 or 8.4.1.6-3 or 8.4.1.6-4 or 8.4.1.7-1 or 8.4.1.7-2 or 8.4.1.8.1 or 8.4.1.8.2.
6)	Adjust the equipment so that the SNR specified in table 8.4.1.5-1 or 8.4.1.5-2 or 8.4.1.5-3 or 8.4.1.6-1 or 8.4.1.6-2 or 8.4.1.6-3 or 8.4.1.6-4 or 8.4.1.7-1 or 8.4.1.7-2 or 8.4.1.8.1 or 8.4.1.8.2 is achieved at the BS input during the PRACH preambles.
7)	The test signal generator sends a preamble and the receiver tries to detect the preamble. This pattern is repeated as illustrated in figure 8.4.1.4.2-1. The preambles are sent with certain timing offsets as described below. The following statistics are kept: the number of preambles detected in the idle period and the number of missed preambles.


Figure 8.4.1.4.2-1: PRACH preamble test pattern
The timing offset base value for PRACH preamble format 0 is set to 50% of Ncs. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.9us. Then the loop is being reset and the timing offset is set again to 50% of Ncs. The timing offset scheme for PRACH preamble format 0 is presented in figure 8.4.1.4.2-2.


Figure 8.4.1.4.2-2: Timing offset scheme for PRACH preamble format 0
The timing offset base value for PRACH preamble format A1, A2, A3, B4, C0 and C2 is set to 0. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.8 us. Then the loop is being reset and the timing offset is set again to 0. The timing offset scheme for PRACH preamble format A1, A2, A3, B4, C0 and C2 is presented in figure 8.4.1.4.2-3.


Figure 8.4.1.4.2-3: Timing offset scheme for PRACH preamble format A1 A2, A3, B4, C0 and C2
[bookmark: _Toc21100217][bookmark: _Toc29810015][bookmark: _Toc36645408][bookmark: _Toc37272462][bookmark: _Toc45884708][bookmark: _Toc53182740][bookmark: _Toc58860524][bookmark: _Toc58863028][bookmark: _Toc61183013][bookmark: _Toc66728328][bookmark: _Toc74962204][bookmark: _Toc75243114][bookmark: _Toc76545460][bookmark: _Toc82595563][bookmark: _Toc89955594][bookmark: _Toc98774021][bookmark: _Toc106201782][bookmark: _Toc115191636][bookmark: _Toc122013525][bookmark: _Toc124156344][bookmark: _Toc131538104][bookmark: _Toc137398311][bookmark: _Toc156576529]8.4.1.5	Test requirement for Normal Mode
<< Unchanged sections omitted >>
[bookmark: _Toc74962206][bookmark: _Toc75243116][bookmark: _Toc76545462][bookmark: _Toc82595565][bookmark: _Toc89955596][bookmark: _Toc98774023][bookmark: _Toc106201784][bookmark: _Toc115191638][bookmark: _Toc122013527][bookmark: _Toc124156346][bookmark: _Toc131538106][bookmark: _Toc137398313][bookmark: _Toc156576531]8.4.1.8	Test requirement for multiple PRACH transmission
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.8-1 and 8.4.1.8-2.
Table 8.4.1.8-1: Missed detection requirements for multiple PRACH transmission, 15 kHz SCS in FR1
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	TDLC300-100 Low
	400 Hz
	TBD
	TBD
	TBD


.
Table 8.4.1.8-2: Missed detection requirements for multiple PRACH transmission, 30 kHz SCS in FR1
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	TDLC300-100 Low
	400 Hz
	TBD
	TBD
	TBD



<End of Change R4-2406125>

<< Unchanged sections omitted >>
<Start Of Change R4-2405200>
[bookmark: _Toc21100224][bookmark: _Toc137398322][bookmark: _Toc89955605][bookmark: _Toc124156355][bookmark: _Toc122013536][bookmark: _Toc58863038][bookmark: _Toc37272469][bookmark: _Toc98774032][bookmark: _Toc76545471][bookmark: _Toc106201793][bookmark: _Toc156576540][bookmark: _Toc53182748][bookmark: _Toc75243125][bookmark: _Toc74962215][bookmark: _Toc29810022][bookmark: _Toc82595574][bookmark: _Toc66728338][bookmark: _Toc131538115][bookmark: _Toc45884716][bookmark: _Toc115191647][bookmark: _Toc61183023][bookmark: _Toc36645415][bookmark: _Toc58860534]A.6	PRACH test preambles
Table A.6-1 Test preambles for Normal Mode in FR1
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	13
	22
	32

	A1, A2, A3, 
	15
	23
	0
	0

	B4, C0, C2
	30
	46
	0
	0



Table A.6-2: Void

Table A.6-3: Test preambles for high speed train restricted set type A
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	15
	384
	0



Table A.6-4: Test preambles for high speed train restricted set type B
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	15
	30
	30



Table A.6-5: Test preambles for high speed train short formats
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A2, B4, C2
	15
	23
	0
	0

	
	30
	46
	0
	0



Table A.6-6: Test preambles for PRACH with LRA=1151 and LRA=571
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A2, B4, C2
	15
	164
	0
	0

	
	30
	190
	0
	0



Table A.6-7: Test preambles for normal mode PRACH with repetitions, LRA=139 in FR1
	Burst format
	SCS (kHz)
	Ncs
	No. Repetitions
	Logical sequence index
	v

	 A2, B4, C2
	15
	23
	2
	0
	0

	
	30
	46
	2
	0
	0




<End of Change R4-2405200>
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