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<Start of change 1>
[bookmark: _Toc535476556]A.6.5.5.X	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in non-DRX mode for a UE operating on a cell with less than 5 MHz BW
[bookmark: _Toc535476557]A.6.5.5.X.1	Test Purpose and Environment
The purpose of this test is to verify that the UE supporting [FG-x capability] properly detects SSB-based beam failure in the set q0 configured for a serving cell operating on a less than 5MHz bandwidth, and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
Supported test configurations are specified in Table A.6.5.5.X.1-1. General test parameters as specified in Table A.6.5.5.1.1-2 with config 1 apply except those specified in Table A.6.5.5.X.1-2. Cell specific test parameters as specified in Table A.6.5.5.1.1-3 apply except those specified in Table A.6.5.5.X.1-3.
The test procedure specified in A.6.5.5.1.1 applies to this test.

Table A.6.5.5.X.1-1: Supported test configurations for FR1 PCell 
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 3 MHz bandwidth



Table A.6.5.5.X.1-2: General test parameters for FR1 PCell 
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	BWchannel
	Config 1
	MHz
	3: NRB,c = 15
	

	SSB Configuration
	Config 1
	
	TBD
	

	PRACH Configuration
	Config 1
	
	TBD
	

	Beam failure detection transmission parameters
	Number of Control OFDM symbols
	
	3
	

	
	Aggregation level 
	CCE
	8
	

	
	Mapping from REG to CCE
	
	[Non-Distributed]
	

	T1
	s
	TBD
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	TBD
	

	T3
	s
	TBD
	

	T4
	s
	TBD
	

	T5
	s
	TBD
	

	D1
	s
	TBD
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.6.5.5.1.1-3: Cell specific test parameters for FR1 PCell 
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	SNR_SSB of set q0
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD

	SNR_SSB of set q1
	Config 1
	dB
	TBD
	TBD
	TBD
	TBD
	TBD

	SSB_RP of set q1
	Config 1
	dBm/SCS kHz
	TBD
	TBD
	TBD
	TBD
	TBD



[bookmark: _Toc535476558]
A.6.5.5.X.2	Test Requirements
Test requirements specified in Clause A.6.5.5.1.2 apply to this test.
<End of change 1>

