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<<Start of Change>>
5.5	Configuration
5.5A	Configuration for CA
5.5A.1	Inter-band CA configurations between FR1 and FR2
Table 5.5A.1-1a: Void
Table 5.5A.1-1b: Void
Table 5.5A.1-1c: Void
Table 5.5A.1-1d: Void
Table 5.5A.1-1e: Void
Table 5.5A.1-1f: Void
Table 5.5A.1-1g: Void
Table 5.5A.1-1h: Void
Table 5.5A.1-1i: Void
Table 5.5A.1-1j: Void
Table 5.5A.1-1k: Void
Table 5.5A.1-1l: Void
Table 5.5A.1-1m: Void
Table 5.5A.1-1n: Void
Table 5.5A.1-1o: Void
Table 5.5A.1-1p: Void
Table 5.5A.1-2: Void
Table 5.5A.1-3: Void
Table 5.5A.1-4: Void

5.5A.1.0	General
The configurations for operating bands for CA including Band n41 also apply for the corresponding operating bands for CA with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said configuration for operating bands for CA with Band n90 are not listed in the tables below but are covered by this specification.
The configuration tables for CA describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contains all possible defined channel bandwidths for each FR1 band in the combination. The fact that BCS4 and BCS5 contains all channel bandwidths for each FR1 band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 of TS 38.101-1 [2] for a given release are still optional for UEs that support BCS4 or BCS5, where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. The minimum bandwidth per CC and maximum aggregated FDD, TDD and total bandwidth per band combination may be indicated only for BCS5 and BCS5 as described in 38.306 [11] shall not be indicated together with BCS4 for a CA configuration. For inter-band CA combinations including intra-band CA and with BCS4 or BCS5 in the following configuration tables, the Bandwidth Combination Sets for the FR1 intra-band CA are BCS4 or BCS5, respectively, and the Bandwidth Combination Sets for the FR2 intra-band CA are BCS0.

In the CA configuration tables of clause 5.5A.1:
· Uplink CA configuration entries with "-" mean that any valid constituent band of the downlink inter-band CA combination can be configured as a single uplink carrier,
· Unless otherwise noted, all of the valid downlink constituent bands can be configured as a single uplink carrier,
· If an uplink CA configuration is supported, its fallback single uplink is also supported.
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