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In table 4.6-1, the requirement applicability for each requirement set is defined. For each requirement, the applicable requirement clause in the specification is identified. Requirements not included in a requirement set is marked not applicable (NA).
Table 4.6-1: Requirement set applicability
	Requirement
	Requirement set

	
	SAN type 1-H
	SAN type 1-O
	SAN type 2-O

	SAN output power
	6.2
	
	

	Output power dynamics 
	6.3
	
	

	Transmit ON/OFF power 
	NA
	
	

	Frequency error
	6.5.1
	
	

	Modulation quality
	6.5.2
	
	

	Time alignment error
	NA
	
	

	Occupied bandwidth
	6.6.2
	
	

	ACLR
	6.6.3
	
	

	Out-of-band emissionsOperating band unwanted emissions
	6.6.4
	
	

	Transmitter spurious emissions
	6.6.5
	
	

	Transmitter intermodulation 
	NA
	NA
	NA

	Reference sensitivity level
	7.2
	
	

	Dynamic range 
	7.3
	
	

	ACS 
	7.4.1
	
	

	In-band blocking 
	NA
	
	

	Out-of-band blocking 
	7.5
	
	

	Receiver spurious emissions 
	NA
	
	

	Receiver intermodulation
	NA
	
	

	In-channel selectivity 
	7.8
	
	

	Performance requirements
	8
	
	

	Radiated transmit power
	9.2
	9.2
	9.2

	OTA SAN output power
	
	9.3
	9.3

	OTA output power dynamics
	
	9.4
	9.4

	OTA transmit ON/OFF power
	
	NA
	NA

	OTA frequency error
	
	9.6.1
	9.6.1

	OTA modulation quality
	
	9.6.2
	9.6.2

	OTA time alignment error
	
	NA
	NA

	OTA occupied bandwidth
	
	9.7.2
	9.7.2

	OTA ACLR
	NA
	9.7.3
	9.7.3

	OTA out-of-band emission
	
	9.7.4
	9.7.4

	OTA transmitter spurious emission 
	
	9.7.5
	9.7.5

	OTA transmitter intermodulation 
	
	NA
	NA

	OTA sensitivity
	10.2
	10.2
	NA

	OTA reference sensitivity level
	
	10.3
	10.3

	OTA dynamic range
	
	10.4
	NA

	OTA ACS
	
	10.5.1
	10.5.1

	OTA in-band blocking
	
	NA
	NA

	OTA out-of-band blocking
	NA
	10.6
	10.6

	OTA receiver spurious emission 
	
	NA
	NA

	OTA receiver intermodulation
	
	NA
	NA

	OTA in-channel selectivity
	
	10.9
	10.9

	Radiated performance requirements
	
	11
	11



NOTE:	Co-location requirements are not applicable to SAN. 
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