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Start of Change 1
4.7	Measurement report for fast CA/DC setup
4.7.1	Introduction
The requirements of measurement report for fast CA/DC setup apply in this clause for UE supporting [FG 39-8 and/or 39-9] and configured with measReselectionCarrierListNR-r18 and/or measIdleCarrierListNR-r16 and/or measIdleCarrierListEUTRA-r16 by higher layers.
A UE supporting [FG-39-8]Measurement validation based on EMR measurement during connection setup/resume and idleInactiveNR-MeasReport-r16 or idleInactiveEUTRA-MeasReport-r16 shall report based on the idle mode measurement specified in clause 4.4, and according to the measurement reporting requirements specified in clause 4.7.3. 
A UE supporting [FG 39-9]Measurement validation based on non-EMR measurement during connection setup/resume shall report based on the idle mode measurement requirements specified in the clause 4.2.2, and according to the measurement reporting requirements specified in the clause 4.7.3. 
UE is not required to report for fast CA/DC setup from any measurements during IDLE mode for carriers which are not configured by higher layers.
4.7.2	Void
4.7.3	Measurement Report Requirements
A UE shall perform validity check and report valid measurement results:  
-     if the UE is supporting [FG-39-8]Measurement validation based on EMR measurement during connection setup/resume and measIdleValidityDuration-r18 is configured for carriers in measIdleCarrierListNR-r16 or measIdleCarrierListEUTRA-r16,  
-    if the UE is supporting [FG-39-9]Measurement validation based on non-EMR measurement during connection setup/resume and measReselectionValidityDuration-r18 is configured for carriers in measReselectionCarrierListNR-r18
The measurement results are considered valid if the following conditions are met for the validity check:
-	the measurements are performed before msg1 transmission for RRC resume/setup request within the last:
	-	 measIdleValidityDuration-r18 seconds for carriers configured in measIdleCarrierListNR-r16 or measIdleCarrierListEUTRA-r16, and/or 
	-	 measReselectionValidityDuration-r18 seconds for carriers configured in measReselectionCarrierListNR-r18,
-	the measurement results satisfy measurement accuracy requirement at the measurement instance.
Otherwise, the measurement results are considered invalid. The UE shall not report invalid measurement results when measIdleValidityDuration-r18 and/or measReselectionValidityDuration-r18 is configured. 
If the measIdleValidityDuration-r18 is not configured, the UE is not required to perform validity check for carriers in measIdleCarrierListNR-r16 and measIdleCarrierListEUTRA-r16, and the UE may report measurement results given the measurement results satisfy measurement accuracy requirement at the measurement instance.
If the measReselectionValidityDuration-r18 is not configured, the UE is not required to perform validity check for carriers configured in measReselectionCarrierListNR-r18, and the UE may report measurement results given the measurement results satisfy measurement accuracy requirement at the measurement instance.
RSRP, RSRQ measurements contained in the measurement reports shall meet the corresponding accuracy requirements at the measurement instance specified in the clauses 10.1.2B, 10.1.3B, 10.1.4B, 10.1.5B, 10.1.7B, 10.1.8B, 10.1.9B, 10.1.10B
End of Change 1





Start of Change 2
5.8	Measurement report for fast CA/DC setup
5.8.1	Introduction
The requirements of measurement report for fast CA/DC setup apply in this clause for UE supporting [FG 39-8 and/or 39-9] and configured with measReselectionCarrierListNR-r18 and/or measIdleCarrierListNR-r16 and/or measIdleCarrierListEUTRA-r16 by higher layers.
A UE supporting [FG-39-8]Measurement validation based on EMR measurement during connection setup/resume and idleInactiveNR-MeasReport-r16 or idleInactiveEUTRA-MeasReport-r16 shall report based on the inactive mode measurement specified in the clause 5.4 , and according to the measurement reporting requirements specified in the clause 5.8.3. 
A UE supporting [FG 39-9]Measurement validation based on non-EMR measurement during connection setup/resume shall report based on the inactive-mode cell re-selection requirements specified in clause 5.1.2, and according to the measurement reporting requirements specified in the clause 5.8.3. 
UE is not required to report for fast CA/DC setup from any measurements during INACTIVE mode for carriers which are not configured by higher layers.

5.8.2	Void

5.8.3	Measurement Report Requirements
The requirements in clause 4.7.3 shall apply.
End of Change 2

